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FOREWORD

The research work reported herein was conducted by the Northrop Corporation,
Aircraft Division, Hawthorne, California, for the Aero-Acoustics Branch, Vehicle
Dynamics Division, Air Force Flight Dynamics Laboratory, Wright~Patterson Air
Force Base, Ohio, under Contract F33615-70~-C~1463. This research is a part of a
continuing effort to establish tolerance levels and design criteria for acoustic fatigue
prevention under the exploratory development program of the Air Force Systems
Comunand. The effort was conducted wnder Project 1471 ""Aero-Acoustic Problemns
in Air Force Flight Vehicles" Task 147101 "Sonic Fatigue of Structures in Air Force
Flight Vehicles.” Mr. E.A. Tolle was the Project Engineer. This study was per-
formed during the period April 1970 to July 1971,

The manuscript was released by the author in July 1971 for publication, and
assigned the Northrop number NOR 71-114.

The work was performed at Northrop with Dr, M. J. Jacobson serving as the
Principal Investigator under the technical guidance of Dr. C. Hwang — both in the
Structures Research and Technology Departraent — and under the supervision of Mr.
C. Rosenkranz, Manager of the Structures Research and Technology Department,
wherein the analysis and design were conducted. Major tasks were carried out under
the direction of the following Northrop personnel: Mr. D.C, Skilling, who directed the
acoustics and vibration test programs; Mr. G. Meuleman, who directed the metal fab-
rication, tooling fabrication and assembly, welding, riveting, and the manufacture -of
the advanced-composite I-beams, tee sections, and angle sections; Mr. W. M. Wochos,
who directed the manufacture of the acoustic test panels, the layup and bonding of the
advanced~composite laminates, and the manufacturing and tests for obtaining the me-
chanical and physical properties of the advanced-composite materials; Dr, W.S, Pi
and Mr, J,R. Yamane, who directed the use of the dynamic stress analysis, finite
element computer programs; and Dr. N,M. Bhatia who directed the use of the
advanced-composite computer programs,

This technical report has been reviewed and is approved,
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ABSTRACT

The results of an interrclated analytic investigation, acoustic test program, and
shaker test program tq develop information on the design and acoustic fatigue character-
istics of joints with advanced-composite materials are presented, Three nine-bay,cross-
stiffened, graphite-epoxy panels with a six-ply skin and a central bay with nominal
dimensions of 10.0 x 7.0 X 0,03 inch were designed and manufactured. The panels were
tested to obtain acoustic response and acoustic fatigue data. The final two of the three
tested panels survived 100 hours (the planned runout time) of exposure in a broad~band
166 db SPL acoustic environment; the first panel experienced a premature acoustic
iatigue failure that was attributed to a design and manufacturing deficiency that was
corrected for the other two panels. A shaker test program was conducted to demon-
strate that S-N data for acoustic fatigue predictions can be obtained in shaker speci-
men testing which is inexpensive relative to more costly acoustic panel tests. S-N
data that were obtained in the shaker test prograni led to a prediction, which was
subsequently confirmed by tests, that the joint assemblies of the flat, acoustic test
panels would not experience an acoustic fatigue failure. In the shaker test program,
8ix 8-N curves were developed and included data obtained with two joint configurations,
either bonded or riveted, and three material combinations with six-ply skins, namely,
graphite-epoxy skin to a graphite-epoxy stiffener, boron-epoxy skin to a titanium alloy
stiffener, and graphite-epoxy skin to a titanium alloy stiffener. The lamina stacking
sequence was the szme for all the shaker specimens. A simplified theory for hand
calculation predictions of dynamic stresses in an unstiffened orthotropic plate subjected
to a spatially uniform, white noise environment was developed and successfully applied
in the dynamic analysis of the cross-stiffened, graphite-epoxy test panels. Other
principal items in the analytic investigation included the use of a finite-element computer
program for the predi-tion of the cross-st'ffened panel response to acoustic excitation
and another finite-element computer program for the static stress analysis of honded-
joint assemblies to determine the acoustic fatigue critical component of the joint as-
semblies, The effect of the experimental multimodal response of the acoustic test
panels was considered in predicting the absence of an acoustic fatigue failure in the
two acoustic test panels that survived the 100 hours of acoustic exposure.
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I. INTRODUCTION

High modulus type fiber materials arc under development for use on aircraft
components such as skin panels, substructural parts, fairings, ctc. Many of these
components are exposed to high intensity noisc fields generated by the aircraft pro-
pulsion system and arc subject to icoustic fatigue. In order to develop acoustic fatigue
design information on filament-type materials and structural configurations such as
pancls and joints, it is necessary Lo investigate typical configurations for various
fiber reinforced materials and designs. For example, in the analytic and experimental
program that was conducted under Contract F33615-67~C~1672 (Reference 1), it was
demonstrated that honeycomb panels with cross~-plied boron~epoxy facings {wo plies
per facing) resisted acoustic loading longer than equivalent-weight and -thickness
honeycomb panels with aluminum alloy facings. However, there has been a scarcity of
comprehensive investigations on the acoustic fatigue of structural elements with fiber
reinforced components.

The objective of this program was to develop design information for filament
type structural configurations employing advanced-composite materials that are pro-
jected for use in high noise level areas of the vehicle; and this effort concentrated on
an analytical and experimental investigation of the dynamic and fatigue characteristics
of joint assemblies (which are defined below) utilizing high strength fiber materials,
Besides developing fatigue curves (S-N curves) for joint assemblies of two different
configurations with varying composites of fiber materials, the program also included
the acoustic fatigue life investigation of three larger cross-stiffened structural sec-
tions of projected aircraft structures characterized by minimum practical thickness
compcsite materials as skin and utilizing joints. During the process, important
parameters governing the accustic designs have been established and documented.

The program followed a combined analytical and experimental approach to achieve
broad applicability. The analysis was conducted to identify and determine numerically
the design parameters. The test program covered experiments using both mechanical
(shaker) and acoustic pressure field excitation. Thc test data were organized and
evaluated to validate the analytical predictions. In order that the experiments would
generate meaningful information for realistic aircraft application, careful attention was
given to the design of the specimens, the fabrication methods, and the test procedures.

A joint assembly was defined for this program as encompassing the joint and the
adjacent internal structure and skin. As distinct from internal structure, which by
definition for this program comprises ribs, spars, stringers, etc., a joint has been
defined for this program as a connection or intersection between two structural mem-
bers — such as between the skin and a stringer, and between the skin and a rib or a
spar — as considered for use in lightweight aircraft structure utilizing high-strength
fiber materials. For skin-rib-stringer type structure with advanced-composite com-
pouents, it is quite possible that in many instances the critical acoustic design item
is at or close to the joint. Since an advanced-composite skin can be considered a
layered assembly with interlaminar strength provided by the resin system, and since
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it may be bonded or riveted to advanced-composite or metallic intermal structure (with
appropriate local reinforcements), the failure modes that are not expected when ho-
mogenous metal structures are used may be experienced at or near the joints.

Past acoustic fatigue investigations (for example, References 2, 3, 4) principally
have been concerned with the design of skins of conventional (metallic) aircraft structure,
A by-product of the analytic work condu~ied in this program is a method of analysis that
js applicable in the design cf conventional (metallic) panels.

This dJocument sunimarizes the int-3arrelated analytic investigation, acoustic test
program, and shaker test program that were conducted to achieve the overall program
ohjective with all of tho contracted work conduct~d at the Northrop Corporatior,
Aircraft Division. In Section II is a discussion o several major items that ‘vere con-
sidered during the formulation of the program. A review of the design and manufac-
turing of the acoustic panels and shaker specimens for the test program is in Section
111. The approach in conducting the acoustic test program is covered in Section IV.

A detailed review of the acoustic tests of three large cross-stiffened paaels and a
discussion of acoustic fatigue life prediction are in Section V. The review of the shaker
test program is in Section VI. in Section VII is the development of a simplified and a
general stress analysis method, both of which were used in predicting the stress and/
or strain response of the acoustic panels. In Section VIII are applications of theo-
retical stress analyses of joint assemblies. The summary and conclusions drawn at
the end of the program are in Section IX. A detailed description of the advanced-
composite materials used in the test program are in Appendix A.




II. GENERAL CONSIDERATIONS

Important items that were considered during the formulation and conduct of
various phases ¢ **'c program arc discussed in this cection,

II.1 ANALYTICAL METHODS

Considerable emphasis is placed on analytical methods in the establishment of
the design of stiffened panels for service in acoustic environments. Emphasis is
placed on analysis because it is impractical (especially in the case of the costly advanced-
composite materials) to conduct a sufficient number of tests to generate enough emplrical
data for establishing acoustic design procedures fer jecints encompassing all of the many
parameter variations that may exist in actual practice. Furthermore, in order to
extract the maximum amount of information from a limited number of test specimens,
a carefully conducted analytical effort is needed to guide and validate the soundness of
the test approach throughout the program.

The use of advanced-composite materials at structural joints necessitates the
application of more advanced analysis methods than in cases where metallic skin and
internal structures are used. This necessity is due to the corresponding analytical
complexities associated with material properties and variations in fiber orientation
through the laminate thickness. Therefore, several available finite element computer
programs that had been previously developed for the analysis of orthotropic structures
were used extensively in the analytic investigations conducted to obtain theoretical data
in this effort.

II.2 S-N CURVES FOR A JOINT ASSEMBLY

In Section I, joint, internal structure, and joint assembly were carefully defined.
An acoustic failure of a joint assembly may occur in the skin, or in the internal struc-
ture, or in the joint (for example, in the adhesive of a bonded joint).

For an S-N curve of a joint assembly to have meaning, it is necessary to define
S. In simple coupon fatigue tests of homogeneous materials, S is usually defined as
the applied stress. However, for the joint assemblies of panels and beams such as
we ce tested in this program under acoustic or shaker excitation, S is more difficult
to define. For example, if failures occur in the skin, S should be related in some
manner to the stress or strain in the skin; if failures occur in the adhesive, S should
be related in some manner to the stress or strain in the adhesive., The generalization
of this concept is that S should be related to the stress or strain in the fatigued com-
ponent of the joint asserably.

The experimental fatigue failures in the shaker test program were instrumental
in defining S as the strain in the outer fiber of the skin (where fatigue failures occurred)
of the joint assembly.

e



The location of the initial failure in a joint assembly of an acoustically loaded
panel can be estimated by first predicting (possibly with a finite element computer
program) the stress or strain response at all reference points and comparing those
stresses or strains with the known or assumed stress or strain states that produce
failure at each point in order to predict the location of the weakest point in the joint
assembly. For a point with a biaxial or triaxial stress state, the exact state of stress
or strain that will produce failure has to be estimated until one has sufficient confidence
in the material properties of the panel and in biaxial and triaxial strength theories,
Finally, if satisfactory S-N data were available for the material al the location of
failure, life could then be predicted. This two step method of first predicting strain
and then predicting life was used in this program.
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For the test program, strains were predicted at various locations of specimens
under acoustic excitation. To obtain confidence in the validity of the theoretical pre-
dictions (especially when advanced-composite materials are considered), a portion of
the acoustic test program was directed toward obtaining experimental strains to con-
firm the theoretical strains., In general, there is a problem in establishing the location
of strain gages, since gage data are unreliable when the gages are in areas of rapidly
varying stress, such as in areas of stress concentration where failures often occur.

In view of the above considerations, some strain gages were at locations such as in
the middle of bays and in stiff regions where it was expected that stress concentrations
would be insignificant,

Furthermore, since the use of composite materials for the skin and/or stiffener
may also lead to substantial stress concentrations that are of more importance than
i when the skin and stiffener are metallic, stress concentrations in the joint assembly
; were investigated, The stress concentration is a functionprincipally of the ply layup,
the transverse shear modulus and sirength, and the extensional modulus and strength.
For example, in uniaxial tensile couvons for which tests have been conducted with
: composite specimens featuring holes and reinforcing doubiers, failures have occurred
in the basic specimen because of the high stress conceniration in transferring load
from the specimen to the doubler,

1.3 CHARACTERISTICS OF DYNAMIC MODES OF PANELS WITH STIFFENERS

in the development of acoustic fatigue design infoimation for the joints, a pre-
liminary review of typical joint configurations of representative panels subjected to
acoustic pressure was conducted. In addition, vibratcry characteristics (in particular,
! the mode shapes and stresses) of beams and panels with the joints were considered.
. Some of the mode shapes that may occur are shown in Figure 1, where symmetry
refers to the mode shape within a bay, and phase refers to the phase relationship of
adjacent bays.,

The symmetric, in-phase mode of a flat pancl (Figure 1a) is apt to be excited
when the stiffeners (stringers, ribs, or formers) have a high flexural rigidity and
torsionai rigidity; therefor:, they do not bend or twist appreciably during excitation.
The symmetric, out-of-phase mode (Figure 1b) is apt to be excited if the stiffeners
have a high bending rigidity but low torsional rigidity. The intermediate mode (Fig-

: ure 1c) is apt to be excited when the stiffeners have a low bending and torsional
: rigidities. These modes have also been reported elsewhere (c.g., Refercnce 5).
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@) T/\T/"\r/'"\r (SYMMETRICAL STRINGER
BENDING MODE)
SYMMETRIC, OUT-OF-PHASE

) M (SYMMETRICAL STRINGER
TORSION MODE)

(c) N

FIGURE 1. SIMPLE, IDEALIZED MODE SHAPES

INTERMEDIATE

When the stiffener bends or twists appreciably, the stiffener motion may introduce
significant inertia forces in the joint., These inertia forces may play an important role
in acoustic fatigue although they did not appear to be of primary importance in the test
program. For example, when a stiffener rotates, the inertia forces mayv produce con-
siderable bending stresses at the root of the stiffener web (Figure 2a). When the stif-
fener vibrates perpendicular to the plane of the skin, the inertia forces may exert a
sizable bending in the skin at the joint extremities and consequently high shearing
stresses may exist in the adhesive at the ends of the joint (Figure 2b). Additionally,
the limited interlaminar strength of composites may induce local failures (for example,
delaminations) that are not found in metal structure. It appears that finite element
computer program analyses with programs such as SAAS-II can be conducted to predict
when the inertia forces from the bending of a stiffener will be instrumental in producing
fatigue failures in a joint assembly. SAAS-II was developed over a period of years with
sponsors including NSF and NASA. The present version that was used in this program
was developed by R, M. Jones and J, G. Crose at Aerospace Corporation and includes
plane-stress and plane-strain options.
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II.4 SHAKER VERSUS ACOUSTIC EXCITATION

In order to conduct shaker tests to obtain acoustic design information, it is
necessary to establish carefully the specimen design and test procedure for shaker
excitation. The designs of the acoustic test specimens and the shaker test specimens
were based on obtaining experimentally the same key parameters {including modes of
failure) in acoustic test specimens as in shaker test specimens, By following this pro-
cedure, considerable acoustic design information has been obtained by conducting
shaker tests to supplement the data generated in the acoustic tests.

There were more specimens for shaker tests than for acoustic tests in the test
program, even though the ultimate program objective was to obtain acoustic fatigue
design information. The reasons for this were as follows:

1. Less material is required in a shaker test program since specimens are
smalier and less complex. This reduces costs appreciably since advanced-
composite materials are rather expensive. :

2, Less labor is required to fabricate the smaller and less complex specimens,
This too reduces program costs.

3. Less labor is required in a test program which includes multiple-specimen
shaker tests but individual acoustic tests.

4, Closer control of the planned excitation spectra is possible,
Since shaker test programs are less costly for a fixed number of test specimens
and since shaker tests can provide stress or strain versus life data for a joint assemb:y

that are applicable to joint assemblies in panels under acoustic loading, the use of
shaker tests was employed to obtain S-N data for the joint assemblies.

1,5 NARROW-~BAND VERSUS BROAD-BAND EXCITATION

The shaker tests were conducted under narrow-band excitation. The advantages
cf narrow-band excitation as opposed to broad-band excitation are as follows:

1. It takes less time, for a given power input, to produce a failure if the
excitation frequency is at or close to the specimen's fundamental frequency.

2. It is easier to compare the fatigue life of the shaker test specimens with
lives of coupons that have been tested under constant amplitude-constant
frequency excitation, which is the more common method of excitation.

3. It is reasonable to expect the experimental strains to occur at essentially
one response frequency. Hence a unique random S-N point is obtained in
contrast to the situation of broad-band excitation with multi-modal response
for which some average frequency must be defined,

The disadvantages of narrow-band excitation as opposed to broad-band excitation
are:
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Broad-band excitation is more typical of aircraft loading; however, in gen-
eral it may be difficult or impossible to conduct the acoustic tests under an
arbitrarily defined spectrum, whereas in shaker tests the load spectrum
may be controlled in a more precise manner,

2. There is an additional task to convert, analytically or empirically, the §-N
data obtained under narrow-band loading to S-N data under broad-band ran-
dom loading,

3. Careful monitoring of the fundamental frequency is necessary, and if the
fundamental frequency drifts during testing, either it must be restored to
its initial value through manual adjustment, or the driving frequency must
be adjusted to maintain excitation at the new fundamental frequency. The
drift in fundamental frequency becomes more critical when specimens are
tested simultaneously.

The shaker tests were conducted in the Northrop Vibration Test Laboratory under
narrow-band excitation, since after careful consideration it was considered that the
advantages outweighed the disadvantages.

The acoustic tests were conducted in the Northrop Progressive Wave Acoustic
Test Chamber under broad-band excitation. Since the shaker tests were conducted
under narrow-band excitation and the acoustic tests under broad-band excitation, the
‘excitation spectra were recognized in the assessment of the experimental fatigue data.

1I.6 CONFIGURATION AND MATERIALS

In the shaker test program, an adhesive-bonded joint was used for one joint con-
figuration and a riveted joint for the other, These two configurations are typical of
configurations projected for use in aircraft applications. In addition, the following
material combinations (''stiffeners' refer to shaker specimen components that simulate
either ribs, spars, or stringers, etc.) were used:

1. Graphite-epoxy skin .0 graphite-epoxy stiffeners.

2. Graphite-epoxy skin to titanium alloy stiffeners.

3. DBoron-epoxy skin to titanium alloy stiffeners. ' 1

The use of either three-bay, stiffened panels (with two parallel stiffeners dividing
the panel into three rectangular bays) or nine-bay, cross-stiffened panels was con-
sidered for the panels in the acoustic test program. The decision was made to fabricate
and test the nine-bay, cross-stiffened panels since they were more representative of
larger sections of aircraft structure.

The Fothergill/Harvey Courtaulds HT-S/4617 graphite-epoxy system and the
Narmco 5505 boron-epoxy system were selected as the advanced-composite materials
for the test program.

FM-123-2 achesive (0.085 psf) was chosen for bonding the advanced-composite
skins to the intermal structure in joint assemblies of the acoustic panels and shaker
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specimens, FM-123-2 was chosen because of its low modulus and relatively low
curing temperature 250F),

EC 2216, a room temperature curing adhesive, was used in peripheral areas
that were not part of the test sections of the acoustic panels and the shaker specimens.
When the EC 2216 adhesive was used rather than FM-~123-2 adhesive in the acoustc
panels, it was chosen to avaid residual thermal stresses resulting from the cooling
from an elevated bonding temperature, When the EC 2216 adhesive was used in shaker
specimen assemblies, it was selected because of the ease in conducting e bonding
operation,




III. DESIGN AND MANUFACTURE OF ACOUSTIC
PANELS AND SHAKER SPECIMENS

II.1 ACOUSTIC PANELS

Three test panels were fabricated for the acoustic test program and they were
identified as panels A-GG-B-1, A-GG-B-2, and A-GG-B-3. The letters in the panel
identification are descriptive of the following: Acoustic panel with a Graphite-epoxy
skin and Graphite~epoxy internal structure with Bonded joints. The number in the
coding indicates the particular test panel; for example, panel A-GG~B-3 is the third
of the three acoustic test panels. The design of the acoustic test panels is described
below:

The three acoustic test panels were assembled with 6-ply [O/ 145]S graphite-
epoxy skin and 6-plv [+45/0] . graphite-epoxy I-beams and tee sections. In the
L Js

assembled panel, the I-beams simulated ribs and the tee sections simulated stringers,
The graphite-epoxy details that werc chosen, as well as numerous detail variations of
them, are expected to see considerable use in aircraft structure.

Adhesive-bonded skin/rib and skin/stringer joint configurations were chosen for
the acoustic test panels, since the potential weight savings in using adhesive -bonded
joints is attractive. It is anticipated that the design details discussed below will per-
tain to advanced-composite construction in lightly loaded and acoustic critical structural
areas. As a matter of general policy, the internal structure must be designed care-
fully to avoid stress concentrations and early peeling and delamination of the joint
assembly when the skin is subjected to acoustic loads in order to achieve the potential
weight savings. Symmetric internal structural elements are used in service applica-
tions of metallic materials and are expected to be used ir service applications of
advanced-composite materials since the symmetry tends to decrease the nonsymmetric
(torsional) loading at the joint, and, therefore, promotes longer life. The flanges of
the internal structure may be scarfed to reduce the stress concentration at the edges
of the flanges when the flanges are bonded to the skin, although the edges of the flanges
were not scarfed in this program because of the thin flanges.

Each acoustic test panel was cross-stiffened and contained nine rectangular
bays in a three by three array. Each acoustic test panel was said to have a test sec-
tion and a fixture section, with the test section including the skin and joint assemblies
enclosed by a rectangle drawn through the centers of the exterior eight bays. The
fixture section included all of the panel area exterior to the panel Lest section.

The design of the initial test panel, A-GG-B-1, is given in Figure 3 (Draw-
ing ACD-G-237). Panel A-GG-B-1 was manufactured and during the acoustic test
experienced a prematurc acoustic fatigue failure. The panel design was then modi-
fied according to Drav.ing ACD~G-238 (Figure 4) and panels A-GG-B-2 and A-GG-B-3
were manufactured according to the modified design that is discussed in detail in
Section III. 1. (b). Pancls A-GG-B-2 and A-GG-B-3 were subjected to approximately

108 cycles (the predetermined runout point) without experiencing an acoustic fatigue
failure in a panel test section.

A description of the manufacturing of the three acoustic test panels follows.
9
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111, 1. (a). Manufacture of Panel A-GG-B-1

TOOLING AND FIXTURES. Lay up tools were fabricated for use in manufacturing
the I-beam and tee section components of the acoustic test panels and vibradon speci-
mens, An assembly jig and bonding tool were fabricated for the acoustic test panels.

FABRICATION OF THE GLASS DOUBLER. For panel A-GG-B-1, a 13-ply glass
doubler (-39 detail of Figure 3) was fabricated using Narmco 500/1581 E glass.
Thirteen plies were used rather than twelve plies of the -39 detail in order to use an
existing flat plate as part of the bonding tool and to eliminate the possibility of intro-
ducing curvature in the bonding tool by machining 0.008 inch from the flat plate.

Each glass uly was layed up in its flat sheet shape without overlaps or butt joints and
with the appropriate center cutout for the -39 detail. A layer of Mil-Tex No. 3921 peel
ply was applied to the bonding surface of the glass laminate Lo obtain a good bonding
surface to the -3 graphite-epoxy skin. The glass laminate was bagged and autoclave
cured for 90 minutes at 250F with 60 psi/vented vacuum. Upon completion of the cure,
the doubler was trimmed to produce a hollow rectangle with each outer edge dimension
wo inches longer than the corresponding edges of the titanium frame detail.

FABRICATION OF THE GRAPHITE-EPOXY SKIN. A six-ply [0/145]8, -3

detail skin was fabricated using the Fothergill/Harvey Courtaulds HT-S/4617 graphite-
epoxy prepregged system to produce a 30 x 20-inch rectangular skin. The Mil-Tex
No. 3921 peel ply was applied to obtain a good bonding surface to the titanium alloy
frame and the cross-stiffened graphite-epoxy I-beams and tee sections. The skin was
bagged and autoclave cured for three hours at 350F with 100 psi/vented vacuum. After
cure, the skin was trimmed to produce a rectangle with each edge dimension two inches
longer than the corresponding edges of the titanium frame detail. Four -37 details
were machined out of the excess trim skin material,

FABRICATION OF THE GRAPHITE-EPOXY I-BEAMS AND TEE SECTIONS. The
layup of the 6-ply graphite-epoxy I-beams and tee sections (-9 and -11 details) is shown
in Figure 5. Note that in the layup of 6-ply I-beams, it is impossible to obtain simul-
taneously syvmmetry of layup about the center plane of the web and about the center plane
of each of the flunges. Likewise in the layup of 6-ply tee sections, it is impossible to
obtain simultaneously symmetry of layup ahout the center plane of the head of the tee
and about the center plane of the leg of the tee.

! ochematic drawing of the assembly of an I-beam is shown in Figure 6. The
I-bea..s were fabricated in the following manner. Three plies each for the web and
one-half of the flang'es were laid up in the flat to the orientation shown in Figure 5.
Each 3-ply layup was then formed about a silicone rubber plug. Three additional plies
were then laid up to the required orientation and added (after filling the vcid at the
center of the flanges with a small bundle of the 0° graphite-epoxy material) to the pre-
vious 3-ply layups on the silicone rubber plugs. The rubber plugs were then confined
inside steel tooling, pressurized to 100 psi on the graphite-epoxy plies, heated to
350F, and cured for three hours to praduce the I-beams. The fabrication of the tee
sections was conducted in a like manner (except for the absence of a flange) to the
fabrication of the I-beams. After cure the I-beams and tee sections were trimmed to
size and asscmbled as the cross stiffened detail (Figure 5) in the assembly jig.

15
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FACH VERTICAL PLY REMAINS CONTINUOUS WHEN BENTINTO A HORIZONTAL PLANL
I
' SCHEMATIC LAYUP OF 6-PLY SCHEMATIC LAYUP OF 6-PLY
[+45/0] IN AE B FOTHERGILL/ [*45/0]g IN VERTICAL LEG
HARVEY COURTAULDS HT-S/4617 FOTHERGILL/HARVEY
GRAPHITE EPOXY 1-BEAM COURTAULDS HT-S/4617

GRAPHITE-EPOXY TEE SECTION

T —

NO. 70-02820

FIGURE 5. CROSS-STIFFENED GRAPHITE-EPOXY DETAIL

INCLUDING TWO EACH 6-PLY 2::»15,’035 FTOTHERGILL/HARVEY

COURTAULDS HT-8/4617 I-BEAMS AND TEFE SECTIONS
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FABRICATION OF ACOUSTIC TEST PANEL A-GG-B-1. Prior to bonding panel
A-GG-B-1, all details were prefitted in the bonding tool to ensure good mating surfaces.

All glass and graphite-epoxy bonding surfaces were stripped of their peel ply or sanded
with 250 grit sand paper when there was no peel ply, and then wiped clean with M. E.K.
The titanium alloy details were cleaned and phosphate coated prior to bonding. FM-

] 123-2 adhesive film was applied to all bonding surfaces. The assembly and bonding

] procedure follows,

1. The base plate of the bonding tool, MRD 70-64 (Figure 7) was sprayed with
MS-122 fluorocarhon release agent and covered with teflon glass coated cloth.

2. The fiberglass doubler (Figure 8) detail was aligned on the base of the
bonding tool (Figure 9).

3. The graphite-epoxy skin (Figure 8) was aligned on top of the glass doubler
in the bonding tool (Figure 10).

4. The titanium alloy Z and angle frame (Figure 11) was then placed on top
of the graphite skin and aligned using the preset aligning bolts incorporated
into the side plates of the bonding tool (Figure 12).

’ 3. The self-aligning cross-stiffened graphite-epoxy detail (Figure 11) was then
i positioned into the titanium alloy frame. This completed the assembly
(Figure 13) in the bonding tool.

i 6. The graphite-epoxy skin surface in the interior of the panel assembly was
covered with teflon coated glass cloth., The assembly was then filled with
glass impact beads and wood blocks to obtain positive pressure during cure.

7. Osnaburg cloth was used to pad the bead filled assembly prior to closing
the assembly with a steel pressure plate.

1
8. The panel assembly and bonding tool were covered with Osnaburg cioth and
bagged.
i
9. The final assembly was then autoclave cured for one hour at 250F with F

35 psi/vented vacuum. o

10. After completion of the cure and removal from the bonding tocl, the final
riveting and trimming operations were performed.

INSPECTION OF PANEL A-GG-B-1 AS MANUFACTURED. After the cure was
completed, it was noted that the skin had a noticeable oil can in the center bay. The
oil can was attributed to residual stresses resulting from the bonding operation,

18
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L1, (b) Plan for Manufacturing Panel A-GG-B-2

Based on the acoustic test results of panel A-GG-B-1 and an analytic investiga-
tion, it was apnarent that changes (from panel A-GG-B-1) were needed in the configura-
tion and manufacturing process of the fixture section (i.e., the peripheral portion) of
the remaining acoustic test panels but that no changes were necessary in the acous.ic
test section (i.e., the central bay and adjacent parts of the outer hays). The changes
described below were intended to guard against both cil canning of the panel in the
manufacturing process and obtaining a fatigue failure in the fixture section during the
acoustic test.

The following plan was therefore proposed for the manufacture of panel A-GG-B-2:

1.

8%

(=]

Manufacture the tee section and I-beam details with no design change from
these details of panel A-GG-B-1.

Manufacture the 6-ply skin with no design change from the skin of panel
A-GG-B-1.

Manufacture the clips and doublers (no design change from panel A-GG-B-1)
for attaching the tee section and I-beam details to each other and to the skin.

Manufacture a stepped graphite—epoxy doubler (I'igure 14) to replace the

glass doubler (Section H-H of Figure 3). The purpose of replacing the glass
doubler with the graphite~epoxy doubler was to guard against the mismatch

of thermal coefficients of expansion of the skin and doubler of panel A-GG-B-1
when the bonding between these two items is conducted at 250F, The alter-
nate approach of using the glass doubler and bonding the glass doubler to the
skin with a room temperature curing adhesive was rejected, since the lower
strengths of room temperature curing adhesives might lead to the initial
acoustic fatigue in the fixture section. The length of the final step of the
graphite-epoxy doubler was chosen to be at least as great as one-half the
width of the flange of the I-beam sections in order to reduce the likelihood of
a fatigue failure at the junction of the unsupported skin and the peripheral
doubler. Furthermore. a 4.00-inch radius (in place of the 2. 00-inch radius)
was proposed for the corners of the graphite-epoxy doubler of panel A-GG-B-2
to guard against corner cracks.

Assemble the details in items 1-4 and bond the graphite-epoxy doubler
{item 4) to the skin and bond the skin to the tee section and I-beam details
with FM-~-123-2 adhesive at 250F. Use glass impact beads to obtain the
pressure during bonding.

Manufacture the peripheral titanium alloy members and steel clips with no
desigr change from these peripheral members of panel A-GG-B-1.

Assemble the titanium alloy edge frame and bond the titanium alloy edge frame
to the already bonded assembly of the skin, tee section and I-beam details,

and graphite-epoxy doubler. For this bonding operation, the EC 2216 room
temperature curing adhesive was chosen. The room temperature curing

EC 2216 adhesive rather than the 250F ~uring FM-123-2 adhesive was chosen
to guard against oil canning of the acoustic test panel during the cool down
from the bonding of the titanium alloy material to the graphite-epoxy mate-
rial with dissimilar thermal coefficients of expansion. The acoustic test
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FIGURE 14. GRAPHITE-EPOXY DOUBLER CROSS SECTION TO REPLACE
SECTION H-H OF FIG..RE 3
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’ : results of panel A-GG~B-1 indicated that the bond between the titanium alloy
frame and the graphite-epoxy skin and tee section details was less severely

loaded than the bond between the glass doubler and the skin, and, therefore,

the EC 2216 adhesive would perform adequately during the acoustic test.

i 8. Perform the final riveting and trimming operations as was done for panel
A-GG-B-1.

No increase in the number of plies of the skin was recommended since more plies
would reduce the likelihood of a skin failure in the acoustic fatigue test. No decrease
in the number of plies of the skin was recommended since it was anticipated that six-ply
skins will likely be used more often than four-ply skins in hardware applications. No
acoustic fatigue failure was anticipated in the six-ply tee scction and I-beam details
and therefore there was no change in their design.

i
H
H
H

III. 1. (¢) Muanufacture of Panels A-GG-B-2 and A-GG-B-3

REJECTION OF CROSS-STIFFENED COMPONENT OF PANEL A-GG-B-2. The
fabrication of the second acoustic panel proceeded according to the plan described in
NI. 1. (b), but was halted following the FM-123-2 bonding (in one operation) of the skin
to the stepped graphite-epoxy doubler and to the I-beam and tee section stiffeners
with the following observations:

1. The skin was flat following the bonding, i.e., there was no oil canning.

2. The bond of the skin to the graphite-epoxy stepped doubler (see Figure 15)
was satisfactory as evidenced by a visual inspection and a Fokker-bond test.

3. The bond of the graphite-epoxy skin to the graphite-cpoxy I-beam and tee
section details and the -37 doublers was unsatisfactory in several areas
as evidenced by a visual inspection (see Figure 16) and a Fokker-bond test.
The arcas between the arrows of Figure 16 represent areas of defective

bonds.

Because of the unsatisiactory subsassembly in item 3, above, the fabrication of
acoustic panel A-GG-B-2 was halted to determine the cause of the defective subas-
sembly and to plan remedial action. It was deemed unwise to ignore the defect or to
attempt to repair the defect and utilize the subassembly in Panel A~-GG-B-2, since it
was considered that not enough worthwhile data would be obtained from the acoustic test
to justify the cost of the final panel assembly, the instrumentation for the acoustic test,
and the acoustic test itself.

The cause of the defect in the bonded subassembly was attributed to nonuniform
pressure applied in the bonding operation, which may have existed (although to a lesser
degree) during the fabrication of acoustic panel A-GG-B-1. (The premature fatigue
failure of the acoustic panel A-GG-B-1 was finzlly attributed to nonuniform pressure
during the bonding as well as to residual thermal stresses induced in the fabrication
of panel A-GG-B-1 and to a biaxial stress state that existed during the acoustic test of

panel A-GG-B-1).

The fabrication te¢hnique with the use of beads to apply pressure that had been
proposcd for the fabrication of panels A-GG-B-1 and A-GG-~B-2 was based on the belief
that the fabrication method, which was relatively inexpensive, would produce high
quality advanced-compcsite panels for acoustic test. The application of beads to apply
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FIGURE 15. VIEW OF GRAPHITE-EPOXY SKIN AND STEPPED DOUBLER OF
BONDED SUBASSEMBLY
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FIGURE 16. VIEW OF CROSS STIFFENERS OF BONDED GRAPHITE-EPOXY
SUBASSEMBLY
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the pressure during bonding had been successfully used in small programs of bonding
metallic panels when it was uneconomical to fabricate precision form blocks that were
needed in transmitting vacuum or autoclave pressure to the assembly. Because of the :
lack of success with the use of beads to obtain a satisfactory bond, the method outlined

under Remedial Action below was then formulated as the preferable approach to ob-

tain the desired uniform pressure to produce acoustic panel A-GG-B-2,

REMEDIAL ACTION, Various procedures (without changing the acoustic panel
design) were considered for the successful fabrication of acoustic panels A-GG-B-2
and A-GG-B-3. The procedure described below was chosen and resulted in the suc-
cessful manufacture of panels A-GG-B-2 and A-GG-B-3.

1. Fabrication of Graphite-Epoxy Doubler and 6-Ply Graphite-Epoxy Skins

The graphite-epoxy doubler and 6-ply graphite-epoxy skin were fabricated as
previously and trimmad to allow for final machining to the titanium frame
dimensions.

2., Fabrication of Doubler/Skin Bond

(a) The skin was laid up on a flate plate and the surface area to be honded
was sanded and MEK wiped.

(b) The layer of FM-123-2 adhesive was placed on the doubler top face to
be bonded. All grarhite-epoxy surfaces to be bonded were light-sanded
and MEK wiped.

(c) The doubler was laid down on the skin surface and taped to insure index
position.

(d) The entire assembly was then vacuum bagged, checked and cured for
1 hour at 250F at 30 psig. Thermocouples were placed on the doubler
and on the skin to obtain thermal differentials during cure.

(&) After cure, the doubler/skin assembly was checked for warpage, etc.
The adhesive flash was trimmed prior to the next steps.

3. TFabrication of Tee Section Details cn Doubler/Skin Assembly-Prefit and Bond

Dl e

(a) The entire tool surface was covered with one layer of nonporous armalon
and the doubler/skin assembly was laid up on the tool. The surfaces to
be bonded were indexed; however, neither sanding nor MEK wipe was
performed.

(b) A simulated adhesive was placed on the surface to be bonded and the §
tee sections were laid up and taped in place.

(¢) The entire assembly was then vacuum bagged and cured using the cure
cycle detailed in Step 2-d. Thermocouples were placed as above.

(dy Upon completion of cure, the degree of uniformity of s: - : . ated adhesive
deformation resulting from the pressure was ascertained.

() Any shimming required was performed and the entire sequence (Steps
3-a through 3-d) repeated until the desired uniformity resulted.
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(fy After completion of the prefit sequence, FM-123-2 adhesive was used
and the cure accomplished as in Steps 3-a through 3-d.

4. Fabrication of [-Beam Details on Doubler/Skin Assembly — Prefit and Bond

(a) All titanium alloy rivet backup plates were phosphatc-fluoride etched
and cleaned and adhesive placed on the surfaces to be bonded.

(b) The 1-beam details were covered on their respective to-he-bonded sur-
faces with a simulated adhesive as in Step 3. These details were then
assembled on the skin/doubler assembly and taped to insure compliance
with the index markings.

(¢) A simulated cure cycle as in Step 2~d was performed after vacuum
bagging. Extreme care wzas exercised to ensure uniform vacuum
pressure on the surfaces to be bonded,

(d) After cure, the degree of pressure uniformity was evaluated and the
necessary shimming performed. Steps 4<b through 4-d were repeated
until the desired uniformity was accomplished.

(e) FM-123-2 adhesive was then placed on the sanded/MEK-wiped graphite-
epoxy surfaces to be honded and the entire assembly vacuum bagged and
cured as in Steps 4-b through 4-d. All screws used as simulated rivets
to provide alignment were coated with mold release prior to assembly.

5. Fabricaiion of Titanium Alloy Frame Assembly onto Doubler/Skin Assembly

(3) The titanium alloy asscmbly (frame) was phnsphate~fluoride etched on
the surface to be bonded.

(™Y These surfaces were coated with EC 2216 adhesive and fitlted to the
doubler/skin/sliffener assembly and simultanecusly riveted to the stif-
fener assembly. The bottom flange adjacent to the graphite-epoxy skin was
clamped about the periphery to ensure uniform pressure over the EC 2216
bondline. A dam arrangement was placed or the graphite-epoxy skin in
the outer 8§ bays of the test box to ensure against flow of the EC 2216 over
onto the skin. The eniire assembly was heated to 190F for a period of
6 hours.

(¢) Upon completion of the bonding operation, the panel was final trimmed
to the applicabte drawing dimensions, 10-32 flat head steel machine
screws with elastic stop nuts were installed around the outer periphery
of the panel (as an added precaution against a catastrophic acoustic
fatigue failure), and the panel was delivered to instrumentation and test.

Before choosing the above fabrication ptan, the effect of multiple cures on the
FM-123-2 adhesive and the graphite-epoxy components was investigated. Data (Figure
17) furnished by the manufacturer of FM-123-2 adhesive had indicated that multicures
do not markedly affect the tensile shear (i.e., lap shear) strength of FM-123-2 adhesive
with 301 stainless steel adherends. In addition. quality.comrol tests with F1-123
adhesive and graphite-epoxy adherends conducted by Northrop under three-stage multiple
cures for another program had produced no evidence of significant degradation of the
adhesive or adherends. Therefore, it was believed that the multiple cure of adhesive or
adherends would not result in significant structural degradation when the fabrication
procedure outlined above was followed.
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ASSEMBLY OF PANEL A-GG-B-3, The only defect in the rejected cross~stiffened
component (Figure 16) for panel A~GG-B-2 was the adhesive bond between the skin
and I-beam and tee section details, Therefore, it was possible to salvage the I-beam
and tee section details and the graphite-epuxy doublers while destroying the graphite-
epoxy skin and the FM-123-2 bond on both sides of the skin, Following the salvage
operation, a new skin for panel A-GG~B-3 was manufactured and successfully bonded
to the salvaged I-beam and tee section details and graphite-epoxy doubler according to
the bonding procedure that resulted in the successful manufacture of the cross -stiffened
detail of panel A-GG-B-2. The remainder of the manufacture of panei A-GG-B-3
prior to delivery to test followed the procedure used in manufacturing panel A-GG-B-2
except for minor items that are discussed below.

Glass doublers (Figure 18) were bonded around the periphery of the titanium
alloy frame to prevent a frame failure such as had occurred near the end of the acoustic
test of panel A-GG-B-2,

In riveting one clip attaching an I-beam detail with the titanium alloy frame, a
misalignment between holes occurred and resulted in a small crack in the web of the
I-beam near the frame. The crack was reinforced with a glass dovbler (Figure 19).
Because the crack was in the fixture portion of the test panel, the repair was not
expected to (and apparently did not) affect appreciably the response of the central bay
or even the response of the two bays adjacent 1» the crack.

III.2 SHAKER SPECIMENS

I0. 2. (2) Initial Design

An adhesive~bonded joint configuration and a riveted joint configuration were
chosen for the test program. In the riveted joirt configuration, a titanium alloy rein-
forcement was bonded to the skin prior to the riveting operation. The reinforcement
was to provide skin thickness for the installation of countersunk rivets in joining the thin
gage skin to the internal structure and for the satisfactory performance of the riveted
joints in a fatigue application. Countersunk rivets were used in the shaker test program
in order to maintain flat surfaces that are expected for service requirements under
acoustic exposure. The two joint configurations for the shaker test program are re-
presentative of designs used frequently in aircraft.

For the shaker test specimens three skin to internal structure material com-

binations were chosen. The material combinations and the types of joints are summarized

in Table I.
TABLE I. TYPES OF SHAKER TESTS
MATERIAL COMBINATIDONS TYPE OF JOINT
SKIN INTERNAL STRUCTURE

Graphite-Epoxy Graphite-Epoxy Adhesive-bonded
Graphite-Epoxy Graphite-Epoxy Riveted
Graphite~-Epoxy 6Al-4V Titanium Alloy Adhesive-bonded
Graphite-Epoxy 5A1-4V Titanium Alloy Riveted
Boron-Epoxy 6Al1-4V Titanium Alloy Adhesive-bonded
Boron-Epoxy 6A1-4V Titanium Alloy Riveted
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Two shaker specimen configurations designated as Candidate A-1 specimens
(Figure 20) and Candidate A-2 specimens (Figure 21) were investigated before a
choice was made to proceed with Candidate A -2 type specimens. The detail design
of the specimens in Figures 20 and 21 is in drawings ACD-G-235, ACD-G-236, and
ACD-B-216, which are Figures 22, 23, and 24, respectively.

The left side of Figure 20 presents intormation on shuaker specimens simuluting
vibs bonded to skin. whereas the right side presents information on shaker specimens
simulating ribs riveted to skin. The planned number of specimens and material
combinations for skins and ribs is at the bottom of each sidc of Figure 20. The left
side of Figure 21 presents. information on shaker specimens simulating <.:i~ers
bonded to skin, whereas the right side presents information on shaker speciir.ns
simulating stringers riveted to skin. The planned number of specimens and material
combinations for skins and stringers is at the hottom of each side of ¥igure 21.

The discrepancy between the cross sections of ribs (stringers) in Figure 20
(Figure 21) and the ribs (stringers) in drawings ACD-G-235, ACD-(i-236, and
ACD~-B-216 was inentional. The geometry of the ribs and stringers in Figures 20
and 21 are expected in service. Becausc in the experimental shaker program to be
discussed subsequently, the ribs (stringers) were to be clamped to the test fixture,
oniy the portion of the rib (stringer) between the clamp and skin was to be fabricated
as shown in drawings ACD-G--235, ACD-G-236, and ACD-B-216.

For Candidates A~1 and A-2 shaker specimens. the endr of the beam specimen
were to be fastened to the shaker by means of a test fixture. 'Tne lenvths of (e speci-
mens were selected to obtain approximately the expzcted fundamenta: trequency at the
center bay of the acoustic test panels.

Negligible motion of the ribs and stringers of the acoustic test panels had been
predicted in the preliminary analysis. Therefore. for the shaker tests the rib at the
center of the Candidate A~1 specimens and the stringer at the center of the Candidate
A-2 specimens were to be fastened to the test fixture to prevent relative lateral motion
between the rib and the two ends of the Candidate A-1 specimens and hetween the
stringer and the two ends of the Candidate A-2 specimens. With two bay shaker
specimens, it was expected that nonlinear response data could he obtained that could
be used in the design of acoustic panels.

‘The shaker test fixture was designed to achieve the clamped-edge conditions and
to provide the capahility of testing three shaker specimens simultaneously.

The final choice between the Candidate A-1 and Candidate A-2 shaker specimens
was postponed until after the first acoustic panel was tested in order to observe the
experimental mode of failure, if any, (i.e., failure of a joint assembly at a stringer
or at a rib) before selecting and fabricating the shaker test specimens. The Candidate
A -1 shaker specimen was to be chosen if the initial joint failure of the remaining
acoustic panels could be expected to occur at a rib whereas the Candidate A-2 shaker
specimen was to be chosen if the initial joint failure of thc remaining acoustic panels
could be expected to occur at a stringer. Another reason for postponing the decision
between the Candidate A-1 and Candidate A -2 specimens was to enable analytic pre-
dictions to be made on the relative merits of the two shaker specimen types. Tollowing
the test of the first acoustic test pane) (panel A-GG-B-~1), the decision was made to go
ahead with the manufacture and test of the Candidate A-2 type specimens.
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1. 2. (b) Final Specimen Design

Several Candidiate A-2 type specimens with graphite-epoxy skins bonded to
graphite-epoxy doublers were fabricated using the design with the 13.20 inch length in
Figure 22. During the shaker test of the first specimen with the two ends and the cen-
tral tee section clamped, it was apparent that the design had resulted in a specimen
that was too stiff to enable fatigue tests to be conducted at sufficient excitation levels
to obtain S-N curves. Therefore, the decision was made to reduce the overall length
of all the fabricatod specimens by sawing off the glass doublers at the ends of the
specimens that were already fabricated and to clamp the specimens only at the
stiffener at the center of the specimen. The design change was saiisfactory and resulted
in the manufacture and fatigue test of shaker specimens without glass doublers at the
ends. The tests of the shaker specimens resulted in the establishment of S-N data and
curves that are reported in Section VI.

in the final shaker specimen design which applied to all the shaker specimens
from which S-N data was obtained in the test program, the length of the graphite-epoxy
skins was 9.24 inches and the length of the boron-epoxy skins was 9,62 inches. In the
final shaker specimen design, the centerline of the leg of the tee section was 4.62
inches from each end of the bonded shaker specimens with graphite-epoxy skins and
was 4.81 inches from each end of the bonded shaker specimens with boron-epoxy skins.
The rivet centerline was 4.62 inches from each end of the riveted shaker specimens
with graphite-epoxy skins and was 4.81 inches from each end of the riveted shaker
specimens with boron-epoxy skins.

III. 2. {¢) Nanufacture of Shaker Specimens

The manufacturing procedure for the shaker specimens (exclusive of the manu-
facture and bonding procedure of the doublers that were bonded to the first few fabricated
specimens but were subsequently sawed off before shaker testing) is described below.

Laminates, from which the skins of the shaker specimens were subsequently
obtained, were layved up according to the design of the shaker specimens and were cured
according to procedures established in the Northrop Process Specifications P1-35 and
PL-36. The graphite-epoxy laminates were bagged and autoclave cured at 350 F for
two hours at 100 psig. Tne boron-epoxy laminates were bagged and autoclave cured at
225 F for two hours followed by two hours at 325 F with 100 psig pressure applied
throughout. The laminates were then sectioned with a diamond saw to get skins for the
individual specimens.

The -23 titanium alloy doublers (of Figures 22 and 23) were bonded to the shaker
specimens with EC 2216 adhesive rather than FM-123-2 adhesive in order to utilize
a room temperature curing adhesive. The EC 2216 adhesive was adequate in trans-
ferring the relatively low skin stresses from the shaker test fixture to the shaker
specimens. A photograph of a shaker specimen with the graphite-epoxy skin and
stiffener prior to the bonding of the -23 titanium alloy doubler is shown in Figure
25. A photograph of the upper surface of a riveted shaker specimen after strain gag-
ing is in Figure 26 and a photograph of the lower surface is in Figure 27.

The graphite-epoxy angle and tee sections were fabricated according to the pro-
cedures established for the internal structure of the acoustic test panels.
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The fabrication of the titanium alloy tee sections was accomplished by the auto-
matic G.T.A. 'gas tungsten arc) weld process and equipment. The tee sections were
constructed from two pieces of Ti-6A1-4V titanium sheet stock, the cap being . 040
gage and the web being . 032 gage. A weld fixture that accommoedates a twenty-four
inch long part was used to clamp the tee section components during the welding opera-
tion. The weldment was accomplished by burning through the cap member directly
above the web, thereby fusing the cap and web together as well as creating a fillet
along the backside of the welded part. The fillet size was controlled by the tool con-
figuration. Filler wire was added to the joint to replace the metal that formed the
fillet. Stress relieving was performed after welding. This was accomplished by
clamping the part in a sizing tool and heating to 1250F for thirty minutes. After stress
relieving and the cleaning operation, the twenty-four inch long part was sectioned into
two-inch lengths for machining and trimming to final size. The weld bead and . 008
excess material on the topside of the cap were machined by a conventional milling
operation resulting in the desired flat surface and correct gage thickness.

Fabrication of the .032 gage x 3/4 x 3/4 x 2.0 inch titanium alloy angle sections
was accomplished using conventional brake punch and die forming tools at room
temperatures. Neither stress relief nor hot sizing was required.

A description of the fabrication of the bonded joint shaker specimens follows.
The graphite-epoxy skin and stiffeners and the titanium alloy stiffeners were pre-
cleaned according to the appropriate of the Northrop Process Specifications PL-35
and PL-36. The stiffeners to be bonded to the skin were then layed up on an FM-123-2
adhesive prepreg sheet and then located on the shaker specimen skins. The parts
were then bagged and vacuum pulled to set the adhesive. A one-hour cure cycle at
250F at 40 psig was then performed, and the adhesive flash was then trimmed using a
belt sander. The titanium alloy doublers, that were subsequently clamped in the
shaker test fixture during the shaker tests, were then clipped to the leg of the
graphite-epoxy tee sections, and bonding was performed with EC 2216 adhesive at room
temperature.

For the riveted shaker specimens, the bonding of the reinforcements to the skin
of the riveted specimens followed the same procedure described above for bonding the
skin to the tee or angle sections of the bonded shaker specimens. The countersunk
rivets were then installed to attach the skin to the internal structure, i.e., the tee or
angle cections. The titanium alloy doublers (when used), that were subsequently
clamped in the shaker test fixture during the shaker tests, were then clipped to the
leg of graphite~-epoxy angles, and bonding was performed with EC 2216 adhesive at
room temperature.
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IV. APPROACH TO THE ACOUSTIC TEST PROGRAM

IV.1 OBJECTIVE

The basic objective of the acoustic tests wus to obtain dynamic and acoustic
fatigue characteristics of the joint assemblies of advanced-composite panels in a high
intensity acoustic environment. The panel configuration for the acoustic tests was
chosen to be compatible with present and expected future flight vehicle requirements.

IV.2 TEST CONDITIONS

The acoustic panels were bolted to a jig plate for acoustic testing (Figure 28)
in the 48 x 48-inch test cell of the Northrop Progressive Wave Acoustic Test Chamber
(Figure 29). The frames of the acoustic panels were to simulate adjacent structure
in aircraft skin-rib structure, and were designed to prevent failures at the frames.

Each acoustic panel was attached to the test fixture (the jig plate in Figure 28)
which, in turn, fit into the upper wall of the Northrop Progressive Wave Acoustic
Test Chamber. The attachment detail design was based on preliminary analysis
which satisfied the following criteria:

1. The acoustic failure would not initiate along the edge members.

2. The flexibility of the edge members as attached to the fixture would simulate
the flexibility of the neighboring repetitive structures that are identical to
the test specimen. In this manner, the test specimen responds to the
acoustic excitation as part of a large and realistic aircraft structure assembly.

To satisfy the above two criteria, the nominal dimensions of the nine-bay
acoustic panels were established at 26 x 17 inches and the panels had a rectangular,
central bay that was larger than any of the other eight rectangular bays. The central
bay was a nominal 10 x 7 inches, the four corner bays were a nominal 8 x 5 inches,
and the remaining four exterior bays were either 10 x 5 inches or 8 x 7 inches
nominally.

The approach of reducing the dimension of the edge bays of nonstiffened, acoustic

test panels had been successful (6) in obtaining acoustic fatigue failures at the center
bay of cross-stiffened 9-bay rectangular panels (3 bays in each direction), 25-bay rec-
tangular panels (5 bays in each direction), and 49-bay rectangular panels (7 bays in
each direction). After testing the 49-bay, the 25-bay, and the 9-bay panels, it was
noted in Reference 6 that dynamic and acousti~ fatigue characteristics of the central
bay of both the 49-bay and 25-bay panels wer ~htained approximately in tests of the
9-bay panels.

Three-bay aluminpum alloy panels with bays of dimensions similar to those of the
proposed acoustic test panels had been tested with acoustic fatigue failures occurring

Preceding page blank
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FIGURE 28. SCHEMATIC OF ACOUSTIC TEST PANEL AND ITS LOCATION IN THE
PROGRESSIVE WAVE TEST CELL
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in approximately three hours of exposure (7), (8). This was one key factor in selecting

the dimensions of the proposed acoustic test panels to be suitable for the acoustic test
program. :

The acoustic punels were subjected singly to tests in the Northrop Progressive
Wave Acoustic Test Chamber under broad-band excitation. Experimental strains
(versus acoustic pressure), deflections, damping factors, and noise reduction data were
obtained and these items are discussed below. The panels were subjected to an acoustic
fatigue test at the maximum SPL, which reached 166 db SPL.

IV.3 GENERAL TEST PROCEDURE

1V.3.(a) Modal Surveys

Modaul surveys were conducted on the pancls using the "'salt" pattern technique
and accelerometers. The ''salt'' pattern technique consisted of mounting a loudspeaker
over the unreinforced surface of a panel that was mounted in the fixture before the
fixture was placed in the test cell of the progressive wave test chamber, sprinkling
noncorrosive polyvinyl chloride pellets on the flat surface, and energizing the speaker
with discrete frequency excitation. With the ""salt' pattern technique, the nodal lines
and natural frequencies were observed. From the fixed and roving accelerometers
that were mounted at various locations on the skin and the supports, relative amplitudes
of vibration and phasing were obtained.

I1V.3.(b) Damping Factors

Damping factors were obtained with the logarithmic decrement method utilizing
the oscillograph decay record taken from the accelerometer signals during the modal
survey. To obtain a resonant frequency, the loading frequency was swept to obtain a
frequency (the resonant frequency) to produce a maximum voltage output from the
accelerometer.

IV.3.(c¢) Response and Acoustic Fatigue Tests

Atter the modal surveys were completed and damping factors were obtained under
discrete frequency excitation, the panel specimens were subjected to random acoustic
loading at 136 db SPL, and strain and accelerometer data were recorded. The
pressure was then increased in increments of 3 db and strain data were recorded at
each SPL until the level was reached for the acoustic fatigue test. The plan was to

conduct the acoustic fatigue test until the equivalent of 10° cycles occurred or until
failure, if failure occurred first.

One purpose of this test procedure was to observe if nonlinear effects were
present. The testing at levels lower than the maximum test level was conducted
rapidly in order to prevent undue exposure before the intended fatigue test commenced.
Once the fatigue test began, visual inspections were made at least every three hours.

1V.3.(d) Failure Detection

Visual inspections were used to detect acoustic fatigue failures, which were de-
fined as the first observation of a fatigue crack or delamination. In addition, visual
inspections were made when unexpected strain or pressure fluctuations occurred since
they often give a first indication of a panel failure.
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1V.3. (e} Noise Reduction

For the investigation of noise reduction, one test panel was installed in the test
fixture in the progressive wave test chamber, and under a discrete frequency sweep
up to approximately 350 Hz at various pressure levels the pressure was measured
and recorded with microphones on both sides of the panel. The applied pressure level
was set sufficiently low to prevent fatigue damage to the panel prior to the acoustic
fatigue tests.

V.4 TEST INSTRUMENTATION

Acceleration, temperature, and strain measuring equipment was used, including
a system for recording the data. The essential components of the instrumentation
system, empioyed in the test program, are shown schematically in Figure 30.

IV.4.(a) Location and Quantity of Strain Gages, Accelerometers, and Thermocouples

Strain gage locations for the acoustic test panels are in Figure 31 and included
the following locations:

1. On the skin near the center of selected bays.

2. On the skin opposite or adjacent to a rib and/or stringer.
3. On a stringer(s) and/or rib(s).

4. On the skin adjacent to the peripheral doubler.

A maximum of three accelerometers (including one roving accelerometer) were
used in panel modal surveys and acoustic tests to assist in the determination of mode
shapes.

In the acoustic tests, heating of the panels was insignificant as had been the case
for the boron-~epoxy honeycomb acoustic panels tested under Contract F33615-67-C-
v 1672. The temperature of the panel A-GG-B-1 was monitored during the acoustic test
j with three thermocouples per panel, located at a joint near the panel edge. at the center
of a bay, and near a joint of the center bay. No temperature measurements were taken
during the acoustic tests of panels A-GG-B-2 and A-GG-B-3, because there was no
indication of panel heating.

IV. 4. (b) Location of Microphones in the Acoustic Test Section

Prior to the start of this program. several tests to determine the acoustic
pressure at various locations in the 24- by 24-inch test cell and the 48~ by 48-inch
% ' test cell of the Northrop progressive wave acoustic test chamber had been conducted.
l : During these tests, the pressure was recorded on magnetic tape and then analyzed to

obtain the auto-correlation a~.. "ross-correlation functions(‘) (S). From these data, the
assumption of spatial -anifor mity .-¥ the acoustic pressure appeared adequate for the ana-
lytic investigation conductec. in th:: program.,

For this test program thc .-verall pressure was measured at the center of the
24- by 24-inch test cell and the 48- by 48~inch test cell with concrete plugs in both
cells to get a one-to-one relation — ie., a calibration chart between the pressure at
these two locations. Then during acoustic tests with panels in the 48- by 48-inch test
cell (where all acoustic tests were conducted), the pressure at the center of the 48-
by 48-inch test cell was determined with the calibration chart and measurements of
the pressure at the center of the upstream 24- by 24-inch test cell.

57




LI el

M. e e

LY TR P

R I

N R W

"y

AR MRS 17 LR G111 M 53, 10

ACCELEROMETERS

| ACCELEROMETER

[F

CONDENSER MICROPHONE
AND PREAMPLIFIER

| AMPLIFIER

MICROPHONE

DISPLACEMENT

SUPPLY

T U U,

bt

PROBE POWER

PROBE

STRAIN GAGES
————— ey STRAIN

SUPPLY

RTINS,

e e PR 3 R 1

=

c————— GAGE
POWER
co———

SUPPLY

FIGURE 30. INSTRUMENTATION — SCHEMATIC DIAGRAM

3

LEVEL
RECORDER

s ot et

MAGNETIC TAPE

RECORDER

58

S PG WP,




g e e
|
)

e s s LSO

i
3

: - rib /——‘ rib
/ v
'f Bay 1 ‘V 120 Bay 21 1’,’" Bay 3 |
:' 1134 :: | stringer i
— = =~ - — - < —_— - _/: E
i —lﬂas Eﬂ —‘ﬂﬁj'é—a) 5 - ;yﬁg
21 i 6 ‘"’9,10 22 | | —~—stringer
- - - —_—— - - - - _K./_‘_
- - Bay 7 ﬁ - E&)_Sh ~ T Eay 9 3
. fis 1]
Ll A

All strain gages of the acoustic panel except 5 and 10
are on the exposed surface of the skin. Gages 4 and
are back to back; gages 9 and 10 are back to back.
Bay numbers are in the bay upper right corner.
Strain gages No, 1 thru 15 were installed on panel
A-GG-B-1; strain gages No. 1 thru 17 were installed
on panel A-GG-B-2; and strain gages No. 1 thru 22
were installed on panel A-GG-B-3. " :
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FIGURE 31. SCHEMATIC OF STRAIN GAGE LOCATIONS
FOR THE ACOUSTIC PANELS
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1V.5 TEST FACILITIES AND EQUIPMENT

A description of the progressive wave test chamber and a list of the equipment
used in the acoustic test program are given below.

IV.5.(a) Progressive Wave Test Chamber

The Northrop Progressive Wave Acoustic Test Chamber in the Acoustic Test
Laboratory consists of a 30-Hz exponential horn cast in reinforced concrete and
diverging from a two-square-inch round cross section to a 9-inch by 48-inch cross
section. The horn is terminated by a polyurethane foam-filled muffler that absorbs
the sound energy. The chamber is excited by a Northrop Acoustic Generator, which is
a high-pressure air modulator that is driven by an electrohydraulic shaker. The
various test section lids contain microphone adapter tubes to allow sound pressure
level veadings to be taken at several locations in each of the test sections. By utilizing
the microphone adapters in the lids plus an additional microphone location in the bottom
center of the test section facing the lid, six microphones can be installed in the two-foot-
square test section and ten microphones in the four-foot-square test sections.

IV.5. (b) Test Equipment

The following is a list of test equipment used to preovide and monitor the acoustic
environment and strain gage outputs.

1 - Northrop Acoustic Generator MK IV-H
6 - Photocon Model 524-5 Microphone
6 - Photocon Model DG605-D Dyna-Gage
2 - B & K Type 2409 Electronic Voltmeter
1 - B & K Type 2111 Audio Frequency Spectrometer
1 - B & K Type 2305C Level Recorder
3 - Northrop Strain Gage Balance Networks (four channel)
9 - Sanborn Model 8875A Differential Amplifier
1 - Sanborn Model 3914 14 Channel Tape Recorder
1 - CEC Model 5-124 Oscillograph
1 - Tektronix Mcdel RM 565 Dual Trace Oscilloscope
1 - Allison Model 650R Random Noise Source
1-B &K Type 123 1/3 Octave Spectrum Shaper
1 - Hewlett-Packard Model 5532A Frequency Counter
1 - Spectral Dynamics Model SD 104-5 Sweep Oscillator
1 - Spectral Dynamics Model SD 105 Amplitude Servo/Monitor
1 - Moseley Mcdel 7035A X-Y Recorder
1 - Moseley Model 60B Log Converter
EA-13-062AA-120 Strain Gages
EA-13-062RB-120 Strain Gages

IV.6 DATA REDUCTION AND ANALYSIS

All acoustic measurements were made with condenser microphones with their
associated carrier amplifiers. Acoustic signals were analyzed by a B&K Type 2111,
Audio Frequency Spectrum Analyzer. Strain gage and accelerometer outputs were
recorded on 1-inch magnetic tape and analysis of data was made by a constant bandwidth
analyzer system for power spectral density.
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Prominent items in the data reduction and analysis equipment that were used,
follow.

The primary magnetic FM tape playback unit was the Minneapolis Honeywell
Model 7600 Tape Playback System with a standard, extended, and double-extended
variable speed capability (1-7/8, 3-3/4, 7.5, 15, 30, and 1250 ips). Thisunit can
reproduce l-inch tape, 14 channels. A Honeywell 7490 Tape Playback System was
used for repetitive looping. A Tektronix Oscilloscope Model 561 was used Lo obtain
instantaneous visual display of the data. The power spectral density analysis equip-
ment consisted of Technical Froducts Models TP 626, TP 627, TP 633, and TP 644.
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V. DETAIL DESCRIPTION OF ACOUSTIC TESTS

In this section, the modal surveys and acoustic tests of panels A-GG-B-1, A-GG-
B-2, and A-GG-B-3 are reviewed in detail. In addition, there is a discussion of acoustic
fatigue life prediction and the effect of the acoustic SPL on the strain response of the
acoustic test panels.

V.1 TEST OF ACOUSTIC PANEL A-GG-B-1

The description of the fabrication of panel A-GG-B-1 was presented in Section III.
Panel A-GG-B-1 was instrumented with strain gages No. 1 through 15 (Figure 31).and
thermocouples and attached to the 4 x 4 foot acoustic test fixture. Wooden heams were
also attached (Figures 32 and 33) to the acoustic test fixture to produce a relatively
smooth surface for air flow across the test jig (i.e., wood fillers and the panel) during
tests in the progressive wave acoustic test chamber. The panel was then subjected to
(1) loudspraker excitation to obtain modal surveys and damping factors, and (2) to
acoustic excitation in the progressive wave acoustic test chamber (Figure 34). to obtain
response and acoustic fatigue data. During the acoustic excitation, signals of strain,
acceleration, and pressurc were recorded (magnetic tape) for subsequent data analysis.,

V.1. (@) Modal Surveys

Panel A-GG-B-1 was attached to the acoustic test fixture for modal surveys with
a loudspeaker. Three Endevco 2222B microminiature accelerometers were used dur-
ing the modal surveys to obtain natural frequencies, phasing between bays, and an
estimate of nodal lines. For the modal surveys, one of the accelerometers was
cemented in the center of bay 9 and another accelerometer was attached to the panel
with vacuum seal putty to facilitate its use as a roving acceleromecter.

Panel resonances were obtained by examining peaks of accelerometer output
under loudspeaker excitation during discrete frequency sweeps up to 400 Hz, The
frequencies of these acceleration peaks are reported in Table II. In obtaining the
acceleration peaks, the roving accelerometer was positioned at the center of the bay
being examined.

Following the determination of the frequencies of Table II, the panel mode
shapes were determined from acceleration amplitude and phase readings at the center
of each bay at each panel resonant frequency up to 350 Hz. The accelerometer readings
shown in Figure 35 define the modal surveys. The modal surveys indicate that bay 4
contained the point of maximum panel amplitude at the 165, 184, and 233 Hz resonance;
bay 5 had the point of maximum amplitude at the 343 Hz rescnance; bay 6 had the point
of maximum amplitude at the 219 Hz resonance; and bay 8 had the point of maximum
amplitude at the 277 Hz resonance.
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TABLE II. ACCELERATION PEAK RESPONSES OF PANEL A-GG-B-1
OBTAINED UNDER DISCRETE FREQUENCY EXCITATION

Location of 1y, @ Frequencies of Peak Responses

Accelerometer » (@) (Hz)
Bay 2 165, 189, 215, 238, 278, 340, 362, 394, 415
Bay 4 187, 216, 233, 280, 300, 312, 343, 365, 393
Bay 5 165, 215, 237, 273, 350, 400
Bay 6 185, 193, 236, 273, 358, 375, 400
Bay 8 189, 215, 276, 348, 395, 413
Bay 9 185, 193, 234, 273, 295, 340, 388, 410

(1) The accelerometer is located at the center of the bay.

(2) Corner bays 1, 3, 7, and 9 had very low level response, and only the
responses of bay 9 were noted.

The following items are noteworthy. Bays 4, 5, and 6 were in phase at the 167
Hz and 184 Hz resonances. Bays 5 and 6 are out of phase at the 219 Hz resonance.
Bay 5 is out of phase with bays 4 and 6 at the 233 Hz resonance. Bay 8 is out of phase
with bay 5 at the 277 Hz resonance and is in phase with bay 5 at the 343 Hz resonance.
Because of the extensive modal survey characterization of Figure 35, it was decided
not to obtain nodel lines of panel A~GG-B-1 with the "'salt" pattern technique.

During the modal survey no oil canning of panel A-GG-B-1 was observed, i.=a.,
the bays that were initially curved at the outset of the modal surveys did not pass thru
their flat position.

Bay 5, the center bay, had substantially more initial curvature than any of the
other bays and therefore it was not surprising that its large responses relative to
other bays occurred at 277 Hz and 343 Hz rather than at the lower natural frequencies
of 167, 184, 219, and 233 Hz.

V. 1. (b) Damping Factors

Damping factors associated with the decay of panel resonances following the
termination of loudspeaker excitation (Table IIl) were obtained using the logarithmic
decrement method from oscillograph records of accelerometer signals. At each
resonant frequency, the signals from three accelerometers were simultaneously re-
corded for use in the damping factor calculation. The average damping factor was
0.017 which is approximately the same damping factor reported in Reference 8 for
adhesively bonded, three-hay, aluminuin alloy panels with tee section stiffeners.
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TABLE III. DAMPING FACTORS OF PANLEL A-GG~B-1

Frequency Viacous Damping Factors
Bay 4 Bay 5 Bay 6 Bay 8
(Hz)
167 NGV NG NG Nt®
184 0.023 0.017 NG NG
219 NT NG NG NG
233 0.014 NG NG NG
277 NT 0.017 NG 0.015
343 NT 0.017 NG NT
(1) NG means the decay record was poor and no damping factor was computed.
(2) NT means no decay record was taken for this bay at this frequency.

V.1l.(c) Response to Acoustic Excitation

After the modal surveys were completed and damping factors were obtained
under loudspeaker excitation, the acoustic test fixture with the panel in place was
installed in the 4 x 4 foot test cell of the Northrop progressive wave acoustic test
chamber for broad-band acoustic loading.

The pressure at the center of the 4 x 4 foot test cell was obtained with the use of
a calibration table (relating the pressure at the center of the 2 x 2 foot test cell and
the 4 x 4 foot test cell) that had been obtained with all of the concrete test cell lids of
the progressive wave test chamber in place. Therefore, when panel A-GG-B-1 re-
placed the concrete lid of the 4 x 4 foot test cell, microphone readings at the conter
of the 2 x 2 foot test cell were taken for use with the calibration chart to obtain the
pressure at the center of the 4 x 4 foot test cell.

Beginning with an overall sound pressure level of 136 db at the center of the 4 x 4
foot test cell, which coincided with the center of the test panel, strain and accclero-
meter readings were taken (Table IV) as the pressure was increased in increments
of 3 db until the maximum sound pressure level of 165 db was obtained. For these
acoustic tests, the accelerometer locations of Figure 36 were applicable.

Strain, accelerometer, and pressure signals were recorded on magnetic tape
for spectral density analysis of the pressure and response at 139,148, and 151 db SPL,

Thermocouple readings were taken io obtain the temperature of the panel during
testing. The panel remained at ambient temperature which was approximately 80F
during the acoustic tests.

The tests to obtain strain data at overall sound pressure levels of 163 db and
lower were conducted as rapidly as possible to prevent significant accumulation of
fatigue damage in the panel prior to the acoustic fatigue test at the maximum sound
pressure level of 165 db. The exposure to the acoustic excitation at the lower sound
pressure levels was approximately two minutes when tape recordings were not taken
and six minutes when tape recordings were taken.
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TABLE IV. STRAIN GAGE RESPONSE (MICRO-INCH/INCH-RMS)
AND ACCELEROMETER RESPONSE (G's-RMS)
OF PANEL A-GG-B-1

Overall Sound Pressure Level
{db re 0.0002 dynes/cmz)
136 139 142 145 148 151 154 157 160 163 165
; db db db db db db db db db db  db
'f Strain
Gage
{ 1 76 100 112 152 2201 300 390 40 ou®
2 56 80 102 156 240 out
3 28 36 48 62 82 112 144 180 220 250 300
4 8 10 12 16 20 26 32 1008 o 70 70
5 38 42 48 62 88 112 142 400 out
6 32 44 54 82 112 2000 260 400 320 out
7 54 176 88 124 170 2801 310 360 450 520 600
8 26 32 38 52 - 220 270 158 220 230 260
9 154 go® 18 20 22 26 30 40 60 out
10 10 14 12 16 20 out
11 6 10 118 174 220 310 420 520 800 64
12 1209 90 50 8o 112 166 220 260 360 80
13 76 40 140 160 210 260 260 280 360 46
14 104 128 76 100 136 200 210 240  out
15 58 62 220 30C 380 486 480 540
Accele-
rometer
14 25 35 58 95 150 200 320 420 580 620
2 11 18 25 40 62 95 130 180 240 310 340
27 55 73 125 200 225 360 530 750 1080  oul
(1) Onset of oil canning.
(2) Lost gage.
(3) Questionable reading.
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FIGURE 36. LOCATION OF ACCELEROMETERS DURING EXCITATION
IN THE PROGRESSIVE WAVE CHAMBER

V.1.({d) Acoustic Fatigue Test

Prior to starting the run at 165 db SPL, a visual inspection of panel A-GG-B-1
indicated no evidence of damage. Visual inspections were subsequently made after a
total of 10, 30, 45, and 60 minutes of exposure at 165 db. In addition, a continuous
monitoring of strain gignals was made during the first 13 minutes of exposure and of
a microphone signal during the remaining 47 minutes of exposure from a microphone
mounted outside of the text fixture just over a relief hole at the center of the panel,

The inspection at 10 minutes of exposure was made because of a sudden shift in

the monitored strain signal. A mishap (this item is discussed in more detail at the
bottom of page 72) had occurred with damage principally confined to bay 5 of the panel,
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but subsequent testing indicated the mishap had little, if any, effect on the acoustic
fatigue failure of the panel. At the scheduled visua: inspection at 30 minutes exposure,
no acoustic fatigue failure was observed. At the visual inapection at 45 minutes expo-
sure, an adhesive failure was observed at the tee section between bays 4 and 7, (Fig-
ure 37) and resulted in the separation of the tee section and the skin. The adhesive
failure was the initial acoustic fatigue failure obgserved in the test.

The acoustic fatigue test was then continued for 15 more minutes until 60 minutes
of acoustic exposure had been obtained during the 165 db run and another visual inspec-
tion was made.

The following items were noted at the 60 minute inspection:

1. The vertical leg of the tee section that separated bays 2 and 5 had split
(Figure 38).

2. An adhesive failure had initiated (Figure 39) between bays 6 and 9 that
resulted in the separation of the skin and tee gection.

3. Separation of the skin from the edge of the E-glass doubler had begun and
progressed approximately 4 inches in bays 4 and 6. (Figure 40.)

4. Fracture of the outer ply and its separation from the inner plies had begun
in a flange of an I-beam separating bays 5 and 6 (Figure 41). The white
object in Figure 41 is a pencil used to 1ift the broken part of the flange to
make it more vigible in the photograph.

5. The edge of the vertical leg of the tee section segment that separates bays
5 and 8 was slightly damaged at two locations that divided the length of the
tee section segment into three approximately equal segments,

6. A crack approximately 1/4 inch in the E-glass ¢-ubler was apparent at the
comer of bay 9.

During the acoustic fatigue test (the 165 db run), a small aluminum block (that
was part of the test fixture) vibrated loose from its supposedly fixed position after
10 minutes of testing and fell thru a relief hole in the test fixture into the test panel.
The test was stopped within a few seconds because of a shift in the strain signal being
monitored. Apparently during the few seconds hefore shutdown the block had bounced
across the tee sections between the I-beams since white lines were apparent on the
unexposed surfaces of bays 2, 5, and 8. The skin of the central part of bay 5 exhibited
the greatest damage and was broken on the exposed surface (the block was in contact
with the unexposed surface) in several places (Figure 42). However, these breaks
did not grow appreciably in length during subsequent testing at 165 db SPL and apparently
had littte, if any, influence on the noted acoustic fatigue failures of the panel.
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V.1.{c) Data Analysi,

Narro - band spectral analysis was conducted for the strain response, accelero-
mcter response, and pressure loading of Table IV,

There was no oil canning until 148 db SPL was reached. Beginning at the 148 db
SPL. the outpu! of gages No. 1 and 2 indicated that the bay 5 vibration was about onc of
the two oi! cenned positions for a small time period, then bay 5 snapped thru the flat
position to vibrate for a smaller time period about the other oil canncd position, then
snapped thru the flat posilion to begin a repetition of the oil canning phenomenon. The
spectral analysis of strain at gage *lo. 2 at 148 db SPL wher the vibration included oil
canning is in Figure 43 and when the vibration did not include oil canning is in Figure
44, When the analysis included the oil canning, the rms strain was 320 micro~-inch/
inch (Figure 43) as opposed to a 210 micro-inch/inch without oil canning (Figure 44).
Upon comparing Figures 43 and 44, it is noted that the oil canning increases the strain
spectral density to a greater extent below 100 Hz than above 100 Hz.

The strain response of gage No. 2 at different levels is in Figures 44 and 45.
The speciral shape of the response changes as the level is increased to give a larger
percentage of the response in the lower frequency range. (Compare Figures 44 and
45).

The pressure during the 139 db and 148 db SPL runs is shown in Figures 46 and
47, respectively.

For the data analysis presented in Figures 43 thru 47, a three second
averaging time with a 0.6 Hz,'scc sweep rate with a 5.3 Hz bandwidth filter for the
20 thru 250 Hz range was used. For frequencies above 250 Hz, a 1.4 second averaging
time with a 3.3 Hz/sec sweep rate with a 14 Hz bandwidth filter was used. A two
second loop was used in the data analysis showrn in Figure 43 and a six second loop
was used for the data analysis shown in Figures 44 ihru 47.

V.1, (f) Discussion of Test Results

The acoustic fatigue test of pancl A-GG-B-1 demonstrated that a graphite-epoxy
pancl with a six~ply skin of 0.025 inch thickness and with 10 x 7 inch nominal bay
dimensions could be subjected up to 165 db SPL in an acoustic environment for at
least a short period of time.

0il canning during acoustic loading in the progressive wave chamber was not
observed until 148 db SPL was reached. The oil canning produced an increase in the
rms stress response as well as a change in the frequency content of the responsc.
Because of the stress response increase due to the oil canning, the life of the pancl was
probably rceduced.

The higher natural frequencics (277 Hz and 343 Hz) of Lhe central bay ceiative
10 the other bays was probably due to the initial curvature of tha ceutral bay being
substantially greater than that of the other bays. This curvature produced a higher
stiffness for the central bay and tended to reduce the likeiithood ot the initisl acoustic
fatigue failure in the central bas

1t is significant that the accidental damage to the central zone of hay 5 did not
propagate during the acoustic test.
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Micrvophone, Run 2 (139 dh),

Rms pressure in the 2 x 2 foot
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A comparison of strains at gages No. 1 and 2 in Table IV indicate approximately

1 cqual strains. Since gage No. 1 at the center of bay 5 experiences morve biaxial strain-
ing than gage No. 2 at the stiffener, it is possible that a skin failure (in the 90°-direction
of the skin) at the panel center may oceur prior to a skin failure at the stiffener.

A comparison of strains from gages No. 2 and 7 of Table IV indicate if a skin
failure at the periphery of bay 5 would occur, then the failure would he at the gage No.
2 location, since the ultimate stirain of the skin material of the central bay was less in
the width direction than in the length direction (see the discussion below). This
observation was utilized in the choice of the Candidate A-2 type specimen.

The average ultimate stresses reported in Figures A-1 and A -2 of the Appendix
A were 182.1 ksi for the 0°-loading of a 0°~laminate and 5.82 ski for the 0°-loading of
a 90°-laminate. The corresponding E's were 23, 000, 000 psi and 1, 460, 000 psi and the
corresponding average ultimate strains are 7, 800 micro-inch/inch and 4, 000 micro-
inch/inch. It should be noted that there was considerable scatter in the ultimate
strength in the 0°-loading of the 90°-laminate. The maximum estimated acoustic
response strains in Table V were less than 25 percent of these static ultimate strains.

If the strains at 165 db SPL at the various gages that were lost may be extrapolated
based on their relation with gage No. 7 that performed thru the 165 db runs, then csti-
mated strains may be obtained at 165 db SPL, Such strains are given in Table V.

For the strains (Table V) in the 90°-dircction of the skin, the estimated maxi-
mum rms strain level was approximately 800 micro-inch/inch. The 80C micro-inch/inch
estimate was at least 30 percent higher than the maximum strains measured during the
acoustic tests of panels A-GG-B-2 and A-GG-B-3.

TABLE V. ESTIMATE OF RMS STRAINS OF PANEL A-GG-B-1
AT 165 DB SPL

-1

NE o cige | Direstontd Eoumaied

(degrees) (Micro-inch/inch)
Skin 1 90 700-800
Skin 2 90 700-800
Skin 3 90 300
Tee Section 4 a 70(2)
Tee Section S 0 280-320
Skin 6 0 360-420
Skin 7 0 60012
skin 8 0 260
1-Beam 9 90 65-75
1-Beam 10 90 50-60
Skin 11 90 700-800
Skin 12 90 350-400
Skin 13 Q 350-700
Skin 14 0 400-550
Skin 15 90 840-960
(1) The 0°-direction is parallel to the length of the tee sections.
(2) Measured.
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V.2 TEST OF ACOUSTIC PANEL A-GG-B-2

Acoustic panel A~-GG-B-2 was fabricated according to the procedure discussed
in Section III. The fabrication procedure applied to panel A-GG-B-2 resulted in the
manufacture of a flat panel with good, visible bond lines. Immediately before testing,
310-32 flat head steel machine screws (Figure 48) with elastic stop nuts were installed
around the outer periphery of the titanium alloy frame, EC 2216 adhesive, graphite-
epoxy skin, FM-123-2 adhesive, and graphite-epoxy doubler assembly as an added
precaution to prevent a catastrophic failure in the fixture section of the panel during
the acoustic fatigue testing.

V.2.(a) Instrumentation and the Assembly of the Panel to the Test Fixture

Panel A-GG~B-2 was instrumented with 17 strain gages (Figures 31 and 49),
The first 15 were located as they had been located on panel A-GG-B-1. No thermo-
couples were installed on panel A-GG~B-2 since no panel heating was observed during
the acoustic test of panel A-GG-B-1.

Pane! A-GG-B-2 and the wooden beams (to produce a relatively smooth surface
for air flow across the test jig in the progressive wave test chamber) were attached
to the test fixture in the same manner that panel A~GG~B-1 and the wooden beams
were attached to the test fixture.

V.2.(b) Modal Surveys

After panel A-GG-B~2 was attached to the test fixture, the panel was excited
with loudspeaker excitation for modal surveys. Two Endevco 2222B microminiature
accelerometers were used during the modal surveys to obtain natural frequencies,
phasing between bays, and an estimate of nodal lines. For the modal surveys, one of
the accelerometers was cemented in the center of bay 5, the central bay. The other
accelerometer was attached to the panel with vacuum seal putty to facilitate its use as
a roving accelerometer.

Panel resonances were obtained by examining peaks of accelerometer output
in frequency sweeps (during a sweep, the roving accelerometer was not moved) under
loudspeaker excitation up to 1, 000 Hz. In obtaining the panel resonances and accelera-
tion data, the roving accelerometer was positioned at the center of the bay being examined.

Following the determination of natural frequencies, the panel mode shapes were
obtained from acceleration amplitude and phase readings at the center of each bay at
resonant frequencies up to 500 Hz. The accelerometer readings in Figure 50 define
the quantitative modal surveys under the loudspeaker excitation. In some cases, the bay
with the maximum acceleration response was not the bay in which the roving acceler-
omete - was located when the resonance was discovered experimentally, but this did
not affect the tuning accuracy of the mode in obtaining data for Figure 50.

Nodal lines were then obtained by sprinkling non-corrosive polyvinyl chloride
pellets on the surface of the skin and excifing panel resonances with the loudspeaker
excitation up to 800 Hz (Figure 51j.
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V.2.(¢) Damping Factors

Damping factors (Table VI) assoclated with the decay of panel resonances
following e termination of loudspecaker excitaion were obtained using the logarithmic
decrement method from oscillograph records of accelerometer signals.

At tho principal resonance {187 Hz) of the center bay, a damping factor of 0.017
wag obiained. The high dumplng in bay 4 at 236 Hz may be due to the influence of the
graphite-epoxy doubler at one edge of the bay. The low damping factor of .007 at 312
Hz is probably due to the sirain signal from the center of bay 5 emanating close to a
nodal line.

TABLE V. DAMPING FACTORS OF PANEL A~GG~B-2

FREQUENCY VISCOUS DAMPING FACTORS
Bay 4 Bay 5

{Hz,

e bad bad

' 187 .016 .017
238 . 032 bad
260 bad bad
312 bad .oo7d)
348 bad bad
(1) Sce discussion under paragraph V.2, (c)

V.2.(d) Response t~ Arnoustic Excitation

After the modal surveys were completed and damping factors were obtained under
loudspeaker excitation, the acoustic test fixture with the panel in place was installed
in the 4 x 4 oot test cell of the Northrop progressive wave acoustic test chamber for
broadband acoustic loading.

The pressure at the center of the 4 x 4 {oot test cell was obtained with the use of
a calibration tehle (relating the pressure at the center of the 2 x 2 foot test cell and the
4 x 4 foot test cell) that had been obtained with all of the concrete test cell lids of the
progressive wave test chamber in place. Therefore, when panel A--GG-B-2 replaced
the concrete lid of the 4 x 4 foot test cell, microphone readings st the centar of the
2 x 2 foot test cell were taken for use vith the calibration chart to obtain the pressure
at the center of the 4 x 4 foot test cell.

Beginning with an overail sound pressure level of 136 db at the center of the
4 x 4 foot test cell, which coircided with the center of the test pancl, strain readings
were taken (Table VII) us the pressure was inercased in increments of 3 db until the
maximiwun sound pressure level of 166 db was obtained,
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TABLE VII. STRAIN GAGE RESPONSE
(MICRO-INCH/INCH-RMS) OF PANEL A-GG-B-2

Overall Sound Pressure Level (db re 0.0002 d_vnes/cmz) : Jj
Strain | 136 | 139 | 142 | 145 | 148 | 151 | 154 | 157 | 160 | 163 166 3
Gage db | db | db ! db | db | db | db | db | db db db
1 88 | 112 | 125 1152 {176 | 200 | 225 | 260 | 275 | 300 330
2 114 | 160 | 210 | 260 | 310 | 345} 400 | 450 | 500 | 545 600 ;
3 12 | 20 27| 38 | 48 62| 80 | 108 | 130 | 170 210 :
4 4 5 6 R e et e BT e 52 i
5 14 | 23| 30| 42 | === | o= | mom feee | —o= | 20000 145 o
6 68 | 80 90 | 104 | 114 | 120 140 | 150 | 160 | 190 210
7 72 | 96 | 110 | 138 | 164 | 200| 240 | 280 | 320 | 345 330
8 14 | 20 24 2| 40 52| 70 | 95 | 115 | 150 180
9 4 6 8 11 | mmm | mmm ] mee [ e  aem | aem 70
10 3 9 10| 12 | === | mem| oo | eem ] aem ] —e- 78 1
n 26 | 34| 44| 66 | 80 | 100] 140 | 270 | 230 | 290 350
12 17 | 26 32| 42 | —== | e e el o 260
13 21 | 28 | 84| 48 | ~-= | === | == | o= | == | === | 220 C ]
14 25 | 32| 40| 58 | 80 | 100 140 [ 170 | z10 | 260 | out
15 24 | 34| 40| 56 | ~== | === ~em | —m= ] amm ] --- 320 ;
16 88 | 110 | 128 | 150 [ 170 | 200} 225 | 250 | out | --- - :
17 78 | 102 | 120 | 156 { 190 | 230 | 300 | %45 | 430 | 460 530 '
(I)Questionable reading

Strain and pressure signals were recorded on magnetic tape for spectral density 1
analysis of the pressure and response at 139, 148, 157. and 166 db overall SPL. 3

At the 139 db SPL. a noise reduction investigation was conducted under discrete
frequency excitation (see Paragraph V.2. {e)).

The panel remained at room temperature during the acoustic tests. The tests
to obtain strain data at overall sound pressure levels of 1€3 db and lower were conducted
as rapidly as possible to prevent significant accumulsation of fatigue damage in the panel
prior to the acoustic fatigue test at the maximum sound pressure level of 166 dh. The
exposure to the acoustic excitation at the lower sound pressure levels was approximately
two minutes when tape recordings were not taken and 6 minutes wlen tape recordings j
were taken. i
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V.2.(e) Noise Reduction

An investigation of noise reduction through panel A-GG-B-2 was copducted accord-
ing to the acoustic test plan of paragraph IV. 3. (e). The noise reduction was obtained
with a signal from a microphone located within panel A-GG-B-2 during a discrete
frequency sweep with the exposed surface of the panel subjected to 136 db SPL. At the
fundamental panel resonance of 225 Hz (Figure 52), the noise reduction was 9.5 db
(i.e., from 136 db SPL to 126.5 db SPL).
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FIGURE 52. NOISE REDUCTION THROUGH PANEL A-GG-B-2
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V.2.(f) Acoustic Fatigue Test

Prior to starting the acoustic fatigue test at 166 db SPL, a visual inspection of
panel A-GG-B-2 indicated no evidence of damage. Visual ingpections of the panel
were made after every hour of acoustic exposure during the first 23 hours of the
acoustic fatiguc test and every three hours thereafter. In addition, a continuous

monitoring of strain gage and microphone signals was made during the acoustic fatigue
test.

Until 5 hours of test at 166 db SPL, all bays remained taut. Then, until 15 hours
of test, the central bay 5 was substantially softer than the large rectangular bays 4 and
6. By the end of 17 hours of exposure, bay 4 had become as flexible as bay 5 and visible
signs of dusting were observed near the intersection of bay 4 and the graphite-cpoxy
edge doubler (on the exposed surface). At the end of 23 hours of exposure, it was
observed that the FM-123-2 bond between the graphite-epoxy edge doubler and bay 4
of the skin had deteriorated causing a gap (delamination) to exist between the skin and
doubler (between the arrows in Figure 53). Panel A-GG-B-2 was then removed
from the test fixture for a closer inspection, that revealed no failures in the test
section of the panel.

The repair of panel A-GG-B-2 at the end of 23 hours of test exposure is described
below. The delaminated zone in bay 4 was approximately semicircular with a 2.5 inch
radius. The purpose of the repair was to allow the acoustic fatigue test of pancl A-GG-
B-2 to be resumed at the 166 db SPL without disturbing significantly the state of stress
(during test) in the center bay 5 from the state existing during the first 23 hours of test
exposure. The repair was successful and its objectives were reached.

The repair consisted of injecting (and subsequently curing) EC 2216 adhesive into
the delaminated area and of bonding fiberglass/epoxy doublers in bays 4 and ¢ (Figure
54). The installation of a doubler in bay 6 was both a safety precaution to prevent a
failure in bay 6 such as had occurred in bay ¢ and a means of maintaining weight sym-
metry about the center lines of the panel.

For the repair, EC 2216 adhesive was injected into the delaminated area by push-
ing the adhesive into the zone with a 0. 005 inch aluminum shim stock. The intent was
that the subsequent capillary action of the adhesive would provide a uniform film over
the interior surfaces of the delaminated zone sc that a viable adhesive bond would be
obtained.

Four-ply disc shaped Narmco 500 E-glass (181 cloth impregnated with epoxy)
were laid up, cured, and sanded to provide a taper on the doubler section cxtending
towards the center of bay 4 and bay 6. These doublers were then assembied with
EC 2216 adhesive to the skin/stiffecner side of bay 4 and bay 6 (Figure 54).

In the bonding operation with the EC 2216 adhesive, the cure was at ambicnt
temperature for approximately 120 hours, The recommended cure temperature for this
adhesive system is 72 hours at 77F for full cure. The adhesive mix was prepared per
the manufacturers instructions using a 100/100 weight ratio.

Following the repair described immediately above, the strain gages and lead
wires of panel A-GG-B-2 were checked to determine what repairs and/or installation
of new gages could be made t¢ enable strain data to be taken when the acoustic fatigue
test was resumed. Repair and the installation of new gages were performed. In
particular, a new gage No. 2 was installed adjacent to the existing (fatigues) gage No. 2
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and gage No. 18 was added perpendicular and adjacent to the gage No. 2. The purpose
of gage No. 19 was to obtain strain data in perpendicular directions in the skin in the
vicinity of gage No. 2. The nearest edge of gage No. 18 tc the tee stiffener was 0.06 in.

The rms strain readings that were taken when the acoustic fatigue test was resumed
at 166 db overall SPL are in Table VIII. Also, in Table VIO are the strain readings
that were reccrded in the last column of Table VI, namely the strains when the
acoustic fatigue test began. Except for gage No. 8, the average of the strain readings
for a gage in Table VII is within 10 percent of its extreme readings. Consequently,
the conclusion was made that the addition of the adhesive and glass doublers in bays 4
and 6 did not appreciably change the acoustic response of the central bay 5.

TABLE VIII. STRAIN READINGS OF PANEL A-GG-B-2 AT 166 DB SPL

STRAIN GAGE sTRAN ‘Y STRAIN B
(Micro-Inch/Inch-rms) {Micro-Inch/Inch-rms)

1 330 out

2 600 600-5004)
3 210 220-220%)
4 92 50

6 210 210-210%

7 390 400-380%®)

8 180 170-146%

9 70 64
11 350 320-330%
14 out 144
15 320 340
17 530 out
18(3) none 56—56(4)

(1) Sirain A was the strain at the beginning of the acoustic fatigue test and
was recorded in the last column of Table VII.

(2) Strain B was the strain when the acoustic fatigue test was resumed after
the damage (that had occurred at the 23 hour inspection) was repaired.

(3) Gage No. 18 was added following the repair.

(4) When two integers are separated by a dash, the first of the two strain
readings was taken when the acoustic test was resumed and the second
of the two readings was taken after approximately four more minutes of
exposure. No explanation is available for the differences in excess of
five percent; the differences less than five percent are wiihin the toler-
ances expected for these measurements.
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Following the recording of strains reported in Table VII, the acoustic fatigue
test was resumed with regular visual inspections of panel A-GG-B-2 at three hour
intervals. Strain gage response was monitored with the gage No. 7 reading being
405 + 25 micro-inches/inch rms until the test was terminated.

The addition of the glass doublers in bays 4 and 6 caused these bays to become
as taut as they had been at the beginning of the acoustic fatigue test. The addition of
the glass doublers in bays 4 and 6 did not affect the softness that had been noted in
the center hay 5 before the test suspension at 23 hours of exposure.

The acoustic fatigue test was halted at 116. 2 hours of exposure at 186 db SPL.
A hole had developed in the titanium alloy frame of panel A-GG-B-2 (Figure 55) at
113. 2 hours of exposure, and did not change much during the next three hours of

exposure. The 116. 2 hours is equivalent to 1.23 x 108 cycles when the principal re-
sponse frequency (295 Hz) at gage No. 2 in bay 5 is taken as the average frequency.
The 295 Hz was taken from the spectral density analysis in Figure 61. An average
response of 295 Hz at gage No. 2 was assumed since the on-line third octave spectral

plots of gage No. 7 in bay 5 did not appreciably change during the duration of the test
at 166 db SPL.

Damage was observed on the free flanges of panel A-GG-B-2 at the 23 hour
inspection. The damage was pot repaired since it was felt that damage would not
reach propertions to cause the acoustic test to be halted prior to reaching the test
objectives. The decision not to repair the damage was a correct decision, since the
objective of demonstrating that the test section of panel A-GG-B-2 could sustain

108 cycles of exposure was reached.

The principal quantitative items obtained in the acoustic fatigue test were the
average strain readings of 55¢ micro-inch/inch-rms at gage No. 2 and 52 micro-inch/
inch-rms at gage No. 18 and these strains in bay 5 did not produce a failure in

1.23 x 108 cycles of exposure.

V. 2.(g) Data Analysis

Narrow band spectral analysis was conducted for the strain response and pressure
loading of Table VII at SPLs of 139 db, 148 db, 157 db, and 166 db. The rccordings
at 148 db and 157 db were taken principally to have rccorded signals if the strain gages

did not survive to 166 db; however, with oniy two exceptions all gages survived to
166 db.

The pressure during the 139 db run and the 166 db run is shown in Figures 56
and 57. The strain spectral densities at gage No. 2 (in the central bay 5 at the inter-
section with a tee stringer) at 139, 148, 157, and 166 db SPL are in Figures 58 through
61. The strain spectral densities of gages No. 13 (in the center of bay 6), 17 (in bay
4 at the intersection with the tee stringer), and - n the skin between bays 2 and 5
and opposite the stringer) at 139 db and 166 db . ' are in Figures 62 through 67.
From observatiions of Figures 58 through 67, one may note how natural frequencies
shift upward as the overall SPL increases.

For the data analvsis presented in Figures 56 through 67, a 2.5 second averaging
time with a 0.6 Hz/second sweep rate with a 6.3 Hz bandwidth filter for the 20 through
250 Hz range was used. For frequencies above 250 Hz, a 1.0 second averaging time
with a 3.3 Hz/second sweep rate with a 14 Hz bandwidth was used. A six second loop
was used in obtaining 31l of these data.
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V.3 TEST OF ACOUSTIC PANET A -GG-B -4

Acoustic punel A -GG -B-3 was fabricated according to the procedure discussed
in Section 1. The fabricition procedure as applied to panel A-GG-B-3 resulted in
the nmunufincture of a flat panel with good visible bond lines. Glass doublers were
bonded avound the periphery of the titanium allov frame (Figure 18) o prevent nuisance
taitures such as had occurred in the acoustic test of panel A-GG-B-2.

V.3 dnpitial Modal Survey

In contrast to the procedure followed for panel A -GG-B-2, an initial modal
survey of panel A -GG-B-3 was conducied prior to the installation ol strain gages,
primarily because the strain gages and the associated wiring of panel A-GG-13-2 were
a hindrance in obtaining the nodal lines with polyvinyl chloride pellets.

In Figure 68 are the natural frequencies, nodal lines, and the bay of peak re-
sponse in the initial modal survey of vanel A -GG-B-3.

V.3. i Instrumeptation, Damping actors, and Repetition of Modal Survey

Strain gages were installed on panel A-GG-B-2 and the locations are shown in
Figure 31. Gages No. 19 through 22 were not used on papels A-GG-B-1 and
A-GG-B-2, but were installed on panel A -GG-B-2 to obtain data at acoustic fatipue

wositive locations.

“to e strain gages weve installed, the damping factors (Table IX) associated with
*he 12 v of the panel resonances following the termination of loudspeuaker excitation
were obtained nsing the legarithmic decrement method from oscillograph records
ol accee’ erometer signals,

TABLE IX. DAMPING FACTORS OI' PANLL A-CG-B-3

Frequeney Viscous Damping Factors
(Hz) Bay 4 - Bay 5 Bayv 6
170 - .013 -
177 .013 -~ 012
288 — - Bad
KES - - .015
517 - ~- .011
563 - - L0186
G609 - — Bad
721 - - Bad
817 Bad . - -
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101 Hz 205 He

Peaked in Bay 5 Peaked in Bay 5
) 2 3 1 =]
4 5 - 6 5 6
j ) +
7 8 9 7 saC__=_ Jlo
339 Hz 383 Hz
Peaked in Bay &4 _ Peaked in Bay 6
L iYarvansw JE R 3
IV
\_J +7/
7 g 13 17 8 o ]
524 Hz 583 Hz
Peaked in Bay 5 Peaked in Bay 5
1 2 3 I 2w =3

g ASH D)/

9 7 8C =2 9

Phasing Notation: + means O degrees
- means 180 degrees
/ means 90 degrees

FIGURE 63. NODAL LINES UNDER LOUDSPEAKER EXCITATION OF PANEL A-GG-B-3
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(At the 712 and 736 Hz natural frequencies, the nodal lines for bays 2
and 8 include areas of the graphite-epoxy edge doubler of the panel)

FIGURE 68. NODAL LINES UNDER LOUDSPEAKER EXCITATION OF PANFL A-GG-B-3
(Continued)

Because the natural frequencies reported in Table IX did not duplicate the
natural frequencies of the moda! survey reported in Figure 6¢, the modal survey
was repeated (Figure 69). The irequencies reported in Figure 69 were in general
lower (see the following paragraph) than the ones reported for a given mode shape in
Figure 68. The lowest natural frequency dropped from 205 Hz to 179 I1z. The
reason for the drop was not substantiated but can be at least partially attributed to the
following hypotheses: (1) the addition of strain gages and associated wiring increased
the mass and lowered the natural frequencies, or (2) the stiffness of the panel had de-
creased because the remounting in the test fixture resulted in different houndary con-
ditions.

The lowest resonant response of panel A-GG-B-3 reported in Figure 68 was 101
Hz. The lowest resonant response of panel A-GG-B-3 reported in Figure 69 is 90 Hz.
But these 101 and 90 Hz frequencies are not natural frequencies. These responses
are due to the excitation not being truly sinusoidal in time and therefore there is an
appreciable excitation level at twice the excitation frequency, which is the lowest
natural frequency of the panel. Therefore, the lowest natural frequency in Figure 68
is 205 Hz and in Figure 69 is 179 Hz.

In Figure 69 only the lower mode shapes are shown and these were estimated
with the use of the roving accelerometer to determine phase changes.
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179 Hz 292 Hz

Peaked i{n Bay 5 Peaked in Bays 4 and o
2 - 1 + 3
% > (] [
- + - + - !
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; 342 Hz 517 Hz
: Peaked {n Bay © Peaked in Bays 5 and ¢
I 2 - 3 1 P JE
4 5 6 o “ 5 6
’é + - + + + - + +
i 7 8 9 7 g +
562 Hz 609 Hz
Peaked in Bay 5 Peaked in Bay 3
1 2 3 1 2 3
4 5 6 & S j 6
+ + + j *
+
7 8 - i9 {7 8+ 9
Phasing Notation: + in a bay means O degrees for the bay
- in a bay means 180 degrees for the bay
/ in a bay means 90 degrees for the bay
FIGURE 69. MODAL SURVEY OF PANEL A-GG-B-3 WITH NODAL LINES ESTIMATED

WITH ACCELEROMETER SIGNALS
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721 Hz Blb Hz
Peaked in Bav S Peaked in Bay o
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L 5 !
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7 7 o 9
Phasing Notation: + in a bay means O degrecs for the bay

- in a bay means 180 degrees for the bay

/ in a bay means 90 degrees for the bay

FIGURE 69. MODAL SURVEY OF PANEL A-GG-B-3 WITH NODAL LINES ESTIMATED
WITH ACCELEROMETER SIGNALS (Continued)

V.3.(c) Response to Acoustic Excitation

The procedure used in obtaining the response to the acoustic excitation of panel
A -GG-B-2 was repeated for pancl A-GG-B-3.

The strain readings taken as the SPL was increased in 3 db increments are
given in Table X. All of the gages were read at sound pressure levels through 145 db.
In order to conserve test time, signals from only ten strain gages were recorded at
pressure levels above 145 db. It is noteworthy that some strains remained rather
steady in going from 145 to 148 db and no discussion is offered, other than the strains
occurred in bay 6.

V.3.(d) Acoustic Fatigue Test

A visual inspection of panel A-GG-B-3 was made when 30 minutes exposure had
elapsed at 166 db SPL. No damage to the panel was observed. Visual inspections
were then made when 60 minutes and when 100 minutes of exposure had elapsed with
no signs of damage to the joints and the skin of the panel. Subsequently, inspections
were made every 100 minutes until 2 total of 100 hours exposure at 166 db SPL had
occurred.
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TABLE X
STRAIN GAGE RESPONSE (MICRO-INCH/INCH-RMS) OF PANEL A -GG-B-3
Overall Sound Pressure Level
(db re 0.0002 dynes/cm?)
STRAIN | 136 | 139 | 142 ]145 148 151 | 154 157 | 160 | 123 | 16c
GAGENO. | db | &b | | db | | db | db|add | &b | d | @
1 68 {100 | 116 [152 | 200 {234 | 244 |2068 | 290 |310 | out ,
2 104 | 164 | 190 |260 | 310 |374 | 400 |430 | 480 |500 | 560 o
3 26 | 44 | 44 | 8
4 6 | s 12 | 14
5 14 | 20 | 261 36 .
6 3¢ | 56 78 {108 | 124 |138 | 144 [150 | 180 |200 | 220
7 36 | 74 | 100 {120 | 136 |164 | 186 |216 | 250 {270 | 320
8 ~- | s 8|12 1 14|20 | 22/ 2 36 | 40 | 56 ]
9 22 | 34 | 44| 52 !7
10 6| 6 8 | 12
11 32 | 46 | 60 | 86
12 14 | 20 | 30 | 54
13 16 | 56 | 84 110 | 108 {130 | 154 [180 | 220 |230 [ 290
14 58 | 84 | 112 |140 | 141 |170 | 214 [250 | 280 {310 | 370 1
15 20 | 28 38 | 54 i
16 36 | 50 70 | 104
17 48 | 74 | 100 |146 | 164 |240 | 300 [370 [ 420 [470 | 610 ]
18 12 | 16 18 | 22
19 60 | 86 | 120 |150 | 154 |210 | 260 |326 | 384 430 | 550
20 40 | 58 80 |108 | 108 | 144 | 186 |220 | 250 |260 | 310
21 4 6 | 10 i
22 4 10 | 10 ;
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In addition to the visual inspections at 100 minute intervals, a continuous monitor-
ing of strain from gage No, 3 and microphone signals was made to detect a possible
acoustic fatigue failure. No sign of panel failure was obtained from the strain and
microphone signals,

At the 1000 minute inspection, it was noted that there was severe damage in two
of the adjucent 43 degree plies of the vertical leg of the tec stiffener between bays 5
and 5 (see I'igure 70). The damage included splitting of those plies and delamination.
It was hypothesized that the failure was of a local nature and probably due to bleeding
oft too much resin in the cure of the tee sections. Therefore, the damage was not
repaired and the acoustic fatigue test was continued, The damage to the tee section
did not propagate appreciably during the remainder of the acoustic fatigue test, which
wias terminated after a total of 100 hours at 166 db SP’I. was reached.

V.3. (e} Data Andlysis

A5 in the case of panel A -GG-B-2, narrow band spectral analyses for panel
A-GG-B-3 were conducted for the strain response and pressure loading of Table X
at SPLs of 139 db, 148 db, 157 db, and 166 db. The narrow band analyses in the panel
A-GG-B-3 acoustic test are similar to the analyses of panel A-GG-B-2 given in
Figures 56 through 67,

The power spectral density of the pressure during the 139 db run and the 166 db
run of panel A -GG-B-3 is shown in Figures 71 and 72. The strain spectral
densities at gage No. 2 (in the central bay at the intersection with a tee stringer) at
139, 148, 157, and 166 db SPL are in Figures 73 through 76. The strain spectral
densities of guges No. 16 (in the center of bay 4) and 19 (in bay 6 at the intersection
with the tece section at 139 db and 166 db SPL are in Figures 77 through 80. From
observations of Figures 73 through 80, one may note how natural frequencies shift up-
ward as the overall SPL increases.

Other PSD plots of interest are strain gage No. 17 at 166 db SPL (Figure 81) and
strain gage No. 11 at 139 db SPL (Figure 82).

An examination of Figures 71 through 76 that is discussed in the following
paragraphs vields information that reflects differences in dynamic response character-
istics during runs at different excitation levels.

From an examination of Figures 71 and 73 during the 139 db SPL run, there
are peaks, similar to the resonant response of single degree of freedom spring-mass-
dashpot systems, of the strain spectral density at strain gage No. 2, at several natural
frequencies (with the lowest natural frequency at 200 Hz), The rms strain response
in Figure 73 in the neighborhood of 200 Hz is significantly higher than the rms response
in the neighborhood of 100 Hz although the PSD of the excitation pressure in Figure 71
is somewhat higher in the neighborhood of 100 Hz than in the neighborhood of 200 Hz.

From an examination of Figures 72 and 76 during the 166 db SPL run, the
strain spectral density at strain gage No. 2 at 91 Hz is approximately equal to the
strain spectral density at 290 Hz which is the lowest natural frequency. The spectral
shape of the strain response in the neighborhood of 91 Hz is characterized by its
similarity to the shape of the spectral density of the acoustic pressure (Figure 72)
whereas the spectral shape of the strain response at 290 Hz is characterized by its

similarity to the resonant response of the single degree of freedom spring-mass-dash-
pot system.
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PANEL A-GG-B-3

Strain Gage No. 19

166 db run
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570 micro-inch/inch, rms
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PANEL A-GG-B-3
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An examination of Figures 73 through 76 shows that the lowest natural frequency
increases as the pressure applied to the panel is increased. Under loud-speaker
excitation, the lowest natural frequency in Table IX was at 174 35 Hz. Under the
acoustic pressure in the progressive wave test chamber, the lowest natural frequency
in Figures 73 through 76 incrcased from 200 Hz to 290 Hz as the SPL was increased
from 139 db to 166 db. The increase in natural frequency with increasing pressure is
attributed to large deflections that result in membrane stresses that become increas-
ingly significant relative to the bending stresses. The similarity of the pressure PSD
and the strain PSD in the neighborhood of 91 Hz during the 166 db SPL run is also at-
tributed to the increasingly significant membrane stresses relative to bending stresses
as the acoustic pressure is increased,

For the data analysis presented in Figures 71 through 82, a 2.5 second averaging
dme with a 0.6 Hz/second sweep rate with a 6.3 Hz bandwidth filter for the 20 through
250 Hz range was used. For frequencies above 250 Hz, a 1.0 second averaging time
with a 3.3 Hz/second sweep rate with a 14 Hz bandwidth was used. A six second loop
was used in obtaining all of these data.

V.4 ACOUSTIC FATIGUE LIFE

Since the prediction of thc acoustic fatigue life of metallic structures is a technical
area in which improved prediction methods are still being sought, it is not surprising
that a prediction method for the acoustic fatigue of advanced-composite structures,
that include the cross-stiffened panels of the acoustic test program, is still in an early
stage of its development.

In this program, a two-step method which appears promising, was used for the
prediction of the presence (or absence) of an acoustic fatigue failure in the cross-
stiffened, graphite-epoxy panels. In the first step, experimental strains were obtained
at acoustic fatigue critical locations (the occurrence of an acoustic fatigue failure in
of the test panels if it would occur at all, was expected at strain gage No. 2, 17, or
19). In the second step, the absence of an acoustic fatigue failure @in 100 hours of
exposure at 166 db SPL) wac predicted on the basis of an experimental S-N curve
obtained in the shaker test program. The criterion used for predicting an acoustic
fatigue failure was that failure (at some specified number of cycles of panel response
to the random, acoustic pressure) would occur if the overall rms strain (parallel to
the I-beam details) response in the skin of the acoustic test panels equalled the overall
rms strain response that was obtained in the shaker test program with V-GG-B shaker
specimens (the appropriate S-N curve from the shaker test program is in Figure 98).
The mcthod of obtaining an average frequency of response to relate time to failure and
random cycles is given in Section V. 5.

An improvement to the two-step method described above would consist of pre-
dicting the acoustic fatigue strain level by analytic or empirical methods in order to
avoid rather expensive acoustic fatigue panel tests to obtain experimental strains.
Methods for the analytic prediction of strain at relatively low excitation levels when
linear, strain~pressure relations are applicable are developed in Sections VII and VIII.
When nonlinear strain-pressure relations exist because of large deformations at high
excitation levels, at the present state-of-the-art it is necessary to resort to empirical
methods of predicting the strain. Neither an empirical nor a nonlinear analytic study
was conducted in the present investigation.
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A second item in improving the two~step prediction method would be to include
the effect of biaxial s¢rains at the acoustic fatigue critical locations. Since it appears
that the acoustic fatigue critical locations (the joint assemblies) of thin-skinned, cross-
stiffened panels such as those tested in this program, appear to be essentially under
wnixxial strain, the effect of the smaller of the biaxial strains may be of a secondary
nature. However, the effect of biaxial strains on the acoustic fatigue life (Reference 1)
was not inconcsequential in the acoustic fatigue failures in the center of the fiber-
reinforced facings of several honeycomb panels.

V.5 ACOUSTIC FATIGUE PREDICTION FOR PANEL A-GG-B-3

An application and discussion of the two-step acoustic fatigue prediction method
that was presented in Section V.4 follows. The panel under consideration is acoustic
test panel A-GG-B-3.

The PSD curves of strain of gages no. 17, 2, and 19 that are at the center of
long edges of bays 4, 5, and 6, respectively, (see Figures 81, 76, and 80) indicate
that there is significant strain response at different frequencies under 1000 Hz. In
using the S-N data resulting from the test of panel A-GG-B-3, the overall rms strain,
e, given in Figures 81, 76, and 80 was assumed to exist at an average frequency,

Zf‘xe?
= i

f, )
v 2
e

where the curves in Figures 81, 76, and 80 are broken into i intervals and

f.\ is the average frequency of the ith interval

2 . - .th .

e, is the mean square strain of the i~ interval
and

€ is the rms strain
Calculations were made according to equation (1) and resulted in:

fav = 256 Hz for gage 2 (from Figure 76) (2)

av = 408 Hz for gage 17 (from Figure 81) 3)
and

fav = 359 Hz for gage 19 (from Figure 80) 4)

134

. metm




P

The conversion to cycles of strain from the 100 hours of acoustic exposure of
panel A-GG-B-3 at 166 db SPL at the average frequencies of equations (2) through
(4) is given in Table XI. Also in Table XI are the predominant resonant frequencies
from Figures 81, 76, and 80 and the cycles corresponding to those frequencies during
100 hours of acoustic exposure.

TABLE XI. CYCLES OF RESPONSE OF PANEL A-GG-B-3
DURING 100 HOURS OF ACOUSTIC EXPOSURE

Strain Average Random
Gage Frequency, | Cycles at Predominant Random Cycles at
No. f f Resonance Predominant Resonance
av av
Hz Hz
8 8
2 256 0.9x10 292 1.0x10
17 408 1.5x10° 450 1.6x10°
19 359 1.3x10% 420 1.5x10°

The overall strains of strain gages No. 2, 17, and 19 of panel A-GG-B-3 during
the 166 db SPL acoustic fatigue test that was halted (without acoustic fatigue failures
in the joint assemblies) at approximately 1 x 108 random cycles of response were
560, 630, and 590 micro-inch/inch-rms, respectively. From the V-GG-B S-N

curves (Figure 98 of Section VI), the fatigue strength at 108 random cycles is in the
vicinity of 1100 micro-inch/inch-rms. Since the overall strain (Table X) in the gage
No. 2 direction was approximately ten times the overall-rms strain in the gage No,
18 direction (the two gages being perpendicular to each other), the effect of the biaxial
strain was neglected in predicting the acoustic fatigue life. Therefore, based on the
comparison of strains from acoustic tests and from shaker icsts (see the preceding
sentence) and the neglect of the effect of the smaller of the biaxial strains, the pre-
diction was made that acoustic panel A-GG-B-3 (and also acoustic panel A-GG-B-2)
would not experience acoustic fatigue failures in the joint assemblies. The accuracy
of the prediction of no acoustic fatigue failures in the joint assemblies of the flat,
acoustic test panels was verified in the acoustic tests.

In order to determine the influence of the SPL on the rms-sirain response in the
fundamental resonance mode of the panels relative to the overall rms-strain response,
the rms strains that respond at the predominant resonances of Table XI were calcu-
lated and are compared with the overali rms strains in Table XII. The partial rms
strains in Table XII are those rms strains in the frequency range between the lower
and upper frequencies of Table XjI. The partial rms strains in Table XII were ob-
tained by hand calculations of the area under curves of Figures 76, 80, 81, and 73
after the curves were redrawn on linear graph paper. In Table XII the partial rms
strains represent between 50 and 63 percent of the overall rms strains for gages No.
2, 17, and 19 during the 166 db SPL run and 95 percent of the overall rms strain for
gage No. 2 during the 139 db SPL run. The conclusion is that at low excitation levels
when the strain-pressure relation is approximately linear, the strain response is
essentially in the fundamental mode; whereas at the highest excitation level, a signif-
icant nonlinear strain~pressure relation existed, the multi~modal effects were quite
apparent in the strain response.
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TABLE XII.

CALCULATED RMS STRAINS OF PANEL A-GG-B-3

SPL Strain Lower Upper Peak Partial I Overall
Gage No.| Frequency | Frequency PSD Rms Strain| Rms Strain
db Hz) (Hz) {(micro= {(micro- (micro-
inch /inch)2 /Hz) inch/inch) | inch/inch)
166 2 260 340 2000 283 560
166 17 400 490 4000 425 630
166 19 390 610 2000 347 590
139 2 170 250 1100 1694 175

V.6 CONCLUSIONS FROM THE ACOUSTIC TEST PROGRAM

The tests of panels A-GG-B-2 and A-GG-B-3 demonstrated that high quality,
graphite-epoxy panels with thin 6-ply skins can be fabricated and exposed to a high

intensity broad-band acoustic environment for at least 108 cycles without experiencing
acoustic fatigue failures in the skin and/or in the joints. The strain and life data
obtained in the acoustic tests of the two panels showed rather close agreement.

The nominal bay dimeunsions chosen for the acoustic tests of the cross-stiffened
panels were typical of dimensions in thin-skinned metallic, aircraft structures. The
strains developed in the acoustic tests were too low to produce acoustic fatigue failures
and therefore it is not possible to compare directly the lives of the vibration specimens
in the program with the acoustic panels. However, by fabricating acoustic panels with
larger bays it should be possible in acoustic tests to obtain cross-stiffened panel
failures under multimodal strain response (at some average frequency, fav) that can

be compared directly with vibration specimen failures under unimodal strain responso.
Such tests would indicate the usefulness of the fatigue life theory based on the average
response frequency and the overall rms response. Also, the effect of biaxial strains
on fatigue life could be observed under such acoustic tests.

The acoustic response tests have resulted in modal and strain response data
that can be compared with theoretical predictions based on orthotropic theory. The

comparison of predicted versus experimental panel natural frequencies and bending
strains is discussed in Section VII.

136




e ———r————————— T > "t

e

H
H
i
i
i
i

VI. SHAKER TEST PROGRAM

Vi.1 OBJECTIVE

There were two principal objectives of the shaker tests. One objective was to
obtain experimental S-N data for different joint configurations and material systems
to determine the relative advantages of the various types of specimens. The other
objective was to demonstrate that experimental S-N data can be obtained ana applied
in the design of joints of advanced-composite panels in acoustic environmenis
without having to resort to acoustic tests with their inherently higher costs to obtain
the experimental S-N data for the joints.

Vi.2 GENERAL INFORMATION ON SHAKER TESTING

The shaker specimens were fatigue tested either individually (Figure 83) or three
at a time (Figure 84). The noncontacting displacement probe and the strain gages are
shown in Figures 83 and 84. When the specimens were tested individually, three
specimens were tested at the same strain level at a referenced location (namely, strain
gage No. 2 in Figure 85). When thre» specimens were tested simultaneously, it was
not possible to begin a test with all three specimens at the same strain level at the
referenced location (namely, strain -zage No, 2), although the strain of any of the three
specimens varied, in general, less han ten percent from the median strain of the
three specimens.

A brief general discussion on e shaker excitation and the mzthods of determin-
ing the response of the specimens follows.

V1.2.(a) Vibration Input Spectrum

For the various specimens the response frequencies of the two sides could be
arljusted to be less than ten Hz. The adjustment was made by grinding material from
the end of the side with the lower response frequency. The response band width of
each side was less than five Hz. Thus, to emcompass the band widths of the two sides,
a 20 Hz bandwidth signal was selected as the standard input. A tracking filter was
used to provide the input signal, which allowed the operator to manually tune the input
to follow the specimen resonant frequency throughout the test. The input to the track-
ing filter was obtained frcm a random noise source with a Gaussian amplitude dis-
tribution.

\1.2.(h) Response Measurement Methods

Three types of transducers were used to monitor the specimen response. These
were acceleromeiers, strain gages, and 2 capacitive displacement probe.

The primary measurement was the strain response of the specimen. Input
vibration levels were set and controlled to produce predetermined strain levels., The
other transducers were used Lo maintain this strain response after the failure of the
strain gages.
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FIGURE 85. STRAIN GAGE LOCATIONS ON SHAKER SPECIMENS

V1.2, (c) Strain Gage System

_ Scveral types of strain gages were evaluated for use with these specimens.
The gage selected as offering the longest life at high strain levels was the Micro-
Measurements Type EA 13-250-BG-120 with the W option. This option provided
separate solder tabs with strain relief connections to the element. The tabs, lead
wires, and gage element were all encapsulated in a plastic envelope. Gage failures
were usually due to breaks of the foil element over small surface cracks in the speci-
men. Gage installation and operational procedures included the following:

1. Site preparation was by airbrasive treatment and cleaning with acetone.

2. Gages were bonded in place with W. T. Bean type BR-104 epoxy cement,

clamped with a rubber faced pressure pad, and heat cured at 170F for 2
hours.

3. Lacquer insulated, 34 AWG copper wire was used as transition leads from
the gage to solder tabs at the center of the specimen. The transition leads
were secured to the specimen with Duco Cement.

4. BShortlead wires joined ihe singie actlive gage to the three passive elements
of the bridge. No temperature compensation was required for the dynamic
measurements made during this program.

5. The bridge voltage and balance was controlled by a Northrop built system.
Shunt resistor calibrations were also provided. To minimize heat buildup
in the gage, one volt, dc, was used on the bridge.

6. A dc amplifier with variable gain, up to X1000, was used to drive the strain
gage signal. Calibrations were set at 2000 micro-inch/inch eguals one volt.
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7.  Shifts in de¢ output were used to detect gross change in the strain gage or
shaker specimen response. and an attempt was made to defermine the cause
of the shift. (This procedure was also used for acoustic test panels.) The
shift was then balanced out (no measurement was made of the shift) and the
test was continued.

3. At least four strain gages were installed on each shaker specimen and the
location of the strain gages is shown in Figure 85. Strain gages No. 1 and
No. 4 were useful in determining the response frequencies of the two sides
of the shaker specimens. Strain gage No. 3 was used to monitor the strain
after the other three gages had failed. Strain gage No. 2 was the reference

1R 0 S 4 M L 40 SRR LSRN RO TP NE

-

gage for S-N data and was not directly above the supporting stiffener; the
. closest edge of the grid of strain gage No. 2 was 0.06 inch from the plane
g of the edge of the stiffener.
i VI.2.(d) Accelerometer System

Microminiature accelerometers were used to backup the strain gage to maintain
specimen rusponse levels after strain gage failure. Endevco Model 2222B accelerom-

é
=
£
E
3
=
F1
H
2

X Y4

eters were used. Tridox F3838 cement was used to install the accelerometer to the
specimen.

VI1.2.(e) Displacement Probe

An uncalibrated capacitive displacement probe, using a one-inch diameter disk
on a Photocon Model PT-3 coil, was used to maintain surveillance over the specimen
natural frequency after the loss of all other transducers. A change in specimen natural
frequency was apparent if the rms output of the capacitance gage dropped since the in-
put spectrum to the shaker was stationary.

VI.3 FINAL ESTABLISHMENT OF THE SPECIMEN LENGTH ARD END CONDITIONS

The A-2 type shaker specimen (Figure 22), 13.20 inches long with a graphite-

: epoxy skin bonded to a graphite-epoxy te2 section stringer, was the first shaker
specimen that was tested. The specimen cdges and web of the tee section were clamped
by the test fixture. A maximum sustaincd strain level of 660 micro-inch/inch-rms at
strain gage No. 2 was obtained under narrow band random input encompassing the
lowest natural frequency of 282 Hz. This struain was considered too low to produce

the desired failure times for the planned S-N curves, so alternate configurations des-

4 cribed below were investigated.

Soal- R N T SIC

By freeing the two ends of the specimen described in the previous paragraph,

3 but still clamping the web of the tee section, the natural frequency of the second sym-

2 metrical bending mode of the specimen was 74 Hz. Under narrow band random loading

: encompassing 74 Hz, a maximum sustained sirain level of 1300 micro-inch/inch-rms at
strain gage No. 2 was obtained.

or
PTITTETI N T

4

Then the glass doublers and skin at the two ends of the test specimen were sawed
off, thereby reducing the length to 9.24 inches. The specimen was remounted in the
test fixture and was clamped only at the web of the tee section. For this desigr and
test condition, the natural frequency of the second symmetrical bending mode was 174
Hz and the strain response at strain gage No. 2 was 2000 micro-inch/inch-rms under narrow
band random loading. A multiple flash exposure with a shaker specimen responding
in its second symmetrical bending mode is shown in Figure 86. The general configura-
tion and clamping conditions were judged satisfactory and used for the remaining
shaker tests.
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VI.4 SPECIMEN CODING

The following coding was used to identify the shaker specimens:

1. V-GG-B to designate Vibration specimen, Graphite-epoxy skin to Graphite-
epoxy tee section, Bonded joint.

2. V-GG-R to designate Vibration specimen, Graphite-epoxy skin to Graphite-
epoxy angle section, Riveted joint.

3. V-GT-B to designate Vibration specimen, Graphite-epoxy skin to Titanium
alloy tee section, Bonded joint. 3

4. V-~GT-R to designate Vibration specimen, Graphite-epoxy skin to Titanium
alloy angle section, Riveted joint.

5. V-BT-B to designate Vibration Specimen, Boron-epoxy skin to Titanium
alloy tee section, Bonded joint.

6. V-BT-R to designate Vibration specimen, Borou-epoxy skin te Titanium
alloy angle section, Riveted joint.

To identify a single specimen out of a group, a dash and number were added as
in the following example:

V-GG-B-9 designates the ninth of the V-GG-B specimens.
The coding of the three acoustic panels (A-GG-B-1, A-GG-B-2, and A-GG-B-3)
was based on a similar coding method whereby A-GG-B designated Acoustic panel,

Graphite~epoxy skin to Graphite-epoxy I-beams and tee sections, Bonded joints. For
example, panel A-GG-B-2 was the second of the acoustic test panels.

VI-5 FATIGUE FAILURES

The fatigue failures of all the shaker specimens initiated in the skin. For the
bonded specimens, the failure location was at the ends of the bonded joint connecting
the skin to the tee sections (Figure 87). For the riveted specimens, the failure loca-
tion was at the end of the bonded attachment connecting the skin to the backup detail
(Figure 88) that had been bonded to the skin prior to the riveting.

Prior to the start of tests, it was decided that a test would be terminated at 108
cycles if no failure occurred, at a drop of 20 percent in the response frequency from
its value at the beginning of the fatigue test (only specimen V-GT-B-3 had a 20 percent

frequency drop and a fatigue failure was observed at tae final inspection), or if a failure

was observed. An observed failurc was defined as a visible crack (without the use of a
microscope) of approximately 0.01 inch. During the tests, when a crack was approxi-
mately ©.01 inch long, it would often propagate rapidly with a simultaneous sharp drop
1n the response frequency.

Specimens V-GT-R-2 and V-BT-R-2 were sectioned and photomicrographs were
taken (Figures 89 and 90). The photos give detail indicative of the types of failures
experienced in the shaker tests. Typical magrification in the photomicrography was
50X and standard encapsulation/mounting techniques were employed.
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FIGURE 90. PHOTOMICROGRAPH OF FATIGUE FAILURE
OF VIBRATION SPECIMEN V-BT-R-2
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Figure 89 shows five plies of ths 6-ply {90 ﬂﬁ]s graphite-epoxy-skin (the

lower half of the photo), the FM-123-2 adhesive, and the encapsulating compound. The
Ti-6A1-4V backup plate and the angle section are not shown, but are to the right and
above the adhesive that is shown. Figure 89 also shows a tensile failure in the surface
ply of the graphite-epoxy skin and the interlaminar degradation between the surface ply
and the adjacent 45-degree lamina, The interlaminar degradation extends beyond

the right of the picture.

Figure 90 shows four plies (the lower half of the figure) of the 6-ply |90 +45] s

boron-epoxy skin, the FM-123-2 adhesive, the encapsulating compound and the titanium
alloy backup plate (upper right corner). The Ti-6A1-4V stiffener is not shown. A
fatigue failure in the surface ply is evident in the left edge of the figure and an inter-
laminar failure is shown through the length of the figure.

The failures shown in Figures 89 and 90 are typical of the failures observed
macroscopically in all of the tested shaker speciniens that experienced fatigue failures.

VI, 6 COMPUTATION OF CYCLES TO FAILURE

The test cycles at failure were computed by summing the products of the specimen
natural frequency (second bending mode) and the noted duration that the response remained
at that frequency. Changes in the response natural frequency, occurring as the bond de-
teriorated, were noted by manually retuning the shaker input to maximize the response
amplitude. This retuning was performed whenever a change was noted in the response
amplitude or on a periodic basis (usually one hour) even if no changes were noted. An
example of calculating the cycles to failure follows for specimen V-GG-~B-8 tested at
1800 micro-inch/inch-rms strain.

TABLE XII. SAMPLE COMPUTATION OF CYCLES TO FAILURE

Accumulated Incremental Response Incremental Cumulative
Test Time Test Time Frequency* Life Life
{min) (min) (Hz) (cycles) (cycles)
2 2 175 21, 000 21, 000
7 S 175 52, 500 73, 500
22 15 171 153, 300 227,400
37 15 167 150, 300 377, 700
39 2 153 18, 360 395, 060
FAILURE#**
*The response frequencies noted are the center frequencies of the 20 Hz
‘band width input signal to the shuker which maximized the specimen
response at the beginning of the time increment.
**N = 3.96 x 105 cycies at failure.
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VI.7 TEST PROCEDURE IN INDIVIDUAL SPECIMEN TESTING

Data that were obtained during the test of specimen V-GG-B-5 are presented in
Figures 91 through 97. The curves of these figures are typical of curves obtained on
tests of other vibration specimens and their presentation is used to demonstrate the
test procedure. The data analysis equipment and procedures used were the same as
for the acoustic panels A-GG-B-2 and A-GG-B-3.

Figure 91 is a sine sweep to determine natural frequencies at a base accelera.ion,
excitation level of 1,7 g's rms. The fundamental bending frequency is at 28 Hz, the
second bending mode frequencies of the two sides of the specimen are at 165 +5 Hz, and
the first torsional frequency is at 200 Hz,

The spectral shapes of the rms strain response at strain gage No. 2 are in Figures
92, 93, and 94. The base accelerations of 5, 10, and 20 g's rms are given in Figures
95, 96, and 97. Note (from Figures 92, 93, and 94) that the peak resonant response
frequency increases from 160 Hz to 175 Hz as the base acceleration input increases
from 5 g's to 20 g's rms., The increase of the second bending rescnance is attributed
to nonlinearities resulting from large deflections at higher excitation levels.

The strain gages, in general, did not have a life of more than a few minutes at
rms strains in excess of 600 micro-inch/inch. In recognition of that fact, the caiibra-
tion of the reference strain gage (i.e., rms strain response versus rms shaker base
acceleration excitation) was conducted as rapidly as possible before a gage gave faulty
readings. In the conduct of an S-N test, when there was a discrepancy between the in-
dicated strain reading and the calibration strain, the accuracy of the calibration strain
was relied upon.

Vi.8 MULTIPLE SPECIMEN TESTS

To achieve an anticipated shaker specimen fatigue life of 108 cycles at an average
frequency of 180 Hz requires 153 hours of vibration, which would require two to three
weeks calendar time with two shift operations per day. Therefore, in order to conserve
calendar time, the simultaneous test of three matched specimens mounted side by side
on the shaker (Figure 84) was performed.

The response frequencies of the three beams for simultaneous testing, at their
second symmetrical bending mode, were matched by trimming the lengths of one or
both sides of the shaker specimens. Then each shaker specimen was calibrated for its
strain response as a function of input vibration level. A plot of the rms strain level
versus rms vibration level was made as the vibration input, a 20 Hz bandwidth of random
noise tuned to maximize the second bending response, was increased.

Using the aforementioned proceduve, the attempt tc match the strains at gage
No. 2 of three V-GG-B beams with equal second bending frequencies was unsuccess(ul.
However, satisfactory success in matching strains at gage No. 2 in three V-GT-B beams
at the second symmetrical mode was achieved. For specimens V-GT-B-10, V-GT-B-11,
and V-GT-B-12, the second symmetrical bending frequencies werc adjusted to 191 +2
Hz. At 17 2's rms vibration and funed to 191 Hz with a 20 Hz bandwidth, the strains at
gage No. 2 of the shaker specimens were 1150 150 micro-inch/inch-rms. The struin
deviation was extremely satisfactory for proceeding with the fatigue test, which is
described in some detail on page 156.
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During the multiple beam fatigue test, that began with a nominal 1150 micro-inch/
inch-rms strain at gage No. 2, the frequencies of beams V-GT-B-10, V=GT-B~11, and

V-GT-B-12, shifted approximately uniformly. The first frequency shift occurred at
7.5 hours of vibration of beam V-GT-B-12, which failed at 63 hours of test (4,3 x 10"

cycles). Beam V-GT-B-11 failed at 82.7 hours (5.5 x 107 cycles). Beam V-GT-B-10
failed at 131 hours (8.7 x 10" cycles).

The specimens tested in multiple beam tests are noted in Table XIV which
contains a summary of the single specimen and multiple specimen fatigue test results.
The final test frequency in Table XIV being less than the initial test frequency is attri-
buted to a decrease in stiffness at the joint assembly.

Both short duration and long duration $~-N data may be required by the designer.
Based on the experience developed in this program, simultaneous testing of vibration
specimens seemed desirable wher long duration data were sought, whereas individual
testing seemed desirable when short duration testing was required. The crossover
point hetween a long and a short duration test was arbitrarily set at approximately

15 hours (107 cycles at 200 Hz).

The benefits of simultaneous testing in long duration tests are that much calendar
time and labor costs can be saved. The problems of simultaneous testing include the
following:

The response frequency of each of the specimens in the set must be within some
prescribed frequency range throughout the test. The prescribed frequency range
used in this test program was 6 Hz.

Since the frequencies of all of the specimens do not drop uniformly, it is usually
necessary to remove and reinstall specimens before the entire simultaneous
test is completed.

Since, in general, the strain gage at the fatigue sensitive location has already
experienced an internal fatigue failure when a specimen is removed, it is not
possible to be positive that the same strain exists when the test of a specimen

is resumed as existed when the specimen was removed from the test fixture.
While recognizing that there was a possible change in strain, the change in strain
from specimen removal and remounting was considered to be of secondary im-
portance and was neglected in the shaker test program.

It is extremely difficult to obtain test specimens with the same strain at the refer-
ence location at the beginning of the simultaneous fatigue test, even though each
of the specimens has an acceptable initial frequency. Therefore, some accept-
able tolerance on the prescribed strain level at the beginning of simultaneous test-
ing should be definad. It may well be that any deviation from the average strain
of the specimens at the beginning of test is acceptabie for a particular test pro-
gram to generate experimental S-N data.

156




B ST LELRRUY T

I

I g (Rt R BLETEs

1

Specimen
Number

V-GG-B-9
V-GG-B+4
V-GG-B-11
V-GG-B-5
V-GG-B-14
V-GG-B-2
V-GG-B-15
V-GG-B-1
V-GG-B-8
V-GG-B-6
V-GG-B-3
V-GG-B-10
V-GG-B-7
V-GG-B-17

V-GT-B-8
V-GT-B-5
V-GT-B-3
V-GT-B-7
V-GT-B-2
V-G1-B-4
V~GT-B-1
V-G'T-B-6
V-GT-E-5
V-GT-B-1¢
V-GT-B-11
V-GT-B-12

*No fatigue failure when the test was terminated

TABLE XIV.

Base

Acceleration

(g8's, rms)

55
55
50
45
40
48
40
42
44
35
36
35
18

42
52
55
35
38
37

28
28
17
17
17

SUMMARY OF SHAKER S-N DATA

Initial Strain

at Gage No. 2

(mic¢ro-inch

per inch-rms)

2500
2500
2500
2300
2000
2000
2600
1800
1800
1800
1400
1400
1400
1100

2500
2500
2500
1800
1800
1800
1400
1400
1400
1100**
1200C**
1100**

**A multiple shaker specimen test
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Cycies
to Failure

o

2.0 x 10°
1.0 x 10
2.5x10
1.8 x 10
8.8 x 10
2.9x 10
2.1x 10°
1.1x10
4.0x 10
3.0x 10
4.6 x 10
2.4x10
1.8 x 10
1.0x 10

fe <IN =PI - - T 5 I <) [ =2 (3, 3% B B ]

*

7.8x10
6.3x10
5.9x10
1.6 x 10
8.3 x10
7.4 x 10
9.7x10
6.3 x10
3.3x10
8.7 x 10
5.5x 10
4.3 x10

(=20 % BN < LS ]

3 3 3 O & & ;oo

Initial Final
Frequency Frequency
(Hz) Hz)
170 144
173 142
190 159
161 149
196 186
172 145
185 178
173 140
175 153
180 154
158 130
198 169
172 142
197 189
188 166
131 163
188 149
183 169
179 159
196 162
187 160
195 167
185 151
190 174
190 176
189 173
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TABLE XIV. SUMMARY OF SHAKER S-N DATA (Continued)

Specimen Base Initial Strain Cycles Initial Fipal
Number Acceleration at Gage No. 2 to Failure Trequency Frequency
(g's, rms) {micro-inch (Hz) (Hz)

per inch, rms)

[~

V-BT-B-1 40 1800 1.2 x 10 215 186
V-BT-B-3 33 1300 1.1x 10° 225 202
V-BT-B-2 40 1100 1.9 x 10* 207 197
v-BT-B-9 30 900 5.8 X 10° 214 178
| V-BT-B-10 30 900 1.6 x 10° 217 172
| V-BT-B-4 30 900 7.0 x 10* 213 166
V-BT-B-13 20 750 7.9 x 10° 221 183
V-BT-B-11 23 750 6.3 x 10° 225 186
V-BT-B-12 23 750 3.0 x 10° 227 192
V-BT-B-6 21 600 4.4 x 10° 212 173
V-BT-B-7 17 00 4.2 x 10° 214 187
V-BT-B-9 24 600 2.4 x 10° 213 184
| V-BT-B-5 20 600 1.6 x 10° 215 173
V-BT-B-15 14 4204+ 1.4 x 16°* 220 204
V-BT-B-16 14 460%* 1.3 x 10% 220 200
V-BT-B-14 14 430%+ 9.9 x 10* 220 198
V-GG-R-10 35 2500 7.6 x 10° 182 163
V-GG-R-9 38 2500 3.9 x 10° 185 165
V-GG-R-8 41 2500 3.1x 10° 180 157
V-GG-R-3 2 1800 5.3 x 10° 198 160
V-GG-R-2 29 1800 2.4 x 10° 192 167
V-GG-R~4 29 1800 1.7 x 10° 185 168
V-GG-R-6 28 1400 6.3 x 10° 195 1m
V-GG-R-5 24 1400 6.2 x 10° 189 170
V-GG-R-7 22 1400 3.4 x 10° 180 166
V-GG-R-11 17 14004 5.9 x 10° 204 181
V-GG-R-12 17 1240%+ 1.0 x 165 200 184
V-GG-R-12 17 1220+ 1.0 x 10% 199 185

*No fatigue failure when the test was terminated
*=A multiple shaker specimen test
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F
E Specimen 3ase Initial Strain Cycles
! Number Acceleration at Gage No., 2 to Failure
| (g's, rms) {micro-inch
* per inch, rms)
4 V-GT-R-6 32 2600 1.5 x 10°
§ V-GT-R-5 217 2600 1.5x 10‘_i
V-GT-R-3 55 2600 7.8 x 10°
i V-GT-R-9 28 2300 3.9 x 10°
i V-GT-R-7 23 2300 2.0 x 10°
V-GT-R-8 28 2300 1.4 x 10°
£ V-GT-R-1 40 2000 6.1x 10°
: V~-GT-R-2 22 2000 5.8 x 108
| V-GT-R4 29 2000 9.4 x 103
| V-GT-R-10 19 1600** 1.4 x 10 +x*
; V-GT-R-11 19 1470+ 1.4 x 10 xxs
! V-GT-R-12 19 1350%* 1.4 x 10 %>+
! V-BT-R-8 22 1100 1.8 x 10°
A V-BT-R-9 19 1100 1.1x 10°
i V-BT-R-7 20 1100 7.2 x 10°
V-BT-R-3 18 900 1.2 x 108
V-BT-R-1 21 900 9.2 x 10°
{ V-BT-R-2 23 900 2.3 x 10°
| V-BT-R-5 13 600 1.5x 107
, V-BT-R-4 13 600 1.1x 107
L V-BT-R-6 13 600 1.1x107
{ ‘ V-BT-R-10 17 620+ 4.6 x 1():
: ! V-BT-R-12 17 560% 9.4 x 10
| V-BT-R-11 17 490+ * 1.1 x 105

*No fatigue failure when the test was terminated
**A multiple shaker specimen test

time of each of these specimens was 21 hours.
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TABLE XIV. SUMMARY OF SHAKER S-N DATA (Continued)

Initial
Frequency

(Hz)

191
186
203
184
190
188
213
180
182

186
185
189

215
206
201
211
213
210
205
206
205
206
205
204

i *+*No visual inspection was made of these three specimens during the final two hours
of test, but the retuning that was performed one hour Lefore the en'd of the test
indicated no weakening of the skin of any of the three specimens. The total test

Final
Frequency

(Hz)

170
167
162
160
167
168
185
154
168

181
181
183

170
168
165
168
171
180
171
166
170
177
175
182




VI-9, SHAKER S-N DATA AND STATIC ULTIMATE TENSILE STRAINS

A summary of the shaker S-N data is in Table XIV and Figure 98. The strains
in Table XIV (and also in the acoustic test program) were estimates uf rms strains
obtained visually from true rms voltmeters, with 1 second averaging times and the
accuracy of the strains is estimated to be within ten percent.

The static ultimate tensile strains from Table A-2 of Appendix A are 9300 micro-
{nch/inch for the six-ply [90 £45 | S graphite-epoxy specimens and are 4100 micro-~
inch/inch for the six-ply [90 145] S boron-epoxy specimens. From Figure 98, it

appears that the rms fatigue strain at 108 cycles under the narrow band random loading
that was exciting the second symmetric bending mode is at least ten percent of the
static ultimate tensile strain of the six-ply laminates.

VI1.10 TEST EQUIPMENT

The vibrator system (which was capable of performing sine, narrow-band random
or broad-band random testing) and its controlling instrumentation are listed below:

1 - Ling Electronics Model 335A Shaker (rated at 17,500 force pounds)

1 - Ling Electronics Model PP-70/120 VC Power Supply

1 - Ling Electronics Modef SRC-401 RS Control Console containing the following
major items:

1 - Ling SCO-100 Sine Control Center

1 - Ling AAL-101 Acceleration Limiter

1 - Ling NSD-100 No-Signal Detector

6 - Unholtz-Dickie D11 MVS Charge Amplifier
1 - Unholtz-Dickie ACS~-6 Accelerometer Selector
1 - Spectral Dynamics SC 101A Tracking Filter
1 - Hewlett Packard 7561A Log Converter

1 - Hewlett Packard 135 AR X-Y Recorder

1 - B&K 2416 VIVM

1 - Ling LA-102 Mixer Amplifier

1 - Ling ASDE 40 Random Equalizer-Analyzer

- Endevco 2213C Accelerometer

Endevco 2222B Accelerometer (Microminiature - 0.5 gm)
- Photocon PT-5 Displacement Probe

- SKL 302 Variable Filter

[ L e
1

V1.11 DISCUSSION OF SHAKER S-N DATA

It is significant that the backup plates (that are desirable in fatigu_e appliqatic_ms
of countersunk riv *fs in the thin skins) that were bonded to the skins prior to rwgtmg the
skin to the stiffeners, in general, resulted in riveted, advarced-composite specimens
that had longer lives than non-riveted specimens. The longer life of the riveted specimens
has been attributed to less stress concentration at the edges (nf the bonded area) where
the “ntigue failures initiated in the skins of the shaker specimens. Less stress con-
centration at the cdges of the bonded areas is expected when the load trarsfer is from
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the stiffeners through the three rivets into the backup plates (bonded to the skins) and
iato the graphite-epoxy skins.

In the test data in Figure 98, in general, the vibration specimens with graphite-
epoxy skins have longer life when the stiffeners are titanium alloy rather than graphite-
epoxy. The diiference inlife at a given strain has been attributed to the graphite-epoxy
stiffener being more flexible than the titanium alloy stiffener. Hence, the strain across
the specimen width (in the vicinity of a fatigue failure) is less uniform and consequently
results in a higber stress concentration (and shorter life) at the edge of the width of
the boaded arcas (wherve all tatimue failures initiated) of the specimens with graphite-
epoxy stiffeners.

The two preceding paragraphs imply that the specimen life is dependent on the
str3s concentration at the edges of the width of the bonded areas (where fatigue
fi.ilures have initiated) of the vibration specimens. The use of the titanium alloy
stiffeners and the use of rivets with tituninm alloy back-up plates bonded to the skin
apparently reduced the stress concentration and led to longer lives, Another promis-
ing method of reducing the sircss concentration is te use narrower vibration specimens,
although the narrower specimens may not be feasible in the case of the riveted speci-
mens, which in this program contained only three rivets. The spacing and size of the
rivets in the experimental pregram were based on design procedures that had been
e=sablished by Northrop for riveted metallic structures. A recent investigation that
includes the behavior of riveted joints in fatigue applications is reported in Reference
9, Narrower vibration specimens were not chosen for this program since one intent
was to maintain the same width for non-riveted and riveted specimens.

One vbjective of the shaker test program was to obtain S-N curves with cets of
six-ply specimens (one of the sets simulates a portion of the bonded joints of the
acoustic test program). The S-N cu: ves of Figure 98 are useful because they indicate

fe thot can be expected from a larger population of different types of test specimens.
. owever, because of the few specimens in each set, the confidence levels assoriated
with life predictions based on the S-N shaker specimen test results are significantly
lower than the confidence levels associated with material allowables for the design
of mezallic aireraft structural ~lements. However, it does appear that the rms

{atimxe strain at 10B ¢veles under the narrow band random loading of the six-ply
C 90, =48 ig graphite-epoxy and boron-epoxy laminates is at least ten percent of the

static, ultimate tensile strain of the six-ply laminates.
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VII. THEORY OF ORTHOTROPIC PANEL RESPONSE
TO ACOUSTIC EXCITATION

In this section are given (1) the general theory for predicting the natural modes
and response of an orthotropic plate to acoustic excitation, and (2) a simplified theory
for predicting both the fundamental mode of an orthotropic plate of uniform 'hickness
that is fully clamped on all four cdges and the response of the plate to acoustic
excitation,

The simplified thecory can be used in the design of individual bays of cross-
stiffened orthotropic plates in cases when cach of the bays respond principally in its
fundamental mode as though it were clamped on al! four edges. The main limitation
of the simplified theory is that the stiffeners around the periphery of & bay are assumed
to be rigid. Therefore, neither the design and/or analysis of the internal structure of
the cross-stiffened panel can be investigated with the simplified theory nor has a cri-
terion yet been developed for determining when the simplified theory can be applied in
the design of the skin. However, it appears that in many cases when the critical
acoustic fatigue location in a cross-siiffened panel is in the skin at the joint with the
internal structure, the simplified theory can be applied in the acoustic design.

Applications of the general theory and the simplified theory in the prediction of
the responsge of unstiffened and stiffened plates to acoustic excitation are presented in
Section VIII. Also in Section VIII is a comparison of experimental results with numeri-
cal results obtained with the general and simplified theories.

The equations of the general theory that are developed below are similar in form
w the equations in Reference 10. The development of the simplified theory in Section
vI1.Z follows the approach given in References 7 and 11 for isotropic plate response
analvais,

Vii. 1 GENERAL THEORY

The general theory, described below, is in matrix form. Hence, the ., ’neral
theory is suitable for programming for digital computer calculations using the finite
element technique. Most aerospace firms have digital computer programs {(e.g., Refer-
ence 12) that to some degree or another perform the calculations required by the gen-
eral theory that 1s presented in this section. Northrop used its REDYN (REdundant
DYNamics) digital computer program to perform many of the calculations required by
the general theory. A drawback in attempting to apply the general theory is that the
number of finite elements and node points may be prohibitive in a single computer run
computation of several natural frequencies, modal shapes, and stresses at critical
locations (of complex structures) where acoustic futigue failures seem likely to occur.
Thus major problems may arise when the equations of the general theory are applied in
detailed stress analyses of advanced-composite panels of non-uniform thickness and
with attachments such as stringers, ribs, frames, etc.
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VII. 1. (a) Equations of Motion

In matrix form, the equations of motion in the time domain are
(K1{d} + [c]{a}-+ Dm{d} = {f o)} (5)
where
[K} = stiffness matrix
[C] = damping matrix
(M] - mass matrix ;
{dit)}) = nodal deflection matrix ]
{t®)} = nodal force matrix

The equations of motion in the frequency domain are obtained by taking a
Fourier transform of equaticn (5) and are

[[K] +w{c] - [M]] {Sy@)} = {sgw) (6)
where
w = frequency
Sd(w) =  Fourier transform of d(t)
Si(u) =  Fourier transform of f(t)

VII. L(b) FEigenvalue Solutions

The cigenvalue solutions for natural frequencies are obtained from

K {a =32 (M) ™

(7)
where
{q(i)} - the igl mode shape, the eigenvector
SV the i nacral frequency
Let
3 1 2
@ = (@ ] v
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ikl - (&3] [ @
QMR - (M) (10)

wiih [ Mi:E being the matrix of generalized masses, and M, being the generalized

mass of the i mode. Each eigenvector may be normalized according to equation (10)
with Mi being a peneralized mass of unit magnitude,

VIL. 1. (¢} Modal Amplitudes

In order to determine the modal response in the frequency domain, first let
{Syat Q. {s, ()} (11)

where
Sg(”) - it—tl modal amplitude in the frequency domain

Then, substitute equation (11) into equation (6), premultiply the resulting
equation by {iQ]t , and use equations (9) and (10) to simplify and obtain

-1 . .t
where
b (=2 2 =V
lj:(uj -w + 2i )'j wuj) J (13)

and the damping matrixC is assumed to satisfy

@t Leyiar - 2] P ) o

VII. 1. (d) Deflection Spectral Density

The deflection and stress responscs to random loading are obtained with the use
of their spectral densities. By definition, the cruss power spectral density of deflec-
tions at degrees of freedom i and j
1

(@) =lim =2 8, § * 15)

ij T—oc i )

®4.q, W=y
i

where the asterisk denotes the~womplex conjugate.

From the definition of ¢d (w), one may show that ¢d (w) is the complex

i ji
conjugate of ¢d (w), i.c.,
i
_1. * *
¢d.. (w) - limr T Sd. Sd_ = ¢d.. {w) (1€)
i T jot ij
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The insertion of equations (11) and (12) into equation (15) produces

i : b , -1 N 4 h s . -1* -t
o wi - Q! Dzw] ™ (@) (o] @fz]™ (e (7
where !:¢f(u)] is a complex matrix whose elements ®; are defined by
i
¢ (w): lim -,lf Sp (W) §; “(w) = @p *(w) (18)

T-so i j ji
Alternately, @r (w) may be expressed as the Fourier transform of the cross
ij
correlation function Rf f with
o
0 (w) = 7 R ~jwT (19)
i gl e T
-
and
Py (W) = B
ij ji
where the cross correlation function is defined by

xr©
1
R, . (r) - lim 3 ( £, (t) £, (t+7)dt @1)

-oc

VIL. 1. (e) Stresses under Arbitrary Excitation

The stress-deflection, noment-deflection, or shear-deflection relationship is
defined

18] {a} @)
where |B] is called the stress matrix when o is a stress.

After taking a Fourier transform of o, one may show that the power spectral
density «f a stress, moment, or shear is

o () - iB]le] 'BJ (23)

and @ i: may be substituted into eqguation (23) from equation (17).

The mean square value of o is
s

3% . f ¢, (widw 24)
‘o
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VIi. 1. (f) Stresses under White Noise Excitation

Under white noisc excitation, the spectral density of the force is

IRV

(25)
where
Aii - the area (under pressure) associated with joint i
and
[‘P] - the power spectral density matrix of the applied pressure
In the foilowing, it is demonstrated that ¢ 2 is a function of real components
and not imaginary components cf elements of the spectral density matrix, Lﬂf
Let
(B} = [B][Q] (26)
r t .
(e] - [Q]" [¢] [q] (27)
o0 -1 -1
r il -
X :f [Z(u)J (E] [Z*J dw (28)
O
X.. = E..C. - E*C.. = X (29)
ij ij ij i ji
and . _
2m(y, L, + )"uj) /Mi M.
C..=C = (30)
jiooi =2 . 2732 _-_1 2 2, — -2 -2
|:( i w ):]+4wiwj '(yi +7j)uiuj Yi)'j(wi +uj)
The derivation of eguation (30) is in Reference 13. In equation (29),
—- FrO N = * 3
Eijcij = hji“ji because éfij ofji (see equation (18).
Then
_2 I s W' t
= [BYLXu1B'l" =Z%Z B! X.. B!
s° = ilxlis) EI B Xy B @31)
Alternate forms of equation (31) are
s =If mx, B, -LfB Xy Bl (32)
-y J Jr i 1] ;s IJ J
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Since the final expression in equations (31) and (32) are equal, o = does not
depend on the imaginary components of xij‘ Hence

% - I pire ey < (B [Rex] 1o )f

33)

VIL. 1. (g) Method of Applying the General Theory

Natural frequencies and modal shapes can be obtained from equation (7). In
several computations discussed in Section VII, 49 nodes and 36 finite elements have
been used in modal calculations using one quadrant of a panel. (Other combinations
used in the calculations were 9 nodes and 4 finite elements, 16 nodes and 9 finite
elements, 25 nodes and 16 finite elements, and 36 nodes and 25 finite elements.) By
properly choosing boundary conditions of a quadrant of a panel that is symmetrical
about both of its center lines, only the quadrant itself rather than the full panel is
needed in the modal analysis. Since only those modes that are symmetric about both
centerlines of the full panel 2re excited in many test and service conditions, the
analysis of only one quadrant of a panel is adequate in many practical cases.

The damping factors that are needed as input for the response calculations may
be obtained in resonance tests under discrete frequency excitation.

The pressure cross-spectral density, "f (w), is defined by equation (18)
ij
and may be obtained from the analysis of test data or from equation (19) after some
theoretical cross-correlation function Rf £ (r) is assumed. The former approach
i]
may be carried out by making a record on tape of pressure signals at locations i and j
on the panel and then using standard data analysis equipment to obtain the real and
imaginary parts of the cross-spectral density of the pressure.

In equation (21), & may be an rms stress, moment or shear. The amount of
computation in the use of using equation (21) for the prediction of moments, shears,
stresses may be reduced by ignoring nodal coupling and computing the deflection,
moment, and shear response of one mode at a time. It is shown in Reference 13 that-
the modal coupling may he relatively unimportant.

V.2 SIMPLIFIED THEORY

For the hending of anisotropic plates, Timoshenko (Reference 14) uses the equation

1 4 L4 4
oW ¢ w ) a"w
DxxT—a 2H 5 5 yy-‘—a = q (34)
X oX ¢V oy

that neglects the twist~pull coupling phenomenon. Equation (34) shall be the basis
for the following simplified analysis for the prediction of strain at the center of the
edges of a reciuangular plate of uniforin thickness (Figure 99) that is fully ciamped on
all four edpes.
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2
In the dynamic case, replace q in equation (34) with pt) - M 2w in order
to include the plate inertia force. ) t.2

The analysis that follows uses ti:e approach in References 7 and 11. It is assumed
that the lateral deflection of the plate is unimodal and can be expressed in terms of the
clamped-clamped beam functions (for the 1-1 mode) of Reference 15. Thus the lateral
deflection is

WX, Y, t) = d(8x) v (¥y) n (t) 35)
with

@(Bx) = cosh x -cog Bx - @ (sinh Bx - sin 8X) (36)
and

Y(yy) = coshyy-cos yy- 8 (sinh yy - sin vy) @7

In the case of spatiaily uniform, time harmonic loading the pressure is

Pt) - pge 2ot 38).

o & X
o] a

FIGURE 99. GEOMETRY AND COORDINATE SYSTEM OF
RECTANGULAR PLATE

Substitute equations (39) and (38) into equation (34}, multiply by ¢ ¢, and integrate
over the piate to obtain

2, 2,
ff[l) w2 o v 2H¢w9—; E:‘—"’+D ¢2wdwj\ﬂdxdy

dx dy dy
- r¢¢Pei'Qot-M¢2 PRI il R ’ 39)
Y. o o dtz y

The integrals can be evaluated with the use of equations A7 ¢ - ‘ference 7 and

these integrals are repeated below:
a

f¢dx—ﬁ

(o]
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and

dx = a8 (2-af8a)

oS—,
°
a
%rolﬁm

7 dy = 67 {2-97),

ok—\
<

€ |%

<

Q.

f1 = ¥b = 4.73

Carr’ins out the integration in equation (39) produces

i_Dxxbﬁ4a+2H «BOY(2-aba)@- 07b)+Dyya74b]’7

. 2
_ 16094 igt d™n
= _ﬂr P,e To -ab Mo d_tz
An alternate form of equation (41) is
2
d’n iQt
Kn+ M F = Ppoe (o]
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with
K D bﬂ4a+‘) HaBoYR2-aBa)(2-6rb)+D aY4b 43)
XX - - yy
M - abM, (44)
16a 6
r - By (45)
and
2 . kK
ol (46)
where « is the natural circular frequency.
The natural frequency expressed in Hz is
= W
f = X (47)

Using the sign conventions of Reference 14 and assuming cross sections remain
plane, the strains are

e A
X .2
cX
2
e = -z ¥
y @2
and
2
a~w
- - 2
"oy “Z oy 48)

The derivation of the unimodal strain response to time harmonic and to time
random loading that is gpatially uniform foilows.

An alternate form of equation (42) is

o2 [ P9t
ni wih o= 35 Pe To (49)
with a steady state solution
i t
po'—\ € °
) = K 7 (50)
(&)
1-{%3
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Upon introducing viscous damping, equation (49) is modified to
. ) o, 12t
Nt 2lwh + Win = -~ @ o (51)

with a steady state solution of absolute value

P, L
n(t) l = % |H (Q)) (52)
wih 2 __;_
| ‘ ‘QO 2 2 _Qo‘
IH(QO):I -\ + 4 T:‘) (63)

Therefore, the absolute strains at the upper and lower plate surfaces in the
unimodal response are

hp | 2
x| 21({) w.‘i% H('Qo) (34)
X | ax
and
hp 2
o d"y
€ = -1 9 — H(Q) (55)
y 2K dy? o
Under harmonic excitation at the fundamental frequency
e |= hPoT ¥ d’ (56)
X 4K ¢ dxz
and
I e |= h:li !cb dzg’ l (57)
|y | ay* |
To determine the unimodal rms strain response to spatially uniform, time
it
random loading, replace p oelgo by pit) in equation (51) to obtain
i+ 20wi @+ 2P @) = 5 PO 58)
Upon taking a Fourier transform of equation (35) and (58), one obtains
the Fourier transform, dencted by the asterisk, of the deflection
wE (X, ¥, 2) =¢w—r—*§(‘—g}- p* () (59)
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and

H(Q) - [1-(-(—8—’)2 + 2‘39}-1

The spectral densities of the deflection and loading are respectively

S -
W
TL
s _ 'ptl.’.
p T)

The deflection spectral density in terms of the loading spectral density is

2
g . | evTH @] o
W K f

With the definition of mean square response

o

B
wo = fSWdQ

[o]

for unimodal response, one obtains

and

2

da
Sp(Q)

— 22 2 X
szg._g_L(H(Q)

K2

o

For constant spectral density of the applied pressure (i.e., white noise)

o

e

o

2
H(Q)l dQ =

The mean square strains at the surface with white noise excitation are
2 2 2 2

~2_hrv (gf_g) "5
X 4K2 dxz 43
2
2 2 2
5 K¢ <g2_v) T Sp
ey = 2 2 ) "1
y 4K d}’ 5
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For strain calculations at the center of an edge of the plate, the beam functions
and the appropriate derivatives are given in Table XV.

TABLE XV. BEAM FUNCTIONS AND SECOND DERIVATIVES
AT THE CENTERS OF THE EDGES

2 2
Locaiion -] v d—% %

dx dy
x=2 y=0 | 1.588 o | -1.2168% | 2.0072
x-0,y=2 o | 1588 | 2.008% | -1.21642

To obtain the ratio of rms strains at the centers of the edges of the plate,
let '

€1 ° (eﬂx=o,y=§| ©9)
and

€2 ~ l(ey))’=0,x——-%‘ (70)

Upon dividing equation (69) by equation (70), one obtains

e 2

1 _8_ {71)

€y y2

which implies that the strain is larger at the center of the long edge than at the center
of short edge as is the case for isotropic plates of uniform thickness.

VI.3 DEFINITIONS OF PSD

This subsection has been included in order to prevent the misuse of theoretical
equations and/or computer programs for the prediction of deflection and stress response
to acoustic excitation, which is expressed in terms of the PSD of the pressure.

Miles (Reference 16) defined the mean square value of a random function F(t) with
a power spectral density f (w)

F(t)2 = [f (w) dw (72)

(o}

Thus, F (t)2 could be calculated if the average f (w) in each of an infinite number of
small frequency bands d« were obtained (e.g. experimentally obtain the average pres-~
sure in each of the frequency bands dw) and summed over all the frequency bands.
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On the other hand Hurty and Rubinstein (Reference 17) state that

— o
Y = o | v @ ag (73)
o}
It is obvious that if
2 2
YO = F@) (14)

then the power spectral densities y (Q) and f(w) cannot be equal to each other if each
of equations (72) and (73) are correct.

A proof of equation (73) and the reason for y (2) # f(w) even though oth are
called power spectral density of the same process follows.

Assume that y(t) is alntost stationary for -T < t < T . Then the spectral
density is defined

Ly | 2
y@) = —F (75)
with the use of the Fcurier transform
i -ift
v @ = [ ywe T ldt (76)
-
Because
e"igt =cos Qt-1isin 2t (77)
then
[/ I &
2 j v (@) do :f v () d@ (8)
o -

Note that y(t) and y*(2) are a Fourier transform pair and because of eqguation (76)

vt) = 55 [ 7 @< % a0 (19)

-

Another Fourier transform pair (y*c c and v) to be used in the following are
defined by e

Vi o, (@ =[ vy et 2t at (80)

-
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and

1 7 -4t
YO =) Y. ¢ 92 (81)

-0

A substitution of equation (75) intc equation (78) yields

x oC i 4‘(2
2] y (R)dQ = f "‘L‘T - dsg (82)
le] -0
The right side of equation (82) is
“ . 1 (7 [ o omi2t
f T Yo @vr(@de = F f y*c.c‘(Q)U vty et Fdt | d (83)
- -G L =
Upon changing the order of integratior. in the right side of equation (83), one
obtains ’
oc o o
1 -iQt )
-T—f yt) [f V4, . (@€ dQ}dt:—z—;—f v @ dt (84)
- 20 - -
because of equation (81).
But since y2 {t) is a real number,
om (7.2 ar 7 2
2 2 I i .
Tfy ®dt = = f v2 ) dt @5)

- (s}

Since the left side of equation (82) equals the right side of equation (85) as a result of
the development of equations (83), (84), and (85), then

e 2 oo
t . 1

o] [}

But the left side of equation (86) is the mean square value of y(t).
is proved, namely,

Hence equation (73)

2 1 7
YO = 5r [ y(@ae (87)
(o]

In the equations developed in section VII. 2 and in their application in Section VIII, the
approach of Miles rather than that of Hurty and Rubinstein was used for establishing
PSD.
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VUL APPLICATIONS OF STRESS ANALYSIS METHODS

This seetion . dwvided into four subsections. 1In the first subsection is an analytic
investigation (and some comparison wiih experiments) of the free vibrations and dy-
namic stress analysis of unstiffened and cross-stiffened, isotropic pancls using the
theoretical anproaches discussed in Section VII. The procedures and results in sub-
section Vi, 1 are used as a guide in an analytic investigation (in subsection VIII. 2)
of the frer vibrations and stress/strain response of unstiffencd and cross-stiffened
advanced-compositc panels that are subjected to random, acoustic excitation. In suh-
section VII. 3 is a static stress analysis of the bonded joint assemblies of the acoustic
test panels and the shaker test specimens.  The results in subsection VIII. 3 were used
in scleceting the design of the shaker test specimens.  In Section VIIIL 4 is an investiga-
tion of residual stresses (and their effect on buckling) in panel A-GG-P 1 resulting
from the cooling from the 250F bonding temperature. The results in subsection VIl 4
were uscd in establishing the design of acoustic test pancls A-GG-B-2 and A-GG-B-3.

The methods presented in subsections VIILL 1 and VIIL. 2 are methods which can
be applied to the design of skins and possibly to the design of internal structure of
panels subjected to acoustic loading. The method presented in subsection VIIL. 3 is
shown to be applicable to the detail design of bonded joinl assemblies of panels sub-
jected Lo acoustic excitation and appears to be applicable when the bonded joint assem-
blies arc replaced by riveted joint assemblics. The analysis in subsection VIII. 4 is
useful in investigating the possibility of buckling of the thin-skinned, cross-stiffened
panels when a cool down from a boundary temperature introduces residual stresses
in the panel.

VIIl.1 FREE VIBRATIONS AND DYNAMIC STRESS ANALYSIS OF ISOTROPIC PLATES
AND BEAMS

An objective of the analytic effort was Lo develop an analytic procedure to predict
the natural modes and the strain/stress response of flat, cross-stiffened. advanced-
composite panels subjected to random, acoustic excitation; and equations for these
predictions have been given in _ ctions VII. Mereover, the emtractor had avail~%le
at the outset of the effort, the REDYN (REdundant DYNamic) digital computer progran.
to perform calculations required by the general theory (presented in section VIIL. 1).
The methods of utilizing REDYN that are described in this report can be used by the
various aerospace companies, universities, etc., that have digital computer programs
that can perform the calculations of stress response to acoustic excitation.

It was deemed unwise merely to conducl an analytic investigation on cross-
stiftened, advanced-composite panels since there were not enough experimental data
to assess the validity of a multitude of calculations. Therefore, the analytic approach
that was taken in this program was to investigale analytically several problems that
could be posed for both isotropic panels and advanced-composite panels by first con-
ducting the investigation (which is in this subscction) with isotropic panels. Then with
the results and methods of this section to serve as a guide, an analytic investigation
(which is presented in subsection VIII. 2) was conducted on the free vibrations and the
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dynamic strain/stress response of advanced-composite panels subjected to randon:,
acoustic excitation. The results of these analvtic investigations indicate that the
methods of analysis presented in Section VII can be used in the design of skins of
cither isotropic or orthotropic cross-stiffened panels. No check of the theory was
made for the design and/or stress analysis of the internal structure. The stress
analysis of a joint assembly itself is given in subsection VIII, 3.

VIII. 1. (a) Unstitfened Square Plate

An unstiffened, flat, rectangular aluminum alloy plate, clamped on all four
edges, with dimensions 21.00 x 21.00 x 0. 10 inch was chosen as the model for the

calculations with Young's modulus of 10.6 x 10G psi, Poisson's ratio of 0.34 and a

density of 0.10 1b/in3. Deflections and stresses resulting from fully correlated acous~
tic loading and natural frequencies and modal shapes are reported in the following.

1. Natural Frequency and Modal Shape

Fundamental frequencies were obtained by different methods and are given

in Table XVI. In some calculations with REDYN, the grid points were at the
intersections of equally spaced grid lines (parallel to the plate edges) through-
out the plate; in other cases when symmetry conditions about both center

lines of the plate were used, the grid points were at the intersections of
equally spaced grid lines only in one quadrant of the plate (e.g., Figure 1090).
The closest agreement to the fundamental frequency obtained with heam func-
tions (i.e., the simplified theory) occurred with the rectangular finite elements’

and implies that the rectangular option of REDYN is preferable to the triangular
option.

When 36 nodes and 49 square elements were used with REDYN and when the
distance between nodes was reduced by 50 percent, the fundamental frequency
was increased approximately three percent; i.e., the frequency was increased
from 77.7 Hz to 79.7 Hz (see Table XVI). In other words, by utilizing the con-
ditions of symmetry and using the same number of nodes for the eigenvalue
problem, a three percent change in natural frequency occurred. Therefore,
the fundamental frequencies that were obtainied with REDYN (even where con-
ditions of symmetry are nonexistent and impose a full plate analysis with

49 nodes) were considered satisfactory for the acoustic design of the plate.

The mode shapes along a center line of the plate were calculated using

(i) the clamped-clamped beam function approach and (ii) REDYN with tri-

angular and with rectangular elements when only one quadrant of the plate
and conditions of symmetry were used w'th REDYN. The results are pre-
sented in Table XVII and are normalized to unity at the cenier of the plate.

The finite-element approach and the beam function approach are both approxi-
mate analytical methods. Convergence of the lowest frequency and modat
shape has not been shown because of limitations on the storage capacity of
computers. However, the close agreement between the results (natural
frequency in Table XVI, modal shape in Table XVII, and stress and deflectiu:
response to acoustic loading that are reported upon subsequently) obtained
with the beam function method and the rectangular finite element (REDYN}
method indicates that both methods give good results.
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TABLE XVI. FUNDAMENTAL FREQUENCIES

REDYN Functions | menratl
Elemcntsu) A A o o 0
Quadrants(z) 1 1 1 4 4 ‘
Nodes 36 49 36 49 36
Fundamental : @
Frequency, Hz 76.1 77.0 79.7 78.4 7.7 80.7 ! 76.0

L\ L 9 48P, AR A1, 4 LY

(1) A = Triangular elements, 0 = square elements (the rectangular option
of REDYN)

(2) Either cne quadrant and conditions of symmetry were used ir. ie finite
element analysis or all four quadrants were used.

(3) The average fundamental frequency of three plates, with edge dimensions
approximately 21.0 x 21.0 inch at the junction of the unsupported plate
area and the supports, was 76 Hz when excited at 139 db SPL. The
supports were to simulate theoretical clamped boundary conditions. The
experimental fundamental frequency may differ from the predicted {re-
quency based on fully clamped boundary conditions because the ideal
boundary conditions were not obtained experimentally and/or nonlineari-
ties due to the excitation level existed.

4) The experiments are reported in Reference 18,

21,00

49 Nodes ) !
72 Elements

(Figure 100.a) (Figure 100.b)

36 Nodeg
50 Elements .

FIGURE 100, FINITE ELEMENT MODELS




TABLE XV, THEORETICAL MODE SHAPES

LOCA TION DE FLECTION
Bea REDYN, 16 Nodes, REDYN, 36 Nodes,
m .
Functions Triangular Elements, Rectangular Elements,
One Quadrant One Quadrant

(in.) (in.) (in.)
0.0 .00 .00 .00
0.1 .14 L2 .13
0.2 .43 .39 .41
0.3 .67 .69 .1
0.4 .94 .97 .92
0.5 1.00 1.00 1.00

—

2. Theoretical Dynamic Deflections and Stresses

As a check on the calculations performed using REDYN (with triangular
finite elements in one quadrant of the panel), a comparison was made of the
free vibration modal shape aad the rms deflection response to fully corre-
lated, white noise pressure loading for a case of unimodal response. The
comparison showed the single mode response shape was the same as the
free vibration modal shape; and, hence, a necessary condition for the accu-
racy of the finite element method was satisfied.

RMS deflection, strain, and stress response to fully correlated, white noise
exciting only the fundamental mode was calculated with the clamped-clamped
heam function method and with REDYN with triangular and with rectangular
elements. Since the bending moments that are calculated by REDYN are for
centroids of the clements rather than for the nodes, the bending moments
from REDYN were extrapolated by hand to the center of the plate. The
results in Table XVII were based on fully correlated, white noise, acoustic

pressure with a spectral density of 30.0 x 1()-6 psiz/Hz. A damping factor
of 0.017 was used in the calculations.

In Table XVTII, the theoretical results obtained with the clamped-clamped
beam function method and the rectangular finite element method with extrapo-
lations show good agreement. Extrapolations were necessary when the cal-
culated quantities were not at the desired locations. As expected, the
agreement improved as the mesh size in the finite element calculations
decreased.
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VIl 1. (b) Unstiffened Beam

A beam, simply supported on both ends and 21. 00 in. long x 1.00 in, wide x 0. 10
in. thick, was chosen as the inodel for the calculations. For the beam, Young's modu-

lus of 10.6 x 10G psi, Poisson's ratio of 0. 34, and a weight density of 0,10 1b/in. 3 were
assumed. The fundamental frequency and mode shape (Table ¥IX) and the dcflection and
stress (Table XX) at the beam center were calculated with REDYN and by hand with the
use of Young and Felger's beain functions and are reported below. The computations
with REDYN were with 6 finite elements and 7 nodc points. The results in Tables XIX
and XX show good agreement even for the few elements used with REDYN and imply

that the finite element method can be successfully used for the dynamic analysis of
panels with beams as stiffeners.

TABLE XIX. THEORETICAL MODE SHAPE

LocATIONY DEFLECTION
BEAM FUNCTION REDYN
x/L in. in.
0.00 0.00 0.00
0.17 0.50 0.50
0.33 0.87 0.87
0.50 1.00 1.00
0.67 0.87 0.87
0.83 0.50 0.50
1.00 0.00 0.00
(1)The left end of the end beam corresponds to x = 0, and the length
of the beam equals L.

TABLE XX. NATURAL FREQUENCY AND STRESS AT THE CENTER
OF BEAM, SIMPLY SUPPORTED AT BOTH ENDS

irem™® BEAM FUNCTION REDYN
Deflection, in.-rms 0.323 0.321
Principal Stress, ksi-rms 3.82 3.74
Fundamental Frequency, Hz 20.7 20.3

(1)
The predicted deflections, strains, and stresses are based on
fully correlated, white noise, with a spectral density of 30.0 x

10-"’S psi2/Hz. The discrepancy between results in using REDYN

and the beam function methods is due to a slight difference in
beam stiffness as input to REDYN and to the beam function
calculations. A damping factor of 0.017 was used.
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VI, 1. (¢) Effect of Node T.ocations on Stress Predictions of Cross-Stiffened Panels

N NG TR TR

[T

Two mathematical models (Figure 101) were used to investigate with REDYN the
effect of the finite element node locations on predictions of natural frequencies and
stresses resulting {from acoustic loading of cross-stiffened panels. The method of i
locating nodes is especially important when stresses are predicted since local rms '
stresses are wanted and not averuge stresses in large finite elements.

Model M~1 of Figure 101 has relatively uniform spacing; i.e., each of the nine
bays of the complete panel is presented by four finite elements. Model M-2 of Figure
101 coasists of only one quadrant of the complete panel and the central bay has 16 finite
clements, the end bay has 4 finite elements, and the other two bays have 8 finite ele-
ments cach. The intent in constructing model M-2 is to have fine finite elecments at
the center of the central bay and at the center of the edges of the central bay since
these are locations of high stress in the skin of an experimental or service panel.

VARINH TR

Computer runs were made with REDYN for the mathematical models of Figure
101 with the: data of Table XM1. In Table XXI, the material chosen for the skin and
stiffening elements was an aluminum ailoy.

BN S oy 1, R AR AL S A

The rominal bay dimensions of the panel in Figure 101 and the geometry in Table
XXI of the I-beams, tee sections, and skin was the geometry used in the design of the
cross-stiffened, graphite-cpoxy panels of the acoustic test program.

The lewest four natural frequencies of models M-1 and M-2 are in Table XXII.
The agreement of the natural frequencies is excellent.

The results of several dynamic analyses are in Table XXIII. Results from REDYN
with both a single mode solution and a four mode solution with model M-2 are included
in Table XXIIl. Also in Table XXIII are the hand calculation results of a one mode
solution using clamped-~clamped beam functions for a rectangutar aluminum alloy plate
clamped on all four edges and of dimensions 10.00 x 7.00 x 0.025 inches. The 10 x 7
inch rectangular plate was chosen to simulate the central bay of the cross-stiffened
models M-1 and M-2.

i
i
t
i
§

H

The deflection and stress in Table XXIII resulted from a spatially uniform, white

R R TRt T S R ]

noise, acoustic loading of 30 x 10-6 psiz/Hz. A damping factor of 0.017 was used.

The close agreement of natural frequency and deflection in the last three columns
of Table XXIII indicate that in the fundamental mode the central bay of the cross-stiffened
panel behaves somewhat as though it were clamped on all four edges. However, the
deflection of the stiffeners on the four edges of the central bay tends to shift the stress
distributior: in the skin from the stresses calculated with the clamped-clamped beam
functions. There is no experimental data for comparison with the theoretical data of
Table XXIII; hence, the only conclusion that is drawn from the data of Table XXIII is
that the finite element analysis (and also the simplified theory using beam functions)
may be used for the dynamic analysis of cross-stiffened panels.

1

It is interesting to note that the deflection (in Table XXIII) increased substantially
when multi-modal response is considered whereas the stress did not change
significantly.

o o, A, R

In Table XXIH, no stresses are reported for Model M-1, since those computed
stresses are averages for large finite element areas and are useless.

-
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TABLE XXI. MODEL TO INVESTIGATE THE EFFECT OF NODE LOCATIONS

Overall iength, in. 26.0
Overall width, in. 17.0
Spucing of central 1-scctions, in. 10,0
Spacing of central tee-sections, in. 7.0

Shear modulus, psi 3.95 x 106
Young's modulus, psi 10.5 x 106
Poisson's ratio 0.34

Area of I-sections, in.2 0.1238

Bending inertia of I-beam about
axis normal to plate, in.4 . 1625

Bending inertia of I-beam about the
4

other principal axis, in. . 00417
Torsional constant of I-beam, in. 4 . 00003
Offset of centroid of 1~beam to
plate midplane, in. 1.5125
Area of tee-sections, in. 2 .00434
Bending inertia of tee~section about
axis normal to plate, in.4 . 0034
Bending inertia of tee-section about
the other principal axis, in.4 . 00142
f Torsional constant of tee-section, in.4 . 00001
h Offset of c_entroid c?f tee-section to
plate midplane, in. 0.465
Damping factor of fundamental mode 0.017
_ Damping factor of other modes 0.017
: Weight density, 1b/in. 3 0.100
Thickness of skin, in. 0.025
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TABLE XXII. NATURAL FREQUENCIES

Model | Model

M-1 M-2
Lowest Frequency, Hz 130 129
First Harmonic Frequency, Hz 154(1) 154
Second Harmonic Frequency, Hz 227 227
Third Harmonic Frequency, Hz -— 249

(I)A repeated root because of symmetry about both
center lines.

TABLE XXIII. THEORETICAL FREQUENCY AND RESPONSE DATA

REDYNY '
Model Model | Model | Clamped-Clamped
M-2 M-1 M-2 Beam Functions
4 Modes | 1 Mode |1 Mode Hode
Fundamental Frequency, Hz 129 130 129 128
Deflection at the Center @)
of the Central Bay, 0.420 0.165 0,157 0.175
in. -rms
Stress at the Panel
Center(a) 8.0 -——— 7.9 10.7
ksi-rms
Stress in the Skin at
the Center of the Long o 4)
Edge of the Central Bay, 1.7 11.6 15.1
ksi-rms
(1) All REDYN calculations for Model M-2 are based on symmetry about both
center lines of Model M-1.
(2) Deflections at the panel center.
(3) The maximum extensional strese; i.e., the stress in the width direction.
(4) The stress at the center of the long edge of the plate. :
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VIIL 1. (d) Warning cn Use of the Simplified Theory (of Section VII, 2)

It was just shown that with the stiffener and rib spacing that produced a 10.0 x 7.0
inch central bay of a (nine-buy) cross-stiffened panel, the cross-stiffened panel could
have been modeled (for the purpose of obtaining the princiru dynamic characteristics
of the fundamental mode) by a rectangular plate that was clamped on all four edges
and that had the geometrical, elastic, and physical properties of the central bay of
the cross-stiffened plate., However, this modeling procedure may produce unsatisfac-
tory dynamic characteristics of the fundamental mode of some cross-stiifened plates.

To demonstrate a case when unsatisfactory results are produced by this modeling
procedure, calculations were performed with REDYN for nine~bay, cross-stiffened
panels with a central bay of 21.0 x 21.0 x 0.10 inches. The length and width of the cross-
stiffened paneis are included in the discussion of the computed frequencies in the next
paragraph. The choice of a central bay with dimensions of 21.0 x 21,0 x 0.10 inches was
made in order to obtain data for comparison with data presented in Section VIil.1.(a) for
4 21.0 X 21.0 x 0.10 inch plate, that is clamped on all four edges. The stiffeners and
ribs of these cross-stiffened panels have the properties reported in Table XXI.

The lowest natural frequency computed with REDYN is 63.8 Hz for a plate with
the 37.0 x 37.0 x 0.10 inch overall skin dimensions and a 21.0 x 21.0 inch central bay
and is 57.0 Hz for a plate with the 23.0 x 23.0 x 0.10 inch overall skin dimensions and
a 21.0 x 21.0 inch central bay. In the REDYN calculations for the fundamental fre-
quency of the cross-stiffened plates with overall dimensions of 37 x 37 and 23 x 23 inch
dimensions, the finite element model consisted of only a quarter of the panel.

From Section VII.1. (a), the lowest natural frequency cbtained with the clamped-
clamped beam function for a 21.0 x 21.0 x 0.10 inch plate clamped on all four edges is
80.7 Hz; and the fundamental frequency of a 21.0 x 21.0 x 0.10 inch aluminum alloy
plate that is simply supported on all four edges is 44.1 Hz when obtained using the beam
function approach. Hence, the calculated fundamental frequency of neither the
37 x 37 nor the 23 x 23 inch cross-stiffened plates compares favorably with the funda-
mental frequency of the unstiffened 21 x 21 inch plate, regardless of whetker the un-
stiffened plate is simply supported on all four edges or is fully clamped on all four edges.

Some easy-to-apply theory is needed to determine when the simplified theory is
applicable for the prediction of the fundamental frequency of a cross-stiffened plate.
Until such a criterion is developed, it appears that the simplified theory produces an
upper bound on the fundamental frequency of a cross-stiffened plate,

VIIL. 1. (e) Effect of Flanges of Stiffeners on Dynamic Characteristics of Stiffened Panels

The calculations with REDYN are based on a certain set of inputs to characterize
the skin and stiffeners. The cross-sectional area, the bending rigidities about the
principal axes, and the torsional rigidity of the stiffeners are computed by hand and
submitted as input to REDYN. The stiffeners are then identified by REDYN as lines
with no thickness but with extensional, bending, and torsional rigidities. Hence, the
total effect of a stiffener's flange that is bonded or riveted to the skin is not automatically
taken into account by this procedure with REDYN, since the local stiffening around the
periphery of a4 bay of a multi-bay pancl may not be adequately defined.

For example, when the flange thickness of the stiffener that is attached to the

skin is approximately as thick as the skin or is thicker than the skin, the flange may
stiffen the periphery of a bay considerably, as demonstrated below.
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A 10.0 x 7.0 x 0.025 inch aluminum alloy plate has been chosen as a model. The
plate is clamped on all four edges. The fundamental frequency is 139 Hz when com-
puted by REDYN (using 49 nodes in one quadrant of the panel). When the thickness
of the 10 x 7 inch plate is altered so that the thickness is 0,025 inch within the 9.0 x
6.0 inch central section and 0. 050 inch around the periphery then the frequency as
computed by REDYN increases to 174 Hz.  (In this computation of 171 Hz, the 9.0 x
4.0 inch central section is symmetric ahout both centerlines of the plate.)

For comparison, the fundamental frequency of a 9.0 x 6.0 x 0,025 inch aluminum
alloy plate that is clamped on all four edges is 184 Hz when computed by REDYN with
the use of 49 nodes in one quadrant. Hence the 10 x 7 inch plate (of the preceding
paragraph) with the two thicknesses has a fundamental frequency much closer to that
of a 9 x 6 inch plate than to 2 10 x 7 inch plate,

The implication from this investigation is that to predict accurately the fundamen-
tal frequency of the multi-bay panels with bonded stiffeners, the portion of the flange
that is bonded to the central bay must be considered part of the central bay.

VIIL.2 FREE VIBRATIONS AND DYNAMIC STRESS ANALYSIS OF ADVANCED-
COMPOSITE PANELS

The method of predicting the free vibrations and the strain/stress response
of advanced-composite panels subjected to random, acoustic excitation is presented
in this subsection. The method and results of the investigation (subsection VIII. 1)
on the free vibrations and the strain/stress response of isowropic panels served as
a guide to the analysis in this subsection.

VIIL. 2. (a) Material Properties

Materia' properties of the Fothergill/Harvey Courtaulds 4617/HT-S graphite-
epoxy system are given in Appendix A and are summarized here.

In tension and cowr pression tests of unidirectional laminates of 0.025 inch average
thickness and 62.8 vercent average fiber volume. the average elastic moduli of

El =22.7Tx 106 psi
E, = 1.53 x 10° psi
and
v, = 0.34
were obtained.

In rail shear tests of rectangular cross-plied laminates (with the fibers parallel
or perpendicular to the specimen edges) with an average fiber volume of 57.8 percent,

. 6 .
a shear modulus of G = 1.0 x 10 psi was obtained.

The principal reason for obtaining the numerical values of El’ EZ’ v and G

that were given above was to utilize thuse parameters in calculations of the bending
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and torsional rigidities of the six-ply [0/145] skin and the | 145/0] ¢ internal structure
of the acoustic test panels. N

Since the average fiber volume of the six-ply [0/ }4538 skin of panel A-GG-B-1

wis 66.1 percent, whereas in the tests reported above the average fiber volume was
62.8 and 57.8 percent, it became necessary to modify El, I&I2 and G by reducing them
in proportion to the decrease in fiber volume.

The rediction resulted in El =202 x 106 psi, E, ~1.53 x 106 psi, vy = 0.34,
and G - 0,974 x 10° psi.

However in the coupon tests (reported in Data Sheets 6, 7, and 8) with material
used in fabricating skins of the acoustic test panel, A-GG-B-3, it was noted that the
average skin thickness was 0.027 inch. Therefore to compensate for the eight percent
increase in the thickness of 0.025 inch in the initial coupon tests, the elastic moduli
were reduced eight percent more to reach final values that were subseqguently used in

analysis of
E‘.1 = 18.6 x 10G psi
_ 6 .
Ez =1.26 x 10"~ psi
and
o 6 .
G = .895 x 10" psi
with
vl =0.34

These latter values were used as input to the SQ5 advanced-composite computer
program developed under Contract F33615-69-C~1494 to ohtain the elements of the
A, B, and D mairices in the equation

(N) [A B]‘(% (88)
Im) st pdix
and to obtain the average inplane elastic constants. However, only elements of the

D matrix were used in the stress anaiysis. With the 0 degree direction of the six-ply
70/ +45 J!S skin of 0,027 inch thickness coinciding with the x -axis of Figure 99, the

computed bending and twisting rigidities were

Dxx = 24.6 1b in.

D = Z4.60 b in.
Xy

D = 4.4 1b in.
Yy

D = 1.59 Ib in.
X2

D = 3.361b in.
ZZ
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and the average in-plane elastic properties were

E_,, - 829« 10" psi
Ey gy = 3:81% 10% psi
Vygoay = 0072

Opyoay = 349 % 10° psi

VIIL 2. b) Unstiffened Plate

The simplified, unimodal theory (the beam function approach) and the finite
element approach with REDYN were used to calculate the fundamental frequcncy and
the strain at the center of the long edge and at the center of the short edge of an ortho-
tropic plate that was clamped on all four edges and that possessed the following

properties:

a - 9,0 inch length

b = 6.0 inck width

h = 0,027 inch thickness
% = 0.0504 1b/ in’ density
D, = 24.61bin. rigidity
Dyy = 4.44 b in. rigidity
Dzz = 3.36 b in. rigidity
ny - 2.60 lb in. rigidity

The model above was intended to simulate the central bay of the cross-stiffened,
graphite-epoxy test panels. Dwz and DyZ were assumed zero for a variety of reasons

including (1) in a thin-skinned, advanced-compcsite plate sz and DyZ are relatively
small compared to Dxx’ and (2) the finite element computer program (REDYN) did

not include the sz and Dyz terms.

The choice of the 9.0 x 6.0 inch edge dimension was based on the fact that the
I-beam and tee section details of acoustic test panels supported the nominal 10.0 x 7.0
inch central bay approximately 0.5 inch around the periphery, thereby reducing the
unsupported area of the central bay to 9.0 x 6.0 inch. The effect of flanges of stiffeners
on dynamic characteristics of plates was discussed in detail under subsection VIII. 1. (e).
The computations of fundamental freauency and the unimodal strain response at the
center of the long and short edge of the plate to fully correlated, white noise are given

- .2
in Table XXIV. The computations are based on a pressure PSD of 1.21 x 10 6psx /Hz
which from Figure XXI appears to be a reasonable estimate of the acoustic excitation
during the 139 db SPL test for panel A-GG-B-3. The strain gage No. 2 and No. 7 response
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during the 139 db test runs for panels A-GG-B-2 and A-GG-B-3 are also in Table XXIV.
No data on pancl A-GG-B-1 are considered because the initial curvature would invali-
date the flat plate analysis,

TABLE XXIV., COMPARISON O EXPERIMENTAL RESULTS
OF CROSS-STIFFENED PANELS WITH RESULTS
USING UNSTIFFENED PLATE THEORY

Fundamental Strain at Strain at
Approach Method Freguency Xx=0, y= g X = %. y==0
(Hz) (micro-inch/inch-rms) | (micro-inch/inch-rms)
Analytic Simplitied theory 182 180(2) 10612
{Beam Functions)
Analytic Finite Element 180 180(2) 348(2)
(REDYN)
Experi- Test Panel 187(1) 96(3) 160(3)
mental A-GG-B-2
Experi- Test Panel 170(1) 74(4) 164(4)
mental A-GG-B-3
(1) Obtained during damping factor determination under loudspeaker ¢xcitation
(2) Strain response to fully correlated, white noise excitation of 1.2 x 10-6 psi 2/Hz
(3) Strain gage No. 2 reading during 139 db run
(4) Strain gage No. 7 reading during 129 db run

The agreement between the frequency and strain predictions in Table XXIV using
the beam function approach and the finite element approach is satisfactory, The
agreement between the predicted and experimental fundamental frequencies is also
satisfactory, The disagreement between theoretical and experimental strains, while
not desirable, is of the same order of magnitude as discrepancies between theoretical
and experimental stresses reported in Reference 11 in a review of many investigations
of the dynamic behavior of isotropic panels. A partial explanation for the theorectical
strains being higher (approximately by a factor of two) than the experimental strains
is the nonlinear strain-pressure relationship that is implied by the fact that the
fundamental resonance in the 139 db run is at a higher frequency (at approximately
200 Hz) than the resonance (178 iz +9 Hz) under loudspeaker excitation when the
damping factors were obtained. Another explanation is that the local strain at the
periphery of the cross-stiffened panel may be significantly influenced by the local geom-
etry that has not been modeled in the dynamic analysis by a fine grid. A third explana-
tion is that acoustic pressure may not be considered spatially uniform. The important
observation that is drawn from the results in Table XXIV is that since the theory
overestimates the measured strains, the effect of the finite element grid size is the
least important of the three proposed explanations for the particular panel design.
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VIII. 2. (c) Cross-Stiffened Panels

The linear, finite element program REDYN was also used to predict the funda-
mental frequency and strain response at acoustic fatigue sensitive locations near strain
gage No. 2 and No. 7 (Figure 31), in the skin in the central bay of the acoustic test
panels, A-GG-B-2 and A-GG-~-B-3. The finite element model M-3 (Figure 102) was
designed for the analysis, and represents only one quadrant of the cross-stiffened panel
being analyzed. The region of the acoustic test panels that included the -41 graphite-
epoxy doubler was considered to have an insignificant effect on the lowest frequency of
the panel and on the ucoustic response of the fundamental mode in the central bay; and
therefore the portion of the test panels that included the -41 doubler was not a part of
Model M-3. The boundary conditions of Model M-3 that were used in the computer
run were chosen to produce symmetrical response about the panel centerlines and
neither deflection nor slope at the other two edges.

In Model M-3, the finite elements that have an edge dimension of 0.50 inch simu-
late a portion of the skin that is supported either by an I-beam on tee section detail;
and the finite elements that have an edge dimension of 0.25 inch werc designed to re-
fine the grid in the acoustic fatigue sensitive zones (that include strain gages No. 2 and
No. T7) where the computed strains are of interest.

In the computations with REDYN, the elastic properties of the skin were the same
as used in the analysis of the unstiffened, graphite-epoxy plates of the previous sub-

section; the elastic properties of the [-beam and tee section details were 9.01 x 106

psiand G =3.79x 106 psi (these stiffeners are considered as isotropic beams in
REDYN); the damping factor was 0.017 (which was used in all theoretical response
caleulations in this report); and the acoustic pressure was characterized as fully cor-

ro'oid, white noise with a PSD of 1.21 x 106 psi 2/Hz. The pressure PSD was esti-
mated from the data analysis of the pressure applied to panel A-GG-~B-3 during the
139 db SPL run.

The calculations obtained with the use of REDYN included a fundamental frequency
(of panels A-GG~B-2 and A-GG-~B-3) of 165 Hz and strains, some of which are in Table
XXV. The theoretical strains in Table XXV were at the centroids of elements (with the
.25 inch edge dimension) that included the locations of strain gages No. 2 and No. 7.

TABLE XXV. COMPARISON OF NATURAL FREQUENCIES AND STRAINS OF
CROSS-STIFFENED, GRAPHITE-EPOXY PANELS USING FINITE
ELEMENT ANALYTIC RESULTS AND EXPERIMENTAL DATA

Fundamental Strains
Method Frequency Strain Gage No, 2 Sirain Gage No. 7
(Hz) (micro-inch/inch-rms) | (micro-inch/inch-rms)
Theoretical 165 304 168
(REDYN)
Experimental 17083 164 74
(Panel A -GG-B-3) 177

(1) Different values were obtained for the fundamental frequency during tests to obtain
the panel damping factor.
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There is satisfactory agreement between the theoretical and experimental
frequencies in Table XXV, " The differences in Table XXV between the theoretical and
experimental strains is not unusual (see the preceding subsection) wheu viewed as part
of a collecticn of data trom many programs that have been conducted over a span of
several years.

It is believed that the differences between the thzoretical and experimental strains
can be reduced in a future program by using a finer grid in the finite element analysis
{a substantially finer finite element grid could not be used in the present version of
REDYN because of limitations on core storage) and Ly accounting in the finite element
analysis for the deviations from the theoretical, tully correlated loading conditions
(finite element computer programs including REDYN have the capability of accounting
for arbitrary pressure correlations).

VIII.3 DETAILED STRESS ANALYSIS OF BONDED JOINTS

The selection of the shaker test specimen design (i.e., the choice hetween the
Candidate A-1 and Candidate A-2 type shaker test specimens) was to be based on the
location of the first acoustic fatigue failure of a joint assembly of a cross-stiffened
acoustic test panel. Specifically, it was necessary to predict whether the initial
acoustic fatigue failure of a cross-stiffened test panel would occur at a ioint assembly
with the internal structure being an I-beam detail or a tee section.

VIII. 3.{a) Analytic Approach

Two cases were investigated in the detailed stress analysis, that is summarized
below, leading to the choice of Candidate A -2 type shaker specimen. The analytic
problem that was formulated in each of the two cases was to predict stresses (at the
individual ply level at the edges of the joint assembly) in a beam that was clamped at
both ends and loaded by a uniform unit static pressure. In Case 1, the beam was of
unit width with geometrical and elastic properties of a section between the tee section
details (i.e., parallel to the I-beam details) of the nominal 10.0 x 7.0 inch central bay
of the acoustic test panels. In Case 2, the beam was of unit width with geometrical and
elastic properties of a section between the I-beam details (i. €., parallel to the tee
section details) of the nominal 10.0 x 7.0 inch central bay of the acoustic test panels.
The length of the beam in Case 1 is 7 inches aund the length of the beam in Case 2 is
10 inches. The clamped-clamped beam boundary conditions were chosen to repre-
sent closely the expected boundary condition of a strip in the central bay of the cross-
stiffened, test panels.

Because of symmetry, only one-half the cross-section was used in the analysis,
and it is shown in Figure 103. A stress anzlysis was performed at the individual ply
level by considering finite-elements in the individual plies. With this approach, stresses
developed in individual plies and the bonding material were obtained. The detailed
finite~element set-up is shown in Figure 1¢4. A finer mesh was taken near the edge of
the adhesive because of the expected stress concentration effects in this region. The
linear, finite-element program SAAS-II(see pa-" - 5) was used with the plane-strain option.
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The vemputed stresses in the bonding material and the individual panel piies for
the two cases are prese “ted tn Figures 105 and 106, The following obscrvations were
made from these results:

1. iligh shear stresses were developed in the bond at the corner point.

2. The ratios of yield stresses to developed stresses show that for Case 1 the
fir=t fitigue failure is expected to occur in the 90 degree ply of the skin and for Case 2
the first fatigue failure is expected to occur in the bond (see the discussion belcw).

Buased on these results and the assumption that the material stress-strain curves
were linem to the ultimate stress, it was concluded that for the acoustic test panels,
the initial accustic fatigue failure should he expected at or neuar the tee section stiffeners
ruther than at or near the I-beam stiffeners, since the most severely stressed (relative
to vield stresses) finite element was in the 90 degree ply of the skin adjacent to the

o .
adhesive bond (sce Figure 104 with the ratio B_L‘fld_ = 0.49 heing the critical siress

z max
ratior. The resulls of this bonded joint analysis was a key factor in the selection of the
Candidate A-2 type shaker specimen. Subsequently, in the fatigue tests of the shaker
test specimens, the fatigue failures did occur in the skin of the 90 degree plies (Figure
87 ani 88) as predicted by the analysis in this subsection.

3.5 inch with T-section stiffener
5.0 inch with i1-beam stiffener

A TR N N NN N NN N N S

bond thickness
005 inch
N .025 inch (6-ply) skin

\—.025 inch (6-ply) stiffener

j\ |
___;.,_____L__:Q

% 0.44 inch for T-section stiffener
R C.50 inch for I-beam stiffener

FIGURE 103, CROSS-SEC ION USED FOR STRESS ANALYSIS

195




SISATYNY INIGT Q3aNO8 NI SLNIW3T3 JLINI

‘€-4 3HNON

w -
m . '
H (UDUF $ZO® JO SSIWNDTYI} 1UAYFTIG .
w (YPUF 00" JO SSAITUI) PUOE—— N
w (4OUF STO' JO SSAWRITYI) UDAS —— N 7 o
u AN f .
‘ il
o
_ : J.;u
b o | +
12 *.x
! AS 4
f
w ' f{
! 1 1 |
M *.
. Ll
i
d il
\ ﬁ
J
{
- A
. N X : 0. - - -
: ~ ! ; Q °
- - - - T T T 3 = ,,
]
. - - o
t ' .
. ld “ . . .

186




e ——— - I
. S © e e ey

{ ASVO ¥Od sdl'ld _.
—3 ANV TVAQIAIANI GNVY dém.ﬁé ONIANOd AHL NI SASSIULS “SOT C £ 04 T3] KC R SITTY PR3 SRR s phas _

4 £33 = e T R LT S kb arin So0Pe USSR

[

2 S 1 71 ‘ ;,:f.r, od B wil_luuuﬁl o * S mo.ﬁ X 91°% 7@5 Nm;._ #
B I s e T R A L 71- o1 = LT oo puos |
3 Tk ‘.” . b L mod 0°¢ P1314, U_
vw:ﬁwwu ST Ewuﬁnm 33BULPIVOD Y-7 ayy’ . ll + 1 H . . !
a8 - ..IA L—IL + — .oT 7o mE X 9791 _xme o_
T : ' ) [ i . = . =
_ R s sl 5~ i B , (01 X 876 X ¢ PI214g
“.._..w : : M B - —— +i|.!|ﬁw“~ MOA x 0°Z1 TQE NL
2 mwwmhw.wrhwzrlr!ixr,r.ll|.:.4|..:gmuy - £9°0 = = tpuoq 01 juade{pe urys jo A1d -0
4 FEAE B . ' S P o] ' E
! e . — . waw
4
1

tuys 3o A1d - G+

oﬁ X 78°G6  PT3T4,
*a1nssa1d 27187S paunsse ayjy 10j 1w
21081 9Y3 U $3SSI1IS IATSSI1dwod puw A[ISUI]

:_,....,.”q_..,;._:._ I EENT _ A : w“;. 7

ARSIV ERRRI R
. H

v
1

ooy

:?’,‘!.W!
ta

Sk e

[

|34 M
1

o7

T

1

ISy 13
Lol i

i

ik

,\“*' =
|
|
I
l
!
.
|
i

_ , 9. . A A T

A m# E DRnis o \Nwrtrl ; .Euwnnﬁ.u‘_-.-dﬂ...ﬁ%w — et
: kL (ke ..S«V; R E A I R

: =

22 :06) 200°= ¥ 3¢ I _
PR +| |.lv«o| _——— e me e e
i

s i by

L % !
N 0 1%
- S ..,.t..- IR O

anjea wnwxew ST 99191 |

=

el ¢ : P Doy B TMCTT I, 43 BT e i VAR I LM R R

AR ANt




¢ dSVDO HO4 SdI'ld

TIANVA TVIAIAIONI ANV TVId

ALV DNIUNOd JHL NI SHSSHUILS

- , "£01 21n3rg uy
i , pautjap st wWI3sAs
i 33BULPIOCI Y~7 3Y]

——— -

*901 IUNOII

- . . — - v . i et sl St

f
[

0l X 69 xXew z

£ = - tpuoq 03 juadefpe uyys 30 A1d -
0T X 281 - PToTK, PP RS 30 1T =007 Ly

*2anss31d DF3¥IS paunsse aYyz x0) v
21n37) 9yl uy s3ssai3s aArssaidwod pue 3T1IsuUay, -

08°C =

P sule e - - .- - - L
.n - - - I.A. e .V : T uQAO wib
) . (A1d 50) 700" = ¥ 37 (01

. - - —— . . | —— M et o —— -l - —— 1
——— P v N e L —

iotrnid ot i S - ey . . dnuiibidea i,

898wt get_ 98T we
m < ’ -t
PI3TA 2y _ _
. 000% o . 41- p : —
ST°1 000C v—wﬁﬂ iJe11938W puog o
.mo~ X G*¢ xew z, ’ AmS x) y_.r,oz.om<
‘I = = su d - . .. 47- I N ST
S T X 75711 = PIo7A, IS 3o A1d on4 _




V. 3. (b)

Elastic Constants

In the previous subsection, results of a detailed stress analysis of two
sections of the cross-stiffened acoustic panels under a static, uniform pres-
sure load were presented. The stress analysis was performed at the indi-
vidual ply level by considering finite-elements in the individual plies. The
individual ply material properties used for stress analysis were computed
by using orthotropic ply properties and ply orientations. These elastic
properties for all the skin and adhesive plies are presented in Table XXVI.
The coordinate system used is shown in Figure 107. The individual plies
are parallel to the Z-46 coordinate plane and the R-coordinate is normal to
the ply plane. The analytic methods for computing Poisson's ratios VaR

Yoz and the shear modulus GRZ for the plies other than 0° and 90° are
described below.

A TABLE XXVI. ELASTIC CONSTANTS FOR BONDED JOINT ANALYSIS
% PLY Case 1 - Skin, Adhesive, tee section
PATION [MATERIAL Er “z "o p von |%z | CRZ
NO. (psi) (psi) (psi) (psi)
Skin 90° 1 1.37 x 0% |1.37 x 108 | 20.2 x 108 |0.34 [0.34 {0.34 {194,000
Skin 45° 2 1.37 x 10% 2.32 x 10% | 3.32 x 10% [0.442 |0.442 | 0.706 | 324,000
: Adhesive 3 0.30 x 10% {0.30 x 10% {0.30 x 10° {0.30 [0.30 |0.30 | 100,000
Skin 90°, 4 1.37 x 10° [2.92 x 10% |16.2 x 10% | 0.41 {0.672 [0.672 | 281,000
+ 45°
Cuse 2 - Skin, Adhesive, I-beam
Skin 0° 1 1.37 x 10% 20.2 x 16° [1.37 x 10% | 0.3 [0.34 {0.0231| 974,000
; Skin 45° 2 1.37 x 108 [3.32 x 105 {3.32 x 10% | 0.4420.442 |0.706 | 324,000
i Adhesive 3 0.30 x 10% 10.30 x 10% {0.30 x 10% | 0.30 [0.30 |0.30 | 100,000
Skin 0°, 4 1.37 x 105 [16.2 x 108 [2.92 x 10 {0.41 [0.41 [0.1215] 541,000
+ 45°

1. Poisson's Ratio

Consgider a simplified coordinate system (a, 8, Z) shown in Figure 108. The

principal orthotropic properties of a ply are along the (1, 2) coordinate
directions at an angle 6 to the (a, 8) coordinates.
to the ply plane,

Coordinate Z is normal
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— R

TYPICAL PLY

FIGURE 107. COORDINATE SYSTEM FOR BONDED JOINT ANALYSIS

—P

PLY

1
0

»a

a,8, 1, 2 AXES ARE IN
THE PLANE OF THE PAPER

n ¢ 1S THE PLY ORIENTATION ANGLE

FIGURE 108. ALTERNATE COORDINATE SYSTEM FOR BONDED JOINT ANALYSIS
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Consider the case when the uniaxial stress s is applied. The stress com-
ponents along the (1, 2) dircctions are

2
s, = cosTy s, (89) 4
S ainl i
52 = 8In 4§ So ;
512 = =~ (siné coseg) S, ]

The strain component in the thickness direction is given by

14 14

Substituting s and s, from equations (89) into (90), one obtains

v 14
_ (3 2 Yaz 2
en = < E_©0s ot E sin 0) Sax 91)
1 2 !
Assuming that .
i
13 7 Y237 "1z !
-~V E i i
12 (™2 2 2 : 3
en = Ez (El cos g + sin 6) S, (92) 3

By definition of V.q» ONE obtains for uniaxial loading

e  o-sanm
n T~ E, Sa (93)

Equating the two expressions for e, from equaticn (92) and (93),

v E
e N 2 .2
Yin = & (E cos"@ + sin 0) E, 94)
2 1
This expression was used to compute numerical values of YgR and

given in Table XXVI, by allowing « to assume values of Z or §, and allowing
n to assume the value R.

2. Thickness Shear Modulus : 1

For the single ply shown in Figure 107, consider the case when only shear
stress component SeN is applied. The shear stress components along the

(1, 2) coordinate directions are

Sln = C0Sé Sa.n
SZn = siné San
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The corresponding shear strain components are

1
e, = s (95)
In 2G1n in
e = L )
2n 2G2n 2n

The resultant of these shear strain components e on is obtained by using
strain transformation relations. Thus

- 96
L sin g Con + cog 6 €in (96)

Substituting from equations (94) and (95) into equation (96), onhe obtains,

2 2
1 (sin 9 cos 0)
Sn T2 + s 97)
an 2 G2n Gln an
With the definition of G aZ and the use of equation (97)
G = sinZe . cosze) -1 98)
an G2 G
n In

This expression was used to compute numerical values of GRZ given in
Table XXVI by letting o assume the value Z and letting n assume the value R.

VIIl.4 SUPPORTING CALCULATIONS FOR THE DESIGN OF ACOUSTIC PANEL
A-GG-B-2

Calculations that were conducted in changing the acoustic panel design following
the manufacturing and testing of panel A<GG-B-1 in order to obtain flat, as-manufactured
panels are presented in this subsection.

VIO. 4. (a) Thermal Stress Analysis of Acoustic Panel A~-GG-B-1

A simplified thermal stress analysis was performed by considering only the
in-plane thermal deformations for various structural members of Figure 109. Consider
the thermal expansion of structural members from a reference temperature.

Let 6? = free thermal expansion of ith member.

and 51 = actual expansion of the ith member. Then

6’1; = a (4T) Li (99) |




. ' 90° - Direction of the skin

|
, - '1 i
‘1 beams - !
/— .. - B - - .
/ f '
4 /
Y L 0° = Direption
\\\ > of the skin
v - Teei_ segtipns
\ 7 [——————————— Skih |
1-‘—\_* ! 0 o
— . Glass doubler! and
titanium all
1-. - frame . .

[
! ! l

FIGURE 109. SCHEMATIC DRAWING OF NINE-BAY,
CROSS-STIFFENED PANEL A-GG-B-1

The built-up structure is in equilibrium. Therefore, the sum of all the force

resultants at any cross-section is zero. Thus

E.(Si Ap =0
i
where
6—61T
T E ° ~ Ei L.
i
Hence, T
8-8
3 E. A =0
Li i
and

E. A, E A
O DD "iT ” :
1 1

Substituting from equation (99) for § i ,
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Assuming the same length for all structural members, L, = L,

4 =

where

Thercfore,

S,
i

it

i Thus
LAT w =K LAT
E Ei Ai =8 (105)
a, E. A
Z 1710
(106)
z Ei Ai
Ei (KO- ai) aT (107)

Using equations (106) and (107), the average thermal stresses in any one of the
structural member can be readily computed.

Numerical Results:

Elastic and thermal properties of the structural members of Figure 109 (that

simulates acoustic panel A-GG-B-1) are tabulated below.

TABLE XXVIL

DATA FOR THERMAL ANALYSIS

Structural Elastic Thermal Cross-
Member Modulus Coefficient | Section
(psi) (in/in/F) | (in%)
. ° 6 -6
Skin, 0 9.0 x 10 1x10 0.52
Skin, 90° 3.9x10° | 10x1078 0.75
T-section | 9.0x10%| 1x10% | o0.104
I-beam 9.0x10°] 1x10% | o.250
Glass 6 -6
Doubler 3.5 x10 5x 10 1.04
Titanjum 6 -6
Frame 16 x 10 Sx10 .85

Using the aforementioned elastic and thermal properties in equations (106) and
(107), the following average stresses in the skin were obtained.

Along 0° direction: Sekin

Along 90° direction: Sskin

i

~-4620 psi (compressive stress)

+3160 psi (tensile stress)

Upon comparing the above -4, 620 compressive stress with the critical buckiing
stress for the 10 inch x 7 inch plate (simulating the central bay of panel A~GG-B-1),
it is determired that the thermal stresses induced in cooling panel A-GG-B-~-1 from

204




T T g

JSSR,

200F were sufficient to produce buckling and oil canning. The critical buckling stress
of the central bay is determined in the next subsection.

The use of equations (106) and (107) with the glass doubler being replaced by a
graphite/cpoxy doubler (sec Scction 1.C.4) resulted in a thermally induced stress in
the skin of -3, 080 psi of the titanium alloy frame if bonded to the skin at 250F at the
same time that the skin is bonded to the I-beam and tee sections details. Because the
-3,080 psi stress was still high relative to the predicted skin buckling stress, a room
temperature curing adhesive was used in bonding the titanium alloy frame to the skin
in panc¢ls A-GG-B-2 and A-GG-B-3.

VII. 4, (b) Critical Buckling Stresscs

A buckling stress analysis of rectangular composite 6~ply plates was performed
using the RA-5 computer program (developed under Contract AF33(615)-5257). The
computed buckling stresses for the skin and stem of the tee section are given below:

10~ x 7-inch plate - simply supported (simulating the central bay of panel
A-GG-B-1) - 265 psi.

10~ x 0.708-inch plate - simply supported on 3-sides, frec on one long side
(simulating the vertical leg of the tee sections of panel
A-GG-B-1) ~ 5480 psi,

The large ratio of 4620 psi to 265 psi is not an exact ratio of the thermally induced
compressive stress (in cooling the panel from 250F to 80F) to the critical stress of
the central bay since the analysis in equations (99) thru (107) overlooks stabilizing
cffects of tensile stresses in the panel cross section. Furthermore, the thermal

coefficients of 1 x 1()-6 and 10 x 10-6 in/in/F of the graphite-epoxy skin and stiffeners
1re estimates based on data from different graphite-epoxy systems. However, the
conclusion of this brief analysis was that changes from the design of bonded A-GG-B-1
were needed to obtain flat, as manufactured, panels A-GG-B-2 and A-GG-B-3.

Upon comparing the 5,480 psi critical stress in the stem of the tee section with
the experimental strain data of acoustic panel A~GG-B-1, no change was made in the
tee sections of the acoustic test panels,

Lo
=
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IX, SUMMARY AND CONCLUSIONS

Two useful methods of analysis were developed for predicting the linear, strain
response to acoustic excitation. One method (using a simplified theory) was developed
for hand calvulution predictions of the unimodal response at the fundamental freguency
vi L llat, rectidqular, orthotropic plate (of constant thickness) subjected to fully
correiated, white noise excitatior and clamped on all four edges. The plate was used
to simulate the central bay of the acoustic test panels for which the predicted funda-
mental frequency and strain response in acoustic fatigue critical locations in the skin
was in satisfactory agreement with experimental values. A drawback in applying the
simplified theory in the design of skins of cross-stiffened, advanced-composite panels
is that there is now no criterion indicating when the simplified theory is applicable.
The development of a simple criterion would be quite useful.

The second method of analysis that was developed consisted of applying an avail -
able, linear, finite element, dynamic stress analysis computer program for predict-
ing the natural frequencics and the multi-modal, stress response in the skin and
internal structure of orthotropic plates suhjected to broad-hand acoustic vressure
excitation. This method of analysis provided salisfactory agreement between predicted
and experimental fundamental frequencies and strain response in the skin of the acoustic
test paneis at low excitation levels (for which the use of linear theory is appropriate).
It appears that this second method which is more general than the simplified method
described in the preceding paragraph, can be developed further and utilized in the
design of both the internal structure and skin of thin-skinned, cross-stiffened,
advanced-~-composite and metallic panels.

Several conclusions that were drawn from the overall program which contained
three distinct, yet interrelated, phases (namely, an analytic investigation, an acoustic
test program, and a shaker test program! are discussed below.

1. It was demonstrated in the acoustic test program that high quality, thin-

skinned (a 0.027 inch average skin thickness and a 6 ply, [0/:41,’]8 layup),

cross-stiffened panels (with the largest bay of 10.0 x 7.0 inch nominal edge
dimensions) with graphite~epoxy skins bonded to graphite-epoxy internal
structure can be designed, manufactured, and tested in a high intensity broad-
band, noise environment (166 db SPPL) at ambient temperature for an extended
period of time (100 hours) without experiencing major acoustic fatigue fail-
ures. PBased on these acoustic test results, it appears that thin-skinned
cross-stiffened panels with advanced-composite skins attached to advanced-
composite or metallic internal structure are attractive for use in high
intensity, noise environments,
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Analytic methods were developed to predict the fundamental frequency of
flat, rectangular, cross-stiffened, thin-skinned, advanced-composite
panels and the strain response (at sufficiently low, broad-band, acoustic
excitation levels where linear strain versus pressure relations are approxi-
mately correct) at acoustic fatigue sensitive locations. A comparison of the
predicted fundamental frequencies and the strains in the panel skins at low
excitation levels {e.g. 139 db SPL) with the experimental fundamental frequency
and strains in the skins of the flat, acoustic test panels showed satisfactory
agreement in the sense that percentage differences between predicted and
experimental values were approximately the same as the differences that
have been documented during acoustic fatigue investigations conducted with
metallic panels during the last several years. IFurthermore, it is believed
that the percentage differences hetween the predicted and experimental
fundamental frequency and strains in the linear response range can be re-
duced when a finer finite element grid aud experimentaily available pressure
correlation data are used in the unalytic prediction process.

In the experimental program, it was demcenstrated that as the sound pressure
level with a broad-band spectrum was increased, the nonlinear effects (as
evidenced by rms strain readings and fundamental frequency observations)
became increuasingly more significant. Furthermore, at the highest excita-
tion SPL, the strain response of the fundamental mode relative to the overall
rms response was significantly less than at lower excitation levels. Since
there is no generally accepted theory that is available for predicting the
nonlinear strain-pressure relation, it is still necessary to resort to empirical
methods of predicting strains when the response is nonlinear. Neither an
analytic nor empirical study of nonlinear rzsponse relations was conducted
in this investigation.

A linear, static, finite element stress analysis method for predicting the
weakest member of a (skin/adhesive/internal structure) joint assembly was
presented. The location of the fatigued component (the skin in all experi-
mental cases) of the shaker specimens confirmed the predictions. The two
satisfactorily manufactired acoustic test panels, A-GG-B-2 and A-GG-B-3, ]
did not experience an acoustic fatigue failure in the joint assemilies and,
hence, no comparison of predicted and experimental failure Inzalion could
be made for the acoustic test panels,

The overall rms strain level at acoustic fatigue critical loc~tions was the
parameter used in predicting the life of the acoustically loaded panels.

With this method, the average rcsponse frequency based on the spectrum of
the response was calculated for the flat, acoustic test panels; the overall
rms strain was obtained experimentally under the acoustic loading; and then
the panel life under the acoustic loading was predicted on the basis of an
S-N curve obtained in the shater test program. For the acoustic test
panels, the absence of an acoustic fatigue failure at the joint assemblies
was predicted based on the experimental overall rms strains, and the
absence of an acoustic fatigue failure was verified in the acoustic tests of
panels A-GG-B-2 and A-GG-B-3. In general, when the location of failure
is at a joint assembly in a thin skin and possibly in the joint attachment

of an acoustically loaded panel, it appears that the stress at the failure
location results from simple bending and therefore the use of S-N curves
obtained under essentially simple bending conditions (such as the shaker
test program) appears feasible in the prediction of the panel life.
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The data analysis of strain response and the broad-band pressure in the
acoustic tests of panels A-GG-B-2 and A-GG-B-3 ndicated that both the
strain response and the acoustic loading were repueatable to within aceeptable
tolerances. This repeatability provided evidence of a satisfactory manu-
facturing and testing procedure.

Six S-N curves for shaker specimens with different material systems (one
system utilized graphite-epoxy skins in the shaker specimens and the other
svstem utilized boron-epoxy skins), different attachments (i.e., bonded and
riveted), and different stiffeners (either graphite-epoxy or titanium alloy)
were obuained in the test program, The approach of conducting shaker tests
to obtain S-N data for acoustic fatigue application appears promising since

(1) it appears that the strain at the failure location in the shaker specimens
and the cross-stiffened, thin-skinned, acoustic panels results from simple
bending and thercfore the S-N data obtained under less expensive shaker
testing can be substituted for S-N data obtained under more expensive acoustic
panel tests; and (2) it appears practical to conduct a scries of shaker tests
and vary important items such as the method of attachment, the orientation

of plies in advanced-composite skins, and the stacking scquence of the plies
in order to obtain experimental S-N data to ecompare advantages and disadvan-
tages of various types of joint assemblies.

Care must be taken in the design of bonded, cross-stitfened, advanced-
composite panels to avoid high, residual stresses (such as were experienced
by the first acoustic test panel) resulting from the cooling from the bonding
temperature.

The manufacturing processes that were developed for the graphite-epoxy,
I-beam and tee section details that were developed in this program appear

to be satisfactory for other stacking sequences, configurations, and advanced-
composite material systems.
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APPENDIX A
ADVANCED-COMPOSITE MATERIALS

The Fothergill/Harvey Courtaulds HT~8/4617 graphite-epoxy system and the
Narmco 5505 boron-epoxy system were chosen for the test program. These systems 3
are expected to be among the prominent advanced-composite systems to be used in H
hardware applications during the next several vears.

The reinforcements and epoxy resins met or exceeded the requirements of the
contractor procurement specifications:

1. Northrop Specification, NAI-1302 - "Prepreg for Structural Composites, ;
Boron-Epoxy, High Strength, High Modulus™ ;

T RIS

2. Northrop Specification, NAI-1318 - "Unidirectional Graphite Prepreg for
Structural Composites, High Modulus, High Strength. "

The scope of the specifications establishes the requirements for the resin-
impregnated multifilament prepreg tapes and cloth products made from high strength
and high modulus boron and graphite filaments. The specifications include physical ' i
property requirements for material acceptance (flow, resin content, and volatiles). .
Physical appearance such as fiber spacing, broken fibers, surface condition, and material
uniformity are specified. The prepreg shelf life, room temperature requirement,
and additional mechanical property acceptance levels also are specified.

The Fothergill,/Harvey Courtauld HT-5S/4617 graphite-epoxy system was purchased
in sheets with nominal dimensions of 48-inch by 12-inch by 0. 0¢3-inch and resin content
of 40 percent by weight. The Narmco 5505 boron-epoxy system was purchased in three-
inch wide tapes with a thickness of 0.005~inch and 40 percent resin by weight.

The subsequent fabrication procedures applied to the advanced-composite .
materials were compatible with the Northrop Process Specifications PL-35 and PL-36. S

At the boginning of the experimental program, tests were conducted to obtain P
physical and mechanical properties of the Fothergill/Harvey Courtaulds HT-S/4617 ‘
graphitc-epoxy material. The test results for the uniaxial loading of parallel plied oy
specimens with the load parallel or transverse to the fibers are given in Figures ;
A-~1 thru A-4 and in Data Sheets 1 thru 4. The results of the rail shear test of cross- i
plied specimens are given in Figure A-5 and Data Sheet 5. The test results ona
portion of the laminate that was prepared for acoustic panel A-GC-B~1 are given in
Figurc A-6 and Data Sheet 6.

After shaker specimens had heen fabricated and fatigue failures were obtained
in the specimen skins during the shaker test program, six-ply [90/&45]S , graphite-

epoxy and horon-epoxy specimens were fabricated for static tests with the principal
objective oing to obtain static ultimate strains for comparison with the rms fatigue
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strains that were obtained in the shaker test program. To complete the static test
program, six-ply [0/*45] s graphite-epoxy and boron-epoxy specimens were also

fabricated for tests to obtain strength and stiffness data, which are in Figures A-7

thru A-10 and Data Sheets 7 thru 10. Thne graphite-epoxy test specimens in Data Sheets
7 and 8 were sectioned from a center section that had been removed from a six-ply
component of the graphite-epoxy doubler of panel A-GG-B~3. (The skins of several
graphite-epoxy shaker specimens were obtained from center sections of graphite-
epoxy doublers of acoustic parels A-GG-B-2 and A-GG-B-3.) The weight density of

the graphite-epoxy laminates was 0.0504 lb/ina.

A summary of the various tests to obtain physical and mechanical properties is
in Table A-1. Results from tests reported in Figures A-6 thru A-10 are in Table A-2,

TABLE A-1. LOCATION OF TEST SUMMARIES

Loading

Figure Datsa No. of Laminate
Sheet| Specimens Force Orientation Decscription
A-1 1 5 Uniaxial tensile |Parallel to fibers| 8 parallel plies,
graphite~-epoxy
A-2 2 3 Uniaxial tensile |Transverse to 8 parallel plies,
fibers graphite-epoxy
A-3 3 5 Uniaiial Parallel to fibers| 16 parallel plies,
compressive graphite-epoxy
A-4 4 3 Uniaxial Transverse to 16 parallel plies,
compressive fibers graphite-epoxy
A-S 5 3 Rail shear Parallel & trans- [(0/90)4] '

verse to fibers graphite-epoxy

A-6 6 4 Uniaxial tensile | Parallel to [0/:!:45]8,
laminate 0 degree hite-
direction grap epoxy

A-7 7 5 Uniaxdal tensile | Parallel to [0/H5]s,
laminate 0 degree aphite-
direction grap epoxy

A-8 8 5 Uniaxial tensile | Parallel to (90/+45] s’
laminate 90 degree aphite-
direction grap EPOXY

A-9 9 5 Unlaxial tensile | Parallel to [o/ﬂsls,
laminate 0 degree
direction boron-epoxy

A-10] 10 5 Uniaxial tensile | Parallel to [90/+45] g
laminate 90 degreebo
direction I ron=epoxy
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TABLE A-2. SIX-PLY SPECIMEN UNIAXIAL TEST RESULTS
Average Average
Ply Load .
. . . Tensile Ultimate Average |Poisson's
Item | Figure |Material | Lay-up [Direction Modulus Strain Thirkness Ratio(l)
micro~-inch
(degree) | (degree) {st) (pe, inch) @nch)
1 | A6 |Graphite-|[0/245]g | 0 9.0 x 10° | 7,900 0.028 | 0.63
epoxy
2 | A-7 |Graphite- f0/¢45]S 0 9.4 x 108 6,800 0.027 0.64
epoxy
3 | A-8 |Graphite- [90/145]S 0 3.4x 108 9,300 0.027 0.23
epoxy
4 | A-9 |Boron- |[0/245]g | O 10.6 x 108 | 6,500 - 0.67
epoxy
5 A-10 |Boron- [90/145]S 0 4.5x 10° 4,100 - 0.29
epoxy

@® The Poisson's ratio is the induced strain that is 90° from the load direction

resulting from an applied strain in the load direction.

For Figures A-1 thru A-5, s is the standard deviation of the ultimate strengths,
v is the ratio of s to the average ultimate strength, ‘Tavg is the average ultimate

strength, and a solid circle denotes the ultimate stress and strain.

The average of the stiffness properties from Figures A-1 thru A-5 are summarized

below with E

1 E,, G, and v describing the elastic properties of the parallel-plied

orthotropic laminates. The 1 and 2 direction are the principal elastic directions.

]

23,000,000 psi (tension)

= 22,400,000 psi (compression)

= 1,460,000 psi (tension)

= 1,600,000 psi (conmipression)

= 1,000,000 psi (rail shear)

= 0.34

5>
]
Lo
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The averages of the ultimate strengths from Figures A-1 thru A-5 are
summarized below:

T

Q
u

182,100 pai ensile ultimate)

Q
]

1 147,700 psd (compressive ultimate)

Q
1]

5,820 psi (tensile ultimate)

p
!

= 37,700 psi (compressive ulimate)

<~
[

= 19,700 psi (rail shear ulimate)
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DATA SHEET 1

ELLAMENTARY LAMINATE STATIC PROPERIX DATA
Material Laminate )
System:__ Courtaulds HT-$/4617 Orientation: 4°8
loading o Type Number
Orientation:__0 Loading:__Tension of Plies:__ 8
Tast Specimen Applicable
Description:__1/2 X 8 per IT-58 Specification Specification:__11-38
Testing o
Temperature:__ R/T F Soak at °F for Hrs, minimum,

PROPQRTY Batch No.
Spec, Ident,

F

pl
STRESS | F
LEVEL ult “ 187.3 198.3| 202.24 192.0] 130.7 182.1
(ksi) F

2

/3 1 132.9 125.1| 86.2

30.9

EoréG

(initial) +23.4

3800
-1250

7450

pecimen Thickness (in.)
per, measurement req'd

0.036] 0.035 | 0.030

Laminate Resin Void
Fiber Volume:_61.39 ¥ Content__31,5 % Fraction Sp.G.__1.548

LAMINATE: Tape or Matrix
Description Fotherfill/Harvey Courtaulds HT-$/4617 48" X 12" tape4
(3 hrs @ 3500F)

Manufacturer__ Fothergill/Harvey Cure Spec__ PL-36
3 Date of Date of
1 9/14/70
Test, 8/3/70 Reduetion_ Org'n__3772

g Comments:_»Modulus determined by least-squares best fit of experimental data.




DATA SHEET 2
ELLAMENTARX LAMINATE STATIC PROPERTY DATA

Material Laminate (904)5
System:_Courtsulds HI-S/GA17 Orientation:

loading ° Type Number
Orientation:__ 0 Loading:__Tension of Pliess___8
Teat Specimen Applicable
Description:__3/4" X 5" No tabs Specification:__ !T-58
Testing

Temperature:__R/T °F  Soak at °F for Hrs, minimum,

PROPERTY | Batch No,

Spec, Ident, 2-3 2-4 Avg,
F
pl none none none

STRESS | F 0, 8.82 | 5.70 | 2.94

N/A denotes that the
stres}strain curve E
1 4

EorG
(initial)

Specimen Thickness (in,)
Fxper., measursment req’

0,034 0.035] G.03

nate Resin Void

Fiber Volume: 51:39 ¢ Content_ 315 ¢ Fraction sp.G, 1:378
LAMINATE: Tape or Matrix Courtaulds HT-S5/4617 48" X 12" prepreg tapes
Description
Fothergill/Harvey PL-36
Manufacturer, Cure Spec
Date of Date of

Comments:_ The large spread in data can be attributed to the high fiber volume

which results in low transverse strengths.
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DATA SHEET 3
FLLAMENTARY LAMINATE STATIC PROPERTY DATA
Material . Laminate (0.)
System: Courtauldas HT-5/4617 Orientationt 8’g
loading Type Number
Orientation:__ 9" loading:__Compression of Plies:__ L&
Test Specimen " " Applicable .
) Deacription:__ L/2" X 4-1/2" No tabs Specification: L1~ 2°
{
[ Testing
Temperature: R/T °F Soak at °F for Hrs, minimum,

PROFZRTY | Batch No.

Spec, Ident. 3-5 Avg,
—
Fpl 65
ig‘g?_s Fare 148.0| 147.5 147.7
i (kei) F
E 2/3 fult 98.5| 107.0] 102.3] 103.0
—
poDULUS
(msi) 22.9 21.4/ 23.0 *22.4
E Proport: | L]l 3700 3500 | 3300 | 3300 | 2800 3300
Limit = | €2 - - - - -
Strain Strain €1
Levels M
in/in | Failure
3 e in/ Strain 7000 6600
Specimen Thickness (in.
1 Egpe,._ measurement E.,qv) 0.062 | ©0.062] 0.066 | 0.061| 0.068
] inate Resin Void
Fiber Volume: 64.15 ¢ (Content_28.5 # Traction_ Sp.G,_1.579

LAMINATE: Tapﬁ or Hatrix Fothergill.!iriarve,’

sourteunlds HT=5/4617 48" X 12" tape$

Description
Fothergill/Harvey . PL-36
Manufacturer ture Srec
Date of Date of
Test__8/3/70 Reduction_9/14/70 Org'a__3772

Comments:

*Modulus determined by least-squares Lest fit of ~xperimental data




DATA SHEET 4
ELLAMENTARY LAMINATE STATIC PROPEGTX DATA

Material Laminate (90.)
System: Courtaulds HT-S5(4617 Orientations 8’s
Loading o Type Number 16
Orientation:_ O Loading:__Compression of Plieas
Teat Specimen Applicable ,
DOBCription: 172" X 4-1/2 No tabs SpeciriCat’ion: 1T-58
Testing o o
Temperaturse: R/IT F Soak at F for ___ ___ Hrs, minimum,
PROPERTY| Batch No. SF=3 ﬂ
Spec, Ident, 3-13 Vg,
e
Fp:L : 17.5
T F
&%ﬁs ult 38.6 36.9 37.5 37.7
h(kﬂi) F
2/3 ey 30 30
ODULUS | E or G
(msi) (initial) 1.7 1.5 *1.6
Proport 12500 | 11500 12300
Limit *
Strain Strain
Levels
b in/in 29000 27800
pecimen Thickness (in.)
er, measurement req'd| 0.062 0.064 O'Oﬂ
inate Resin Void
iber Volume:_g4,15 % Content__28,5 % Fraction Sp.G._1.579
NATE: g:g:rgztﬁ:ﬁ" Fothergill/Harvey Courtaulds HT-5/4817 48"X12" tapes
R PL-36
Manufacturer Fothergill/Harvey Cure Spec
Date of Date of
Test, 843770 Reduction____ 9/14/70 Org'n___ 3772

Comments: *Modulus determined by least-squares best fit of experimental data
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DATA SHEET 5

: ELLAMENTARY LAMINATE STATIC PROPERTX DATA
: Material Laminate [ ]
Syatem:_ Courtaulds HT-S/4617 Orientation: & %/99),1s
Loading Type Number
Orientation:_ N/A Loading: Reil Shear of Plies:_ '°
Test Specimen Applicable
Description: 3" X 6" (3 element gage used) Specification: 1T-58
Testing ° o
Temperat,ure:_‘ff_____ F Soak at Ffor _____ _ Hrs, minimum,
PROPERTY | Batch No, SF-4
Spec, Ident, Vg,
E -
F
ig%is 19.7
(kei) b
TR
ODUIUS | E or G
(mai) (initial) 1.1 1.0 1.0 *1,0
€ 200 4706
Propor't. 221 4600 L400 5
Limit e
Strain Strain-
Lavels T
¢ in/in e 38500 | 39000 |39060 39000
‘ Specimen Thickness {in,)
i Exper., measurement req’ 0.066 | 0.067 | 0.065
nate 57.83 Resin 4 Void
Fiber Volume: : € Content_>%-7 % Fraction_ Sp.G.1.358
! I AMT .
i NATE: giﬁ?é&’fﬁﬁl Courtaulds HT-5/4617 48" X 12" prepreg tapes
Manufacturer Fothergill/Harvey Cure Spec PL-36
Date of Date of
Test, 873770 Reduction__9/164/70 Orgtn__ 3772

i Comments: *Modulus determined by least squares best fit of experimental data.
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DATA SHEET 6

ELLAMENTARY LAMINATE STATIC PROPERTY DATA

.
Material ) Laminate [0/145
Systems_COurtaulds HT-S/4617 Orientations > s
loading o Type Tensi Number 6
Orientation: 0 loading: ension of Pliess______
Test Specimen Applicable
Descriptions:__ /2" X 8' with 2-1/2" X 3/4" Taper Specification:_ IT-58
Testing o o
Temperature: R/T F Soak at '+ for Hrs, minimum,
PROPERTY | Batch No. SF-5
S . L . Avg,
pec, Ident Y 2 3 4 :=J — _JAVE.
Fpl Not Apparent Hrom Strdss-Strafn Curvd
STRESS F
e ult 77.2 | 73.1] 62.9 | 65.2 69.6
(kai)
2/3 fuit 51.1 49.2| 42.9 | 41.3 46.1
. . . . .
&ODULUS Eor G
(msi) (initial) 9.6 9.1 8.9 7.8 *9 .0
p in/in gﬁ‘ii“ie 7800 sloc | 7500 | 8200 7850
Specimen Thickneas (in,) . )
Exper. measurement reg‘d 0.029 C.029 c.028 0.027 0.028
Taminate 56.14% Resin  36.587% Void -0.67 1.558

Fiber Volume: ¥ Content % Fraction

LAMINATE: Tape or Matri

Sp.G.

*rothergill/Harvey CHT-S/4617 12" X 48" tapes

Description__

Msnufacturer Fothergill/Harvey Cure Spec PL-36
Date of 9/23/70 Date of 10/2/70 3772
Test Reduction_ Org'n_

Comments:_*Modulus was calcklated using best-fit least-squares mathod on data.
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DATA SHEET
Material Laminate 1 '
System:__ Courtaulds HI-S/4617 Orientation: 0/+45 e
loading Type Number g
] o
] Orientation:__O loading:__Tension of Plies:__b i
Tast Specimen Applicable
Description: A" X 8¢ Specification:__L1T-58
Testing o o :
Temperature:_ R/T F Soak at F for Hrs, minimum, :
PROPERTY] Batch No. || sF.4c
Spec. Ident. 1 2 | 3 4 ' 5 * AvE.
F
pl N/A
STRESS F
IEVEL ult 57.1 62,4 | 71.1] 76.8 ] 60.3 65.1
(ksi) F
| 2/3 ey N/A
I'§ — :
L #}tODULUS E or G * 4
5 (mei) (initial) 8,50 8,65 9.85| 10.61 | 10,02 9.41
i £1
é PPODOI‘t.
[ e Limit €2 |
E Strain Strain £, :
3 Lavels :
¥ » in/in | Failure H
't Strain 7380 | 7439 | 7113 | 5979 6965 i
~ #
1 ISoecimen Thickneas (in.) %
: per. measurement reg'd) .025 .025 .024 .027 | .027 ] 3
F Laminate Resin Void
- Fiber Volume: % Content_ % Fraction_ Sp.G.
i .
: MNATE: Tape or Matrix
: Description__ 2
i Manufacturer Cure Spec 8
L ;
3 ]
Date of Dats of }
3 Test 6/17/71 Reduction____7/1/71 Org'n, 3772 i
é Comments: *Best fit - least squares
| i
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DATA SHEET 8
EILAMENTARY LAMINATE STATIC PROPERTY DATA

l Material Laminate ) ;
System:__ Courtaulds HT-S/4617 Orientation: 190/ + 45] 7
El 5
] 3
‘ loading . Type Number i
% Orientation:__ 0O~ Loading:__Tension of Plies:__0b
| ng
i Tast Specimen Applicable - i
t Description: b X wv Specification:__tI-58 E
Testing - o ;
Temperature:__ R/T _F Soak at F for Hrs., minimum,
[PROFCATY| Satch Mo, SF. 40 |
Spec. Idant. 6 7 B Y 10 vg. ;
1 T 3
F 3
; o ;
* STRESS | Fp,
LEVEL 27.2 26,6 27.Y 2545 27.8 2740y o
e ) y
1 (ksl; F . 3
1 2/3 e4q4 ]
:W, — i
MODULUS | E or G * ‘
{msi) (initial) 2.98 3,43 | 3,08 | 4.49 | 3.37 3.37 '
e '3
Froport, {
f Limit £2
Strain Strain £ c .1
Levels i
i ke in/in | Failure
] train 1 2080 9350 9800 6260 | 9010 4300
] = %
} Soecimen Thickness (in,)
4 per, measurement reqf .02b LO2ZK L,027 U ,029 027 .
ninate Resin Void
fiber Volume: % Content___ _ £ Fraction SpGe '-1
1
[L/MINATE: Tape or Matrisx
Desc-iptior,
1 Manufacturer Cure Spec 1
e 3
Date of ) Date of
Test__ 5/17/71 Pocduction /1771 Org'n___ 3772 :
Comments; * Best fit - leas* squares ‘ ]
1]
|
_f
:

A-22




e e A Ty i I YN N g T TSR BN VWL AP IO | MW 0, A At 0 SN A BT . TN VR N AP T SN U T ) YR e A T DA ¥ - i A

DATA SHEET 9

.. - oy 3 "yt p’ﬂ
baterial leninate
Syste: Narmee 3905 Orientation: [Wt“ils
loading Type Number
Orientation:__ 9" ioading.___Tension of Plies:__6__
-f'Z'est Spaciman Aprlicable 7
Dem¢ription:__ _%" X 8 Specification:__ 1T-58
Testing o °
Temperatures:  _R/T F Soak at —. F for Hrs, minimum,
|W?E}ﬁ\' Batch No. SF-48
Srec, liient, i 2 3 & 5 ] Avg,
Fly
STRISS | ¥, _
LEVEL U 68,6 66,9 68,7 50,9 | 73.6 66.9
(rei) F
2/3 ey
ODULUS | E or G e
(msi) (initial) 10.12 ] 10.80 10,60
Froport,
Limit
Strain train
i"{.’ rels
) =n/in | ¥Failure
Strain 65i9 | 6709 | €538 | 5649 | 7278 6499
pecimen Thickness (in.)
fixper. msasursment req' ,034 .035 .034 034 | 034
Laminatc Resin Void ‘
Fiber Volumo:__ f Content_______ ¥ Fraction___ Sp.G.
LAMINATE: Tape or Matrix
Description
Manufacturer Cure Spec
Date of Date of
Tast, h/18/71 Recuction, 7/1/71 Org'n___ 3772
Commentas_ * Best fit - least sguares
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DATA SHEET 10

EILAENTARY LAMINAZE STATIC PROPERTY _DATA

Material Laminate )
Syatem: Nammco 5505 Orientation: EIFTT A
Loading . Type “Nunper
Orientation: 0” Loading: Tension “of Plies: 6
Taat Speciman Aprlicable
Description: L0 X 8" (No tabs) Specificatinn:___ tT-54
Testing o o
Temperature:__R/T F Soak at F for __ Hrs. minimur,
PROPERTY | Batch No, $F.4B
Spe¢. Ident, WL“ o 7 g 9 10 Avg.
Foy
STRESS F
LEVEL ult 18,18 | 18.85 |15.91 | 16,35 }17.86 17.5
l(ksi) F
2/3 €44,
s et
ODULUS EorcG *
(msi) (initial) 4,48 | 4,66 | 4,83 | 4,59 | 4,55 4,52
£
Proport, ~
Limit €2
IStrain Strain €
Lavels ngd
b in/in | Failure
Strain 4079 | 4798 | 3810 | 38l0 | 4&27 4185
pecimen Thickneas (in.)
Exper. megsursment req' .032 .032 .032 .033 033 )
nate Resin Void
Fiber Volumes___ % Content__ __ % Fraction_ Sp.G.
LAMINATE: Tape or Matrix
Description
Manufacturer Cure Spec
Date of Date of
Tast 6/18/71 Reduction 7/1/7t Org'n_ 3772

Comments: * Best fit - least squares
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‘The results of an interrelated analytic investigation, acoustic test program, and shaker test program to develop informa-
tion on the design and acoustic fatigue charactetistics of joints with advanced-composite materials are presented. Three nine-
bay. cross-stiffened. graphite-epoxy panels with a six-ply skin and a central bay with nominal dimensions of 18.0 x 7.0 x
0.03 inch were designed and manufactused. The panels were tested to obtain response and acoustic fatigue data, The fingl
two of the three tested panels survived 100 hours (the planned runout point) of exposure in a brozd-band 166 db'SPL acoustic :
environment; the first panel experienced a premature acoustic fatigue failure that was attributed to a design and sanufacturing [
deficiency that was corrected for the otner two panels. Six S-N curves were developed in the shaker test program and included
data obtained with two joint configurations, either bonded or riveted, and three material combinations with six-ply skins,
namely, graphite-epoxy skin to a graphite-epoxy stitfener, boron-epoyy skir 10 a titanium alloy stiffener, and graphite-epoxy
skin to a titanium alioy stiffener. The lamina stacking sequence was the same for all the shaker specimens. A simplified
theory for hand calculation predictions of dynamic stresses in an unstiffened orthotropic plate subjected to a spatially uniform,
white noise environment was developzd and succassfully applied in the dynamic analysis of the cross-stiffened, graphite-epoxy
test panels. Other principal items in the analytic investigation included the use of a finite-element computer program for the
prediction of the cross-stiffened panel response to acoustic excitation and another finite-element computer program for the
$* tic stress analysis ot bonded-joint assemblies to determine the acoustic fatigue critical component of the joint assemblies.
The effect of the experimental multimodal response of the acoustic test panels was considered in predicting the absence of an
acoustie fatigue failure in the two acoustic test panels that survived the 100 hours of acoustic exposure.
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